


SECTION I ^f- IDEHTIPICATIOM I '

EMERGENCY DIRECTORY '. " ' HMI3 HEALTH '• - • 2
413-843-3381 (EASTERN TIME) «:OOAM-3:OOPM HMI3 FLAMMABILITY 9
800-424-9300(OFFHOURS)CHEMTRBC HMI3 REACTIVITY 0

HMIS PROTECTION X
HEATB/Wtt^ COKW1WTION
107 FRONT STREET PREPARED BYi THOMAS A. NADEAU
IKOIAN ORCHARD, MASS. 011S1 OATEi 10/6/09= • •

PRODUCT NAME TEMPERING A
DESCRIPTION Heat treating salt.
DOT CLASSiSODIUM NITRITE MIXTURE (SODIUM NITRATE, SODIUM NITRITE AND
POTASSIUM NITRATE) OXIDIZER NA 1487 RQ

SECTION U - HAZARDOUS INGREDIENTS ' :

HAZARDOUS COMPONENT CAS NUMBER FEL(MG/M3) TLV(MG/M3) %

POTASSIUM NITRATE 7737-79-1 N.E. N.fl. 4C-50
-SODIUM NITRATE ---7631-99-4 N.B. N.B. 1-10
SODIUM NITRITE . ,. 7632-QG-0 N.E. N.B. 40-50

• •

4
\

N.B.-NOT ESTABLISHED N.A.-NOT APPLICABLE!

SECTION in - PHYSICAL DATA

BOILJNG Point(F) decomposes SPECIFIC GRAVITY !H20-i).... 2.1S
VAPOR PRESSURE (mm Hg) N.A. MELTING POINT 280 F
VAPOR DENSITY (Air-1) N.A. EVAPORATION RATE N.A..-:
SOLUBILITY IN H20..—...— complete. PK N.A.
APPBARANCE/ODOR odorless, pink powder. ' ' •:! ".

SECTION XV - FIRE AND EXPLOSION HAZARD DATA

FLASH POINT None. FLAMMABLE LIMITS None.
LOWER FLAME LIMIT N.A. HIGHER FLAME LIMIT N.A.
IN CASE OF FIREi Use flooding amounts of water.
SPECIAL FIREFIGHTING PROCBDURESi U salt is moitenf use dry sand. Wear
protective clothing with self-contained breathing apparatus.
UNUSUAL FIRE HAZARDSi Decomposes rapidly when heated .over 11W_F. ,
pxidizer-increaseo the Oammabillty of organics, combustibles and easily"
bxidizable materials. Contact of hot salt with combustibles may cause fire.
Hazardous fumes may be released under thermal decomposition.

flECTlOJt V - RBACTTV1TY DATA

CHEMICAL STABJLITYi STABLE CONDITIONS TO AVOIDi temperatures >!!«« F
INCOMPATIBLE MATBRlALSi ammonium salts, cyanides, reducing agents, strong •
acids, combustibles. ' . .
DECOMPOSITION PRODUCTS i oxides of nitrogen under thermal decomposition. '- "
HAZARDOUS POLYMERIZATION WILL NOT OCCUR -

SECTION VI - HBALTH HAZARD DATA
BV SB wevevewMev si •SeweaMMMMMM •**•*••• eBe*MMSBSV'BB (•'••£•*••••••

ROUTES OF ENTRYi inhalation, ingestion.

TRW-02545
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1 "••---•-"•••--••••••••••••«••--•-•---••-•«•.«___«____„_„„„„

/ HEALTH HAZARDS (ACt7TE,CHRONIC)i Contains OXIDIZER, Contact with other
material may cause fire. May cause eye, skin and respiratory'tract irritation."" •""
May be harmful or fatal If swallowed. Avoid contact with «yes, akin or
clothing. Avoid breathing dust.

—t ~ — '

i CARCINOGBNICITYi None. NTPTi Ho. IARC?i No. 03«A REOULATSD7i No.
• * t

SYMPTOMS OF EXPOSUREi eye, skin and respiratory tract irritation, II ingested,
may cause nausea, vomiting, cyanosis, headache and loss of consciousness. May
react with secondary amines to form nlbrosamlnes a potential carcinogen.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE* not known.

FIRST AIDi INHALATIONt Move victim to fresh air. If not breathing, give
artificial respiration. If breathing is difficult,glve oxygen. Get medical
attention. EYESi Hold eyelids apart and flush with running water for at
least 15 minutes. Get medical attention. SKINi Wash affected area with • " • •
soap and water. Remove contaminated clothing. If irritation persists, see a
physician. INGESTIONt If conscious, give plenty of water. Induce
vomiting. Get medical attention.

SECTION VH - PRSCAUTIONS/PROCHDURES

IN CASE OF SPILLi Sweep up material Into a chemical waste container. Flush
spill area with water.
WASTE DISPOSAL MBTHODi Dispose in accordance with federal, state and local
regulations.
PRpCAUTION3«Use with adequate -ventilation. S'.ire in a cool, dry place away
from combustibles. Wear proper protective clothing when using this product.
Wash thoroughly, after handling. . •

OTHER PRECAUTIONS! Emptied containers of this product may contain hazardous
vapors and residue. Clean thoroughly before reusing or discarding. Do not use a
welding torch to cut container. Do not use for water or food storage. • .

SECTION vrn - SPECIAL PROTECTION
RESPIRATORY PROTECTIONi Use NI03H/M3HA approved respirator if dust, fumes or
vapors ara excessive. VENTILATION provide good air dilution.
MECHANICAL EXHAUST X. PROTECTIVE GLOVESi heat-resistant type.
LOCAL EXHAUST X. BYE PROTECTION face shield.
OTHER PROTECTIVE EQUIPMENT apron,boots, full cover work clothes.
WORK/HYGIENIC PRACTICES...... wash thoroughly after handling,launder clothes.

SECT IT -SARA TITLE in INFORMATION

HAZARDOUS CSRCLA SECT 3«2 SECT 313 SBdT.311/312
COMPONENT RQ LB8. TPQ LBS. TOXIC HAZARDS

POTASSIUM NITRATE N.A. N.A. NO • A,C
SODIUM NITRATB N.A. . . H.A. NO A,C .
SODIUM NITRITE 109 N.A. NO A,C :

A-IMMEDIATB (ACUTE) HEALTH HAZARD B-OBLAYBD (CHRONIC) HEALTH HAZARD
C-FIRB HAZARD D-8UDOEN RBLBASB OF PRESSURE HAZARD B-REACTIVE HAZARD
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SECTION I .,.,;-- IDENTIFICATION : " . - . . - • - . :".'...-; — -

EMERGENCY DIRECTORY ' " " HMIS HEALTH"""""""'2
. 413-84»-3381 (EASTERN TIME) 8:OOAM-3:OOPM HMIS FLAMMABILITY 0
^ 800-424-W«»(OFFHOURS)CHeMTReC - - - HMI3 REACTIVITY 0

•l^i ^^••iiinia HMI3 PROTBCTION X

107 FRONT 3TREET PREPARED BYi THOMAS A. NADEAU
INDIAN ORCHARD, MA3S. 91 LSI " " OATE» 10/6/8^ •

PRODUCT NAME TEMPERING A
DESCRIPTION Heat treating salt.
DOT CLAS3i30DIUM NITRITE MIXTURE (30DIUM NITRATE, SODIUM NITRITE AND
POTASSIUM NITRATE) OXIDIZER NA 1487 RQ

SECTION II - HAZARDOUS INGREDIENTS ' ' ' 1 ' .

HAZARDOUS COMPONENT CAS NUMBER ' PEUMO/M3) TLV{MG/M3) %

POTASSIUM NITRATE 7757-79-1 N.E. N.S. 40-50
-SODIUM NITRATE 7631-99-4 N.S. N.B. 1-13

SODIUM NITRITE . % 7632-OG-0 N.E. N.B. 40-50

•i
I

N.S.-NOT ESTABLISHED N.A.-NOT APPLICABLE

SECTION HI - PHYSICAL DATA • '

BOIL^TG Point(F) decomposes SPECIFIC GRAVITY !H2C-1).... 2.1S
VAPOR PRESSURE (mm Hg) N.A. MELTING POINT 280 F
VAPOR DENSITY (Alr-1) N.A. EVAPORATION RATE N.A. • -
SOLUBILITY IN H23.. „ complete. PH N.A.
APPEARANCE/ODOR odorless, pink powder. ' ' •"• ". '

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLA3H POINT None. FLAMMABLE LIMITS ..Nona.
LOWER FLAME LIMIT N.A. HIGHER PLAMB LIMIT N.A.
IN CASE OF FIREi Use flooding amounts of water.
SPECIAL FIRBFIGHTING PROCBDURESi 11 salt la molten, use dry sand. Wear
protective clothing with soli-contained breathing apparatus. • .
UNUSUAL FIRE HAZARDSi Decomposes rapidly when heatad .over 11W_F. -
Oxidize r-increaoeo the flammaJaiUty of organics, combustibles and easily
oxidizable materials. Contact of hot salt with combustibles may cause lire.
Hazardous fumaa may be released under thermal decomposition.

SECTION V - RSACTTVITY DATA

CHEMICAL STABILITY! STABLE CONDITIONS TO AVOIDt temperatures >11TO F
INCOMPATIBLB MATBRlALSi ammonium salts, cyanides, reducing agents, strong ••
acids, combustibles. • ' •
DECOMPOSITION PRODUCTSi oxides of nitrogen under thermal decomposition. '- "
HAZARDOUS POLYMERIZATION! WILL NOT OCCUR

SECTION VI - H2ALTM HAZARD DATA

ROUTES OF ENTRYi inhalation, ingestion.

TRW-02547
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HEALTH HAZARDS (ACUTE,CHRONIC)« Contains OXIDIZER. Contact with other
material may cause fire. May cause eye, skin and respiratory' tract irritation.
May be harmful or fatal if swallowed. Avoid contact with eyes, akin or
clothing. Avoid breathing- dust.

CARCINOGENICITYi Hone. NTP?i No. IARC?i No. 03«A REOULATBD7t No.
• • »

SYMPTOMS OF EXPOSURE! eye, skin and respiratory tract irritation( It Ingested,
may cause nausea, vomiting, cyanosis, headache and loss of consciousness. May
react with secondary amines to form nitrosamines a potential carcinogen.
MEDICAL CONDITIONS AGGRAVATED BY EXPOaURBi not known.

FIRST AIDi INHALATION! Move victim to fresh air. If not breathing, give
artificial respiration. If breathing la difficult,give oxygen. G«t medical
attention. BYBSi Hold eyelids apart and flush with running water for at .
least 15 minutes. Get medical attention. SKINi Wash affected area with • " • •
soap and water. Remove contaminated clothing. If Irritation persists, see a
physician. INGESTIONi If conscious, give plenty of water. Induce
vomiting. Get medical attention.

SECTION VTI - PRECAUTIONS/PROCEDURES

IN CASE OF SPILLi Sweep up material into a chemical waste container. Flush
spill area with water.
WASTE DISPOSAL METHODi Dispose in accordance with federal, state and local
regulations.
PRpCAUTIONSiUse with adequate -ventilation. 3'.3re in a cool, dry place away
from combustibles. Wear proper protective clothing when using this product.
Wash thoroughly, after handling. • , •

OTHER PRECAUTIONSi Emptied containers of this product may contain hazardous
vapors and residue. Clean thoroughly before reusing or discarding. Do not use a
welding torch to cut container. Do not use for water oe food storage. • .

SECTIOH VTn - SPECIAL PROTECTION

RESPIRATORY PROTECTION! Ua« NI03H/MSHA approved respirator 11 dust, fumes or
vapors are excessive. VENTILATIONt provide good air dilution.
MECHANICAL EXHAUST X. PROTECTIVE GLOVESi heat-resistant type.
LOCAL EXHAUST X. BYS PROTECTION faca shield.
OTHER PROTECTIVE EQUIPMENT apron,boots, full cover work clothes.
WORK/HYGIENIC PRACTICES—.. wash thoroughly altar handling,launder clothes.

mmmmm

SECT ZZ -SARA TTTLB IH INFORMATION

HAZARDOUS CERCLA SECT 332 SECT 313 SSCT.311/312
COMPONENT RQ L88. TPQ LflS. TOXIC HAZARDS

POTASSIUM NITRATE N.A. H.A. NO . A,C
SODIUM NITRATE N.A. . . H.A. NO A,C .
SODIUM NITRITE 199 : : N.A. NO A,C . . ' :

A-IMMEDIATB (ACUTH) HEALTH HAZARD B-OBIAYBD (CHRONIC) HEALTH HAZARD
C-riRS HAZARD D-3UDOBN RELSASB OF PRB3SURB HAZARD B-REACTIVE HAZARD

TRW-02548
0908-3930



MSDS IDENTIFICATION NUMBER

TA-008

DATE ISSUED

March 1, 1989

ISSUED BY

Environmental
Engineering
Department

TRADE NAME: High performance, heat resistant alloys

/. PRODUCT IDENTIFICATION
CHEMICAL NAME: See Section 1 1 for Alloy Designations

EMERGENCY PHONE NUMBER

Ulbrich 203-239-4481
Cnwntree 80*42*930^

FORMULA: Alloy composed of varying
concentrations of elements
listed in Section II.

CHEMICAL FAMILY: Alloy

//. HAZARDOUS CONSTITUENTS

TITANIUM AND TITANIUM BASED ALLOYS
GROUP VIII

Titanium Grade I A25/A35; Grade II A40; Grade
III ASS; Grade IV A70/A75; 6A1-4V; 3A1-2.5V.

DANGER
INHALATION OF DUST OR FUME MAY CAUSE
SERIOUS LUNG INJURY. SKIN, EYE AND
MUCOUS IRRITATION MAY OCCUR.

• The titanium and titanium based alloy products
identified above may contain in varying concentra-
tions, the following elemental constituents:
aluminum, iron, titanium and vanadium. For
specific concentrations of these and other elements
present, refer to the Material Safety Data Sheet
(MSDS) for this product.

• Inhalation of metal dust or fume generated by the
use of these alloys may cause adverse health effects
such as reduced lung function, nasal and mucous
membrane irritation. Exposure to dust or fume
generated by the use of these alloys may also cause
eye irritation, skin rash and effects on other organ
systems.

• Chrome, nickel and some of their compounds are
listed in the 3rd Annual Report on Carcinogens as
prepared by the National Toxicology Program (NTP)
as well as the International Agency for Research on
Cancer (IARC) Monograph Series. The following
information is a summary of findings reported
to date:

Determination/Evaluation
Evidence of
carcinogenicity
to humans:

Evidence of
carcinogenicity
to animals:

Element or Certain
Compounds Evaluated

or Both
(Identified by

Element Shown)
CHROME NICKEL

Sufficient Limited

Sufficient Sufficient

• Avoid breathing dust or fume. If the use of this
material produces dust or fume, use appropriate
ventilation controls, personal protective equipment
or both. For additional information refer to the
Material Safety Data Sheet (MSDS) for this product.

NOTICE: SECTION 313
Some of the previously listed chemicals are subject to
annual reporting of releases into the environment
under Section 313 of the Emergency Planning and
Community Right-To-Know-Act of 1986. It is the
responsibility of the user to verify whether or not his
or her facility is in compliance with all Federal and
State Environmental regulations.

NOTICE: CALIFORNIA LIST
Our Material Safety Data Sheets (MSDS) have been
reviewed for inclusion of any chemicals listed under
the Safe Drinking Water and Toxic Enforcement Act of
1986 (California Proposition 65). We at this time do not
report any of the "listed" chemicals as constituent
components in any alloys currently processed by our
company.

ALLOY

GRADE IA25/A35

GRADE II A 40

GRADE III A 55

GRADE IV A70/A75

6AI-4V

3AI-2 5V

CAS Number

Contamuntt
Exposure Units

(mg/m3)
PEL TLV

UNSNt.

NA

R50400

R50550

R50700

R56400

R56320

COMTmjEMT(S)
C N

.10

08

08

08

08

05

7440-44-0

Not
USM

03

03

OS

05

05

02

7727-37-9

Not
UsM

NMutoWM
Ft

20

30

30

50

.25

30

7439-89-6

AsFMRxm
As Ft

10
5

I MllUI tthWWfM fiWWH.
H 0 V Al

.015

0125

015

015

015

015

1333-74-0

Not
UsM

18

20

30

40

20 35/45 5 75/6 75

18 2 0/3 0 25/35

7782-44-7 7440-62-2 7429-90-5

No, Dusl|V?0;) 4,0,3,
UsM Futrw (Vj/0,1 Asfum,

05 05 0 10
1 0 5 0 5

n

BAL

BAL

BAL

BAL

BAL

BAL

7440-32-6

NONE

NONE

Othtf DENSITY
Ibs/cuto

163

163

163

164

160

160

(appm.)
MELTING FT.
4*«rM(F)

3000

3000

3000

3000

3000

3000

15
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MSOS IDENTIFICATION NUMBER

AA-009

DATE ISSUED ISSUED BY

March 1, 1989 Environmental
Engineering
Department

TRADE NAME: Aluminum Alloys

/. PRODUCT IDENTIFICATION

CHEMICAL NAME: See Section II for Alloy Designations

EMERGENCY PHONE NUMBER

Ulbris*e03-239-4481
Ch^̂ MMflflnbJdttMfl̂ ^

nVHHM^WPmMPfKxIQKk

FORMULA: Alloy composed of varying
concentrations of elements
listed in Section II.

CHEMICAL FAMILY: Alloy

I

II. HAZARDOUS CONSTITUENTS

COMMON WROUGHT ALUMINUM ALLOYS
GROUP IX

Aluminum 1100; 3003; 5005; 5052.

DANGER
INHALATION OF DUST OR FUME MAY CAUSE
SERIOUS LUNG INJURY. SKIN, EYE AND
MUCOUS IRRITATION MAY OCCUR.

• The common wrought aluminum alloy products
identified above may contain, in varying concentra-
tions, the following elemental constituents:
aluminum, chromium, copper, magnesium,
manganese and silicon. For specific concentrations
of these and other elements present, refer to the
Material Safety Data Sheet (MSDS) for this product.

• Inhalation of metal dust or fume generated by the
use of these alloys may cause adverse health effects
such as reduced lung function, nasal and mucous
membrane irritation. Exposure to dust or fume
generated by the use of these alloys may also cause
eye irritation, skin rash and effects on other organ
systems.

• Chrome, nickel and some of their compounds are
listed in the 3rd Annual Report on Carcinogens as
prepared by the National Toxicology Program (NTP)
as well as the International Agency for Research on
Cancer (IARC) Monograph Series. The following
information is a summary of findings reported
to date:

Element or Certain
Compounds Evaluated

or Both
(Identified by

Element Shown)
Determination/Evaluation CHROME NICKEL
Evidence of
carcinogenicity
to humans:

Evidence of
carcinogenicity
to animals:

Sufficient Limited

Sufficient Sufficient

• Avoid breathing of dust or fume. If the use of this
material produces dust or fume, use appropriate
ventilation controls, personal protective equipment
or both. For additional information refer to the
Material Safety Data Sheet (MSDS) for this product.

NOTICE: SECTION 313
Some of the previously listed chemicals are subject to
annual reporting of releases into the environment
under Section 313 of the Emergency Planning and
Community Right-To-Know-Act of 1986. It is the
responsibility of the user to verify whether or not his
or her facility is in compliance with all Federal and
State Environmental regulations.

NOTICE: CALIFORNIA LIST
Our Material Safety Data Sheets (MSDS) have been
reviewed for inclusion of any chemicals listed under
the Safe Drinking Water and Toxic Enforcement Act of
1986 (California Proposition 65). We at this time do not
report any of the "listed" chemicals as constituent
components in any alloys currently processed by our
company.

ALLOY

AANumbtf

1100

3003

5005

5052

CAS Number

Contaminant &
Exposure Umrts

(mg/m3)
PEL TLV

UNSNl.

A91100

A93003

A95005

A95052

CONSTrrUEMT(S) % MaxhMffl mint ottuiwiM sliown.
M| MR Cr Cu

1.2

0.8

2.5

1309-48-4 7439-96-S

AsFumeMgO As Oust
As Fume

15 10 5(C) 5(C)
5(C) 1

0.25

7740-47-3

As Soluble Salts
As Insoluble Salts

0.5 0.5(VI)
1 0.5

0.12

0.12

7440-50-8

As Dust
As Fume

1 1
0.1 0.2

Al

99.00 min

98.6 min.

99.2 min.

97.2 min.

7429-90-5

As Oust
As Fume

0 10
0 5

(appro.)
Ottltr DENSITY MELTING FT.

ibs/cuM deirat(F)

.098 1215

.099 1210

.097 1205

.097 1200

16
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I IMDUSTmtL mnt«M.S ]

SECTION 1.

MATERIAL SAFETY DATA SHEET

Note
Our
New
Address

25 ANN ST., NEW YORK, N.Y. 10038
TELEX: 420803 (CBCC Ul)

PRODUCT IDENTIFICATION

TELEX: 410603

8/7/86

Product name
Trade Name
Chemical Family non-metal ic hydra ted magnesium silicate minera
Formula 8102 56%, MgO, 42%
Gas no 14807-96-6

SECTION 11. HAZARDOUS INGREDIENTS

Preservatives & Solvents
Other liquids, solids, or gases

none
none

SECTION 111 PHYSICAL DATA

Percent, Volatile .,
Solubility in water,
Vapor pressure
Specific gravity ...
Appearance
Odor

none
none
not applicable
2.6
White or off white fine powder
none

SECTION IV FIRE AND EXPLOSION HAZARD DATA

Flash point
Extinguishing media
HMIS rating

none
will not burn
0

SECTION V REACTIVITY DATA

Stability
Incompatability
Decomposition products...
Hazardous polymerization.
HMIS rating

stable at all temperatures
none
none
none
0

PAGE (1) (Continued on reverse side)

TRW-02551
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SECTION VI HEALTH HAZARD DATA

OSHA Exposure limits - 20 Mppcf (Silicates, Talc, non-asbestos-form)
Effects of overexposure

short tern minor irratation to lungs & eyes
long term potential for talcosis, lung disease

TOXICITY DATA
Oral LD Rat greater tha . 5000 mgAg
Dermal LD Rabbit greater than 5000 mgAg
Inhalation LD Rat greater than 10000 ppm
Skin irritation none
Eye irritation alightly irratating immediately

reversible
FIRST AID and EMERGENCY PROCEDURES

' wash and/or flush with water
ACUTE HMIS rating 1

CHRONIC EFFECTS INFORMATION DO NOT breath dust for prolonged periods

SECTION Vll SPILL, LEAK, AND DISPOSAL

Spills and Leaks sweep, with broom, reclaim if* , possible
Disposal tiny iand fill or dump

SECTION VL11 SPECIAL PROTECTION

Respiratory may wear filter mask or respirator
Ventilation work on well ventilated area
Protective gloves not needed
Bye protection may wear goggles
Other protections none

SECTION IX SPECIAL PRECAUTIONS

NONE NEEDED

TRW-02552

0908-3934



CAS No. 14807-96-6

HATSKIAL SAFETY DATA SBS8T

Product/Material

Manufacturer/Distributor

Address

Emergency Telephone Ho*

Section I - Product Identification

Trade Name

Synonym

Chemical Family

Formula

CAS Number

mis

Section II - Hazardous Ingredient*

None

Section III - Physical Data

Boiling Point (*F)

Vapor Pressure (mmHg)

Vapor Density

Solubility In Hater

Specific Gravity

Percent Volatile by Height

Evaporation Rate

Appearance and Odor

Tale

Uhlttaker, Clark fi BAniel*> Inc

1000 Coolidge Street
South Plainfleld, NJ 07080

(201) 561-6100

Talc

Soapstone

Mangeslum Silicate Hydrate

3HgO:4S102tH20

14807-96-6

Health 0
Flanmablllty 0
Reactivity 0

Not Applicable

Not Applicable

Not Applicable

Insoluble

2.5 - 2.8

0

0

White to off-white powder.
Odorless.

TRW-02553
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CAS Wo.

Section TV - JTire and Explosion Hazard Data

flash Point

flammable limits

Extinguishing Media

Special Fire Fighting Procedures

Unusual Fire and Explosion
Hazards

Section V - Health Hazard Data

Threshold Limit Values

Effects of Overexposure

Emergency and First Aid

Section VI - Reactivity Data

Incompatibility

tfon-flammable

LEL - Non-flammable
UEL - JVon-flammable

Water

None

None

20mppcf (OSHA)
2mg/N3, respirable dust (ACGIH)

May cause mechanical irritation
to eyes and respiratory tract,

(fash dust from skin with soap and
water* Flush out eyes with
generous amounts of tfater for at
least 15 minutes. See a
physician if irritation persists.

Product is stable.

Wone

Hazardous Decomposition Products Hone

Hazardous polymerization will
not occur.

Section VTJ - Spill or Leak Procedures

Steps to take in case material
is released or spilled

Waste Disposal Method

Normal cleanup procedures- Care
should be taken to avoid causing
dust to become airborne. Vacuum
cleaning systems are recommended,
Do not flush to sever.

Disposal must be made in
accordance with federal, state
and local regulations.

TRW-02554
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CAS No. 14807-96-6

Section VIII - Special Protection Infornatlon

Eye Protection (use most
appropriate)

Skin Protection

Respiratory Protection

Ventilation

Section IX - Special Precautions

Safety glasses, goggles, face
shield

Leather or rubber gloves*

Use of dust respirator is
recommended when exposure limits
may be exceeded.

Local exhaust ventilation to
collector or containment
recommended to control dust to
below exposure limits.

Good industrial hygiene practice requires that employee exposure be
maintained below the recommended TLV. This is preferably achieved
through the provision of adequate ventilation where necessary. Where
dust cannot be controlled in this way, personal respiratory
protection should be employed.

Issued: 12/02/85

TRW-02555
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St.- C i, V

^^

< i

MATERIAL SAFETY
Cypn* Mineral* Company

-TriJ£M_M p.

DATA SHEET

o «j î  f r?.

Health (T|

Flammability fO~]

Reactivity fO]

Personal Protection | € [

. I. IDENTIFICATION

Product Name: -^~ <& @ (\

Chemical

Formula:

Name^ TALC7)-HYOROUS- MAGMBSMJM. SUiCATE

3MgO • 4Si02 • HjO

Chemical Family: SILICATES

-

II. INGREDIENTS

Mineral or Chemical Na.nels )

TALC - A NATURAL HYDROUS MAGNESIUM SILICATE MINERAL

DOLOMITE - A NATURAL MAGNESIUM CALCIUM CARBONATE MINERAL

CALCITE - A NATURAL CALCIUM CARBONATE MINERAL

CHLORITE - A NATURAL HYDROUS MAGNESIUM ALUMINUM SILICATE MINERAL

QUARTZ - A NATURAL CRYSTALLINE SILICA MINERAL

Weight I
.90-991

less than 5J

less than 52

less than 5*

less than 1J

CAS i
1-S807-96-6

None

1317-65-3

. None

1 4808-60-7

III. PHYSICAL DATA

Soiling Point: NOT APPLICABLE

- Pressure: NOT APPLICABLE

Evaporation Rate: NOT APPLICABLE

Specific Gravity (water * 1): 2.7 - 2.8

Freezing Point: NOT APPLICABLE

Vapor Density: NOT APPLICABLE

t Volatile: NOT APPLICABLE

Solubility in Water: NEGLIGIBLE . pH: 7.3-9.5
1

Appearance and Odor: A WHITE POWER WITH AN EARTHY ODOR

IV. FIRE AND EXPLOSION HAZARD DATA

Flash Point: NOT APPLICABLE Flammable Limits: NOT APPLICABLE

Extinguishing Media: NOT APPLICABLE

Special Fire Fig.1ting Procedures: NOT APPLICABLE

Unusual Fire and Explosion Hazards: NOT APPLICABLE

V. HEALTH HAZARD DATA

Threshold Limit Value: 2 mg/MJ RESPIRABLE OUST OVER AN 8 HOUR EXPOSURE PERIOD

Possible Effects of a Single Overexposur* |
M

Inhalation

I Skin Contact

Eye Contact

Ingest ion

ACUTE ACCIDENTAL EXPOSURE WOULD BE NON-SPECIFIC AND SIMILAR TO THE INHALATION Of ANV OUST. SI
SYMPTOMS MIGHT INCLUDE COUGHING, WHEEZING, DIFFICULT BREATHING AND UPPER RESPIRATORY TRACT
IRRITATION. ' • •

NO ADVERSE EFFECTS ARE KNOWN AS A CONSEQUENCE OF APPLICATION TO UNQftOKEN SKIN.

AS WITH ANY PARTICULATE MATERIAL. TALC CAN CAUSE TEMPORARY DISCOMFORT AND IRRITATION IF
-ACCIDENTALLY INTRODUCED INTO THE EYE.

NO KNOWN HAZARD.

Cyprus Industrial Minerals Company/Talc Division
Box 3«t9, Engltwsod, CO 80155/(303) 740-5440

54-I003T (Rev. 10-85)

TRW-02556
0908-3938



Pesjit'e E Meets of Repeated Overe*posure \ ~ ~~

THERE A3E PEDORTS THAT A RELATIVELY MILD PNEUMONOCONIOSIS CAN DEVELOP OVER 10-40 TEARS OF OCCUPATIONAL EXPOSI RC Tn
MIXED OUSTS CONTAINING TALC. THE PULMONARY DISEASE WHICH DEVELOPS AFTER SUCH PROLONGED EXPOSURE MAY EXIST WITH no
WITHOUT IMPAIRMENT IN LUNG FUNCTION. PROLONGED INHALATION MAY PROVOKE A FlBROTIC RESPONSE SIMPLY BECAUSE OF Tuc
INSOLUBLE NATURE OF THE MINERAL TALC. fc

r.iencv and first A i d Procedures ~

Inhalation

Skin Con fact

Eye Contact

IngesMon

REMOVE TO FRESH AIR. IF BREATHING IS DIFFICULT, GIVE OXYGEN AND CALL A PHYSICIAN.

OF NO GENERAL CONCERN. BROKEN SKIN CAN BE CLEANSED WITH SOAP AND WATER. "

FOR ACUTE EXPOSURE, FLUSH WITH WATER. IF IRRITATION OR DISCOMFORT PERSISTS, CALL A PHYSICIAN

NO TREATMENT NECESSARY.

Notes to Physician |

THERE ARE NO SPECIFIC ANTIDOTES TO ACUTE OVEREXPOSURE. TREATMENT SHOULD BE DIRECTED AT THE CONTROL OF THE SYMPTOMS
AND THE CLINICAL CONDITION. INDIVIDUALS WITH ACTIVE PULMONARY DISEASE SHOULD NOT Be ASSIGNED TO A HEA'/Y TALC OUST
ENVIRONMENT.

VI. REACTIVITY DATA

Stabi 1 ity

Hazardous

: TALC IS STABILE AND

Decomposition Products

INERT Incompatibi

: NONE

1 i ty :NONE

Hazardous Polymerization: NONE

Conditions to Avoid: NONE

VII. SPILL OR LEAK PROCEDURES

Stvus to be Taken if Material
is Released or Spilled VACUUM CLEAN OR WET SWEEP SPILLAGE

Waste Disposal Method WASTE SHOULD 8E DISPOSED OF IN CLOSED CONTAINERS TO PREVENT OUST

VIII. SPECIAL PROTECTION INFORMATION

Respiratory Protection

Ventilation

Protective Gloves

Other Protective Equipment

NIOSH APPROVED OUST RESPIRATORS FOR EXPOSURE TO POTENTIALLY HIGH TALC OUST ENVIRONMENT

LOCAL EXHAUST VENTILATION RECOMMENDED

NOT REQUIRED Eye Pro

NOT REQUIRED

rection SAFETY GLASSES

-

IX. SPECIAL PRECAUTIONS

Precautions to be Taken in Hand Iing, and Storage
• AS'WITH. ALL POWDERS, LIMIT THE CREATION AND INHALATION OF OUST

• WST FLOORS MAY BECOME EXTREMELY SLIPPERY WHEN TALC IS PRESENT

X. ADDITIONAL "INFORMATION

EMERGENCY TELEPHONE NUMBERS FEDERAL HAZARD CLASSIFICATION NUMBERS

Meaical: (303) 740-5440

Technical: (303) 740-5700

DOT Hazard Classification - Talc not listed
RCRA Hazardous Waste No. - Talc not listed
CERCLA (Superfund) Reportable Quantity - Talc nor listed

54-I003T (10-85) Sac* - Prepared by the Cyprus Industrial Minerals Product Stewardship Committee
TRW-02557

0908-3939



U.S. DEPARTMENT OF LABOR 0°M£
Occupational Safety and Health Administration

MATERIAL SAFETY DATA SHEET

Approved
No. «4-R13»7

Required under USDL Safety and Health Regulations for Ship Repairing.
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

SECTION 1
M ANUF ACTU R E R 'S N AME EMERGENCY TELEPHON* NO.

VERMONT TALC' 802-875-2136
ADDRESS (Number, Street. City. State, and ZIP Code)

P. 0. Box 117, Chester, VT 05143
CHEMICAL NAME AND SYNONYM* TRADE NAME AND SYNONYMS

Talr Vertal 15
CHEMICAL FAMILY FORMULA' ' MO 5To (om

Hydrous Magnesium Silicate "^VW ;2

SECTION II - HAZARDOUS INGREDIENTS

PAINTS. PRESERVATIVES. & SOLVENTS

PIGMENTS

CATALYST

VEHICLE

SOLVENTS

ADDITIVES

OTHERS

% TLV
(Units)

N/A

N/A

N/A

N/A

N/A

ALLOYS AND METALLIC COATINGS

BASE METAL

ALLOYS

METALLIC COATINGS

FILLER METAL
PLUS COATING OR CORE FLUX

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS. SOLIDS. OR GASES

Non-toxic material

%

%

TLV
(Uniti)

N/A

N/A

N/A

N/A

TLV
(Units)

Does

not

apply

SECTION III - PHYSICAL DATA

BOILING PO.NT <°F.) Doeg nQt apply

VAPOR PRESSURE (mm Hj,̂  nQt apply

VAPOR DENSITY ,AIR.l)Does nQt apply

SOLUBILITY IN WATER Insoluble

SPECIFIC GRAVITY (H,O»1) 2.8
PERCENT. VOLATILE
BY VOLUME (%)

EVAPORATION RATE
( .. - ««

APPEARANCE AND ODOR white powder - Odorless

SECTION IV • FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (Method UM4) FLAMMABLE LIMITS „ ,. L«l U*l

EXTINGUISHING MEDIA
Does not apply

SPECIAL FIRE FIGHTING PROCEDURES
Does not

-

UNUSUAL FIRE AND EXPLOSION HAZARDS

apply

TRW-02558

PAGE (1) (Continued on reverse side) Form OSHA-20

0908-3940



SECTION V - HEALTH HAZARD DATA
THRESHOLD

EFFECTS OF

20 MPPCF of airborne contaminants
OVEREXPOSURE

None

EMERGENCY AND FIRST AID PROCEDURES

Skin Contact: Remove dust with cold water.

Eyes: Flush with water or evewash product in py^uash run.

SECTION VI - REACTIVITY DATA
STABILITY

UNSTABLE

STABLE

CONDITIONS TO AVOID

INCOMPATABILITY (Materials to avoid)

HAZARDOUS DECOMPOSITION PRODUCTS

HAZARDOUS
POLYMERIZATION

MAY OCCUR

WILL NOT OCCUR

CONDITIONS TO AVOID

STEPS TO BE TAKEN IN CASE

SECTION VII • SPILL OR LEAK
MATERIAL IS RELEASED OR SPILLED

PROCEDURES

Non-hazardous material, sweep into container

WASTE DISPOSAL METHOD
Handle as any nuisance dust.

for disposal.

No special requirements

SECTION VIII
RESPIRATORY PROTECTION (Specify typt)

VENTILATION

• SPECIAL PROTECTION INFORMATION

Suggest any acceptable dust mask.
LOCAL EXHAUST

MECHANICAL (Central)

PROTECTIVE GLOVES

If desired

SPECIAL

OTHER
Normal air circulator.

1 EYE PROTECTION
1 Safety glasses recommended.

OTHER PROTECTIVE EQUIPMENT

PRECAUTIONS TO BE TAKEN

SECTION
IN HANDLING AND

IX - SPECIAL PRECAUTIONS
STORING

Decomposition at 1800 C
OTHER PRECAUTIONS

No special precautions - Non-toxic material.

PAGE (2)
G P O » 30.540

Form OSHA-20
R«v. May 72

TRW-02559
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'Castrol

INDUSTRIAL

Industrial Business Group

METALWORKING PRODUCTS DIVISION

Castro/TLC-925
H.D. Cutting Oil

TLC-925 is one of the most highly compounded cutting oils in the Castrol
line. It contains special additives providing active sulfur, chlorine and fat
thereby enabling TLC-925 to handle the toughest metals, particularly those
involving threading and tapping operations.

Castrol TLC-925 may be used as received or as a concentrate for blending
cutting oils used in less severe operations.

Advantages • Contains anti-mist additive to enhance work place safety.
• Exhibits marked improvements with respect to tool life and finish.
• Helps eliminate inventory problems.
• Handles toughest materials and operations.

Typical
Test Data

Specific Gravity ® 60'F
SSU ® 100*F
Pour Point
Lbs. per gallon
Appearance
Flash Point
Copper Corrosion

0.900
160
5'F
7.5
Dark brown fluid
>300*F
Positive

These are typical figures and do not constitute a specification.

TRW-02560
0908-3942



'Castmt

Burmah-Castrol Inc.
RARITAN PLAZA II, RARITAN CENTER. EDISON, N.J. 08837 Telex: 219894 (CASED UR)

Telephone: (201) 225-6392 Telecopier (201) 225-1069

December 11, 1986

T R W Control & Fasteners Group
265 3rd Street
Cambridge, MA 02142

Attn: Mr. Vincent Juliana

RECEIVED
JAN 07 1987

D. F. BORSUK

Dear Mr. Vincent:

At the request of our sales engineer, Mr. John McCormack, we are happy to
provide you with technical data and material safety data sheets on CASTROL
TLC-925.

Also, please be advised that we have arranged to ship you, under separate cover,
a five-gallon sample of CASTRGL TLC-925 for trial purposes at no charge.

Thank you for your interest in CASTPOL products. We trust the enclosed
information is of assistance, however, should you require any further information
or help, please do not hesitate to contact either Mr. McCormack or myself.

Cordially,
BURMAH-CASTROL INC.

y

Robert P. Phelan
Manager/Metalworking Products Div.

RPP/gg
Encls.

cc: Mr. John McCormack
Mr. Dennis Borsuk

Specialists in lubrication since 1899 Member Bunrali Group

TRW-02561
0908-3943



CASTROL
MATERIAL. SAFETY DATA SHEET

SECTION 1-IDENTITY

Emergency
RARITAN PLAZA II, RARITAN CENTER Telephone No. 201-225-6392
EDISON, NEU JERSEY -O8837-

Name of Person '•
Responsible for Preparation: MICHAEL P. SHEEHAN Date: 11/11/95

Trade Name: CASTRO*. TLC-925 Chemical Name: NA
Chemical Family: NEAT METALUORKING OIL

SECTION 2-HAZARDCUS INGREDIENTS

Principal Hazardous Component<s)
Chemical & Common Names %
. NONE

TLV(Units) CAS*

SECTION 3-PHYSICAL & CHEMICAL CHARACTERISTICS

Boiling Point<F> NA Specific Gravity<H20-1> O»9O

Percent Volatile by Volume<%> NAVapor Pressure(mm Hg> NA
025 DEG C

Vapor Density<AIR-l> NA Evaporation Rate NA
N-BUTYL ACETATE »

Solubility in Water

Appearance and Odor

INSOLUBLE

SECTION 4-FIRE and EXPLOSION DATA

Flash Point (Method Used) I Flammable L i m i t s
COC 32O DEG F | in Air XVoL.

I Lower
NA

I Upper
NA

Extinguishing Media FOAM, CARBON DIOXIDE AND DRY CHEMICAL.

Special Fire Fighting Procedures USE SELF CONTAINED BREATHING
APPARATUS IN ENCLOSED FIRE AREAS*

Unusual Fire and Explosion Hazards NA

APPROVfD
JAN 0 8 1987 '

ENVIRONMENTAL
ENGINEERING

0908-3944 TRW-02562



CASTROL .
MATERIAL SAFETY DATA SHEET page 2

SECTION 5-PHYSICAL HAZARDS

Stability (Stable/Unstable) I Conditions NA
STABLE I to avoid

«*

Incompatibility (Materials to Avoid) AVIOD STRONG OXIDANTS.

Hazardous CARBON MONOXIDE, SMOKE, HCL AND OXIDES OF
Decomposition Products SULFUR*

Hazardous Polymerization <U ill/UK I Not Occur) WILL NOT OCCUR

Conditions to Avoid NA

SECTION 6-HEALTH HAZARDS

Threshold Limit Value NA

Signs and Symptoms of Exposure
Acute Overexposuret PROLONGED SKIN EXPOSURE MAY CAUSE MILD
SKIN IRRITATION.
Chronic Overexposure! SAME AS ABOVE.

Emergency First Aid Procedures
1.Inhalation: REMOVE FROM AREA OF VAPORS TO FRESH AIR ENVIRON-

MENT*
2.Eyest FLUSH EYES UITH CLEAR UATER UNTIL IRRITATION SUBSIDES,

CONTACT A PHYSICIAN.
3.Skin: REMOVE ANY CONTAMINATED CLOTHING, WASH SKIN UITH SOAP
AND UATER.

4.Ingest ion: DO NOT INDUCE VOMITING, CONTACT A PHYSICIAN.

SECTION J-SPECIAL PROTECTION INFORMATION

Respiratory Protection USE HYDROCARBON VAPOR CANISTER OR AIR
(specify type) SUPPLIED RESPIRATORY PROTECTION IN CONFINED AREAS.
Ventilation | Local Exhaust | Spec"! a I USE ONLY UITH ADE-

| FACE VELOCITY > AO FPM \ QUATE VENTILATION.
I Mechanic*I(General) I Other NO SMOKING OR OPEN
I USE EXPLOSION PROOF | FLAMES*
EQUIPMENT.

Protective USE CHEMICALLY RESIST- Eye USE SPLASH GOGGLES*
Gloves. ANT GLOVES. IF NEEDED TO Protection
AVIOD PROLONGED SKIN CONTACT*
Other Protective USE CHEMICAL RESISTANT APRON OR OTHER CLOTHING IF
Clothing or Equipment NEEDED TO AVIOD REPEATED OR PROLONGED SKIN

CONTACT.

TRW-02563
0908-3945



CA6TROL
MATERIAL SAFETY DATA SHEET page 3

SECTION 8-SPECIAL PRECAUTIONS AND SPILL/LEAK PROCEDURES
KEEP CONTAINERS CLOSED WHEN NOT IN USE. DO

Precautions to be Taken NOT HANDLE OR STORE NEAR HEAT, SPARKS,
in Handling and Storage FLAME OR STRONG OXIDANTS* ADEQUATE

VENTILATION REQUIRED*
Other Precaution* AVIOD BREATHING VAPORS. AVIOD PROLONGED OR
REPEATED CONTACT WITH SKIN.
Steps to be Taken in Case RECOVER FREE LIQUID* ADD ABSOBANT <SAND,
Material is Released or Spilled EARTH, SAWDUST, ETC*) TO SPILL AREA
AVIOD BREATHING VAPORS. VENTILATE CONFINED SPACES. KEEP PETROLEUM
PRODUCTS OUT OF SEWERS AND WATERCOURSES BY DIKING OR IMPOUNDING*
ADVISE AUTHORITIES TF PRODUCT HAS ENTERED OR MAY ENTER SEWERS,
WATERCOURSES, OR EXTENSIVE LAND AREAS.
Waste disposal method ASSURE CONFORMITY WITH APPLICABLE REGULATIONS

DISCLAIMER
The information contained herein is beleived to be accurate

and is offered in good faith* Because product use is beyond our
control* no warranty is given* expressed or implied* Burmah—CastroL
Inc. cannot assume any L i a b i l i t y for the use of information
contained herein*

"This product contains a chlorfnated paraffin."

CHLORINATED PARAFFINS ARE A CLASS OF COMPOUNDS THAT ARE SIMILARLY
MANUFACTURED BUT VARY IN MOLECULAR STRUCTURE BY CARBON CHAIN LENGTH
AND THE DEGREE OF CHLORINATION. THIS PARTICULAR PRODUCT HAS NOT BEEN
SHOWN TO HAVE ADVERSE HEALTH EFFECTS. HOWEVER THE CHLORINATED PARA-
FFINS C12/60 PERCENT CHLORINE AND C24/4O PERCENT CHLORINE IN RECENT
NATIONAL TOXICOLOGY PROGRAM BIOASSAYS CAUSE TUMORS IN LABORATORY
ANIMALS TO WHICH THOSE CHEMICALS WERE FED AT HIGH DOSES IN COMBIN-
ATION WITH CORN OIL* IN ANOTHER STUDY C14 TO 17 52 PERCENT CHLORIN-
ATED PARAFFIN WHEN FED TO PREGNANT RATS RESULTED IN DEATH OF OFF-
SPRING SOON AFTER BIRTH. THE RELEVANCE OF THESE STUDIES IF ANY,
HAS NOT BEEN DETERMINED.

0908-3946



MSDS 968-140228
date prepared:

U.S. DEPARTMENT OF LABOR
Occupational Safety and Health Administration

OMB 3*7
UMTC
SSlthi 2

Db^LL MATERIAL SAFETY DATA SHEETjg ;̂̂ . 0

s
CQow
v£>
cr>
03
i

o
r>o
i\j
00

Required under USDL Safety and Health Regulations for Ship Repairing.SPeclal »
Shipbuilding, and Shipbreaking (29 CFR 1915. 1916, 1917)

PISTP IBTTTnp ' .<? SECTION I

DoALL Company
EMERGENCY TELEPHONE NO.

(312)824-1122
ADDRESS (Number. Street, City. State, and ZIP Code}
254 N. Laurel Ave.. Des Plaines. IL 60016
CHEMICAL NAME ANO SYNONYMS

DOT: Nonhazaraous, NQ label
TRADE NAME ANO SYNONYMS

Cream
f H EM ICAL FAMILY
nverted petroleum emulsion

FORMULA ...
NA

SECTION II • HAZARDOUS INGREDIENTS

PAINTS. PRESERVATIVES. & SOLVENTS TLV
(Units) ALLOYS AND METALLIC COATINGS

TLV
(Units)

PIGMENTS BASE

CATALYST ALLOYS

VEHICLE METALLIC COATINGS 4.-* ,

SOLVENTS FILLER METAL
PLUS COATING OR CORE FLUX

ADDITIVES OTHERS

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS. SOLIDS. OR GASES CAS NO .
TLV

(Units)

Butyl Cello solve. 2 -Butoxyethanol >76 -2 25ppn
No component is listed as a carcinogen on recognized lists.
Pre-existing eye and skin disorders may be aggravated by expc su:

to product.

SECTION III - PHYSICAL DATA

BOILING POINT (°F.) 212 SPECIFIC GRAVITY (HjOM)
1SSS

VAPOR PRESSURE (mm H«.) ND PERCENT. VOLATILE ..-*- —BY VOLUME (%) as water 65
VAPOR DENSITY (AIR'l) ND

ajb

EVAPOR
( flp

RATION RATE

SOLUBILITY IN WATER appreciable
APPEARANCE ANO ODOR yj-3COUS white invert emulsion, slight pet, oil odor

SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (Meinod uUd)

NA - water in composition
FLAMMABLE LIMITS

EXTINGUISHING MEDIA

CO?. Dry chemical. Foam
SPECIAL FIRE FIGHTING PROCEDURES __ . . . . . . . , _ , , ,, . .Keep containers cool. Product will not burn unless all water is
evaporated. Then Fl. Pt. above 300 F.

UNUSUAL FIRE AND EXPLOSION HAZARDS « . j .o i_ j , j
Dehvorated product will float on water. Oxides of carbon and hydro-
gen chloride may be formed during combustion.

PAGE (1)
P2038 iran)

(Continued on reverse side)
TRW-02565

Form OSHA-20
R«. Mir 72

0908-3947



Tapping Cream

SECTION V - HEALTH HAZARD DATA
THRESHOLD LIMIT VALUE see SECTION II
EFFECTS Or OVEREXPOSURE
May cause eye and skin irritation. Swallow; G.I, irritation possible.

Breath: NA
EMERGENCY AND FIRST AID PROCEDURES
Eyes;Flush with water.Skin;Wash with mild soap and warm water.
If swallowed;Get medical attention.
Routes of Entry;Eyes, Skin, ingestion.

,

STABILITY

SECTION VI

UNSTABLE CONC

STABLE X NA

- REACTIVITY DATA
IITIONS TO AVOID

INCOMPATABILITY (Mattnalt to avoid)
Strrrm £ mri r? i ^*»TS

HAZARDOUS DECOMPOSITION PRODUCTS

Oxides of carbon and hydrogen chloride

HAZARDOUS
POLYMERIZATION

MAY OCCUR

WILL NOT OCCUR

CONDITIONS TO AVOID

X NA

SECTION VII - SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Large skills: SCOOD into liauid tight container. Follow with action
for small spills. Keep product out of sewers, waterways, etc.
Small spills :Mop up and wash with soap and hot water.
WASTE DISPOSAL METHOD . _ _ . . . . . _i_ j.Treat as oily waste. Do not discard into sewers, waterways, or onto
soil.

SECTION VIII - SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION /Specify lyptl

Mi
VENTILATION

NA

LOCAL EXHAUST
NA

MECHANICAL /General)

PROTECTIVE GLOVES EYE PROTE

NA NA

SPECIAL

NA
OTHE" NA

CTION

OTHER PROTECTIVE EQUIPMENT ,T,
NA

SECTION IX - SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING ANO STORING
Avoid extreme temperatures in storage area. Keep between 40&120 F

OTHER PRECAUTIONS

Use reasonable personal hygiene practices.
Launder product -soaked clothes before rewearing.
PAGE (2) Submitted for DoALL COMPANY byyT/T .̂
Manager,Chemical Products R. R. Rogers Form OSHA-20

««.. Miy 11

0908-3948
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BOWMAN DISTRIBUTION
MATERIAL SAFETY DATA SHEET

SECTION I
PRODUCT NAME

TEFLON* SEAUUflTAP^
SUPPLIER

Bowman Distribution, Barnes Group Inc.

ADDRESS
850 East 72nd Street, Cleveland, OH 44103

BOWMAN PART NO.
21463, 21464 (page 1 of 2)
EMERGENCY TELEPHONE NO.
(216) 391-7200

DATE
1/15/88

HAZARDOUS MATERIAL DESCRIPTION, PROPER SHIPPING NAME. HAZARD CLASS, HAZARD ID NO. (49 CFR 172.101)

ADDITIONAL HAZARD CLASSES (as applicable)

CHEMICAL FAMILY
Flurocarbon

FORMULA
Carbon - fluorine

SECTION II - HAZARDOUS INGREDIENTS
CAS REGISTRY NO. %W %V CHEMICAL NAME(S)

Chemical name and synonyms: Polytetrafluorethylene

Material gasses off at 610° F — ablates — leaving fluorine gas

<

Listed as a Carcinogen
in NTP, IARC or OSHA

1910(z) (specify)

SECTION III - PHYSICAL DATA
BOILING POINT None

•F °C
VAPOR PRESSURE None
@ °F "C DmmHgDpsi
VAPOR DENSITY (AIR = 1)

SOLUBILITY IN WATER

None

None

SPECIFIC GRAVITY (H,O = 1)

PERCENT VOLATILE BY VOLUME (%)

EVAPORATION RATE ( = 1 )

pH =

2.0

0

APPEARANCE AND ODOR
White color, pungent odor at 610° F.

PERCENT SOLID BY
WEIGHT (%)

MATERIAL IS:

SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FLASH POINT None

"F
method used FLAMMABLE LIMITS LEL UEL

EXTINGUISHING MEDIA
Does not bum.

SPECIAL FIRE FIGHTING PROCEDURES
Dry extinguisher — use 0° mask.

UNUSUAL FIRE AND EXPLOSION HAZARDS
None

21463, 21464 (page 1 of 2)

0908-3949 TRW-02567



ventron Division
MB projucts MATERIAL SAFETY DATA SHEET

PRODUCT NAME: APPRUVtU

CHEMICAL NATURE: Inorganic non-metallic compound
JAN Z b l

ENVIROHMCHTAL

ACTIVITY: 991 ENGINEERING

BOILING POINT. 760 mm. H9

SPECIFIC GRAVITY

VAPOR DENSITY

PER CENT VOLATILES
BY WEIGHT

APPEARANCE AND ODOR

380°C

3.2618

No data

Not pertinent

FREEZE POINT

VAPOR PRESSURE AT <233°C

SOLUBILITY IN H,0

IONIC NATURE

224°C

10 m Hg

Soluble with
decomposition

No

White to yellow crystals - acrid odor.

IIS HAZARDOUS INGREDIENTS^

MATERIAL

Tellurium chloride

%

991

TLV (Units)

Te and compound
O.I mg/m3

|;::̂v;;;:̂  .:•
FLASH POINT (tut method)

Not pertinent
AUTOIGNITION
TEMPERATURE No data

FLAMMABLE LIMITS IN AIR. % by volume No data LOWER UPPER

EXTINGUISHING
MEDIA

Dry chemical extinguishing agents, dry sand. If fire is
massive, then use water spray or fog.

SPECIAL FIRE FIGHTING
PROCEDURES

If without risk, remove from fire scene. Wear NIOSH/MSHA
approved self-contained breathing apparatus and protective
clothing.

UNUSUAL FIRE AND
EXPLOSION HAZARDS

Material will evolve toxic vapors of HCl if heated to
decomposition or if in contact with moisture.

6/82

Alto Products, 152 Andover Street. Danvera. Massachusetts 01923
(617) 777-1970, (415) 836-1777 Telex: 94-0378 AIM OARS 0908-3950



THE MJROEN Of SAFE IOC OF OUR MATERULS MUST REST ENTIRELY WITH THE USER. Wt CANNOT
ASSUME RESPONSIBILITY FOR THE COMPLETENESS ON ACCURACY OF ANY INFORMATION «JF*UED

•Y US CONCERNING THE HAZARDS OR RECOMMENDED USE OF THE CHEMICALS. #75102

HEALTH^ HAZARD: DATA
THRESHOLD LIMIT VALUE Te compounds O.I ng/m

EFFECTS OF OVEREXPOSURE
Irritation of eyes, skin and respiratory tract. Possible garlic
odor to breath and perspiration.

EMERGENCY AND FIRST
AID PROCEDURES

Remove from exposure. Eyes: Flush with large volumes of water
for at least 15 nin. Skin: Brush o f f , rinse affected area with
water, then wash thoroughly with soap and water.
Ingestion/lnhalation: Consult a physician as soon as possible.

STABILITY
UNSTABLE STABLE CONDITIONS

TO AVOID
Exposure to moist air (material is hygroscopic).

INCOMPATIBILITY
(materials to avoid) Water, bases, alkali and alkaline earth metals

HAZARDOUS
DECOMPOSITION PRODUCTS Hydrochloric acid and its vapors.

HAZARDOUS POLYMERIZATION
May Occur Will not Occur CONDITIONS

TO AVOID

K: V if̂ Rllî RILEAie r̂ ^EDyRES^ ;;̂ ^ : #;f

STEPS TO BE TAKEN
IF MATERIAL IS RELEASED
OR SPILLED

Wearing protective equipment (See Sect. VII) cover with dry sand
or ground limestone, mix well, transfer to a glass or plastic
container, close tightly, and retain for proper disposal. Wash
spill area with strong soap and water.

WASTE DISPOSAL METHOD In accordance with local, state, and federal regulations for the
disposal of water reactive chemicals.

fc^'*.**^^ . -
PIT- • ~. :J • •* .:-*•.•»- -. V.r? . • :^»~ • - . . . - • - ' • . . - • : . . , - _ . r -.-...-••-...•-. - - • : . - - - - . • .

RESPIRATORY PROTECTION
(specify type)

1 OCAI EXHAUS'
ANICAL

PROTECTIVE GLOVES

OTHER PROTECTIVE
EQUIPMENT

NIOSH/MSHA approved chemical cartridge respirator for acid gases
or self-contained breathing apparatus.
Barely acceptable
Not acceptable

Rubber

SPECIAL : Preferred - Glove box or bag
with dry atmosphere.

EYE Face shield and/or safety
PROTECTION eofteles 4 safetv (classes.

Laboratory coat and rubber or plastic apron.

PRECAUTIONARY LABELING
WARNING! AVOID CONTACT WITH SKIN AND EYES. DO NOT SWALLOW.
DO NOT INHALE VAPORS OF THIS MATERIAL. WASH THOROUGHLY
AFTER HANDLING. KEEP CONTAINER TIGHTLY CLOSE WHEN NOT IN USE.

OTHER HANDLING AND
STORAGE CONDITIONS

Protect container f rom physical damage. Store in a cool, dry,
well ventilated area, away from bases and reactive metals.

0908-3951
— TRW-02569
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TEMPERING A PINK W/PETRO AG

SECTION I - IDENTIFICATION

EMERGENCY DIRECTORY HMI3 HEALTH 2
4 13-543-3381 (EASTERN Tl ME) 8:OOAM-5:OOPM HMIS FLAMM ABILITY 0
800-424-9300 (OPFHOURS) CHBMTREC HMIS REACTIVITY 0

HMIS PROTECTION X

107 FRONT STREET PREPARED BYi THOMAS A. NADEAU
INDIAN ORCHARD, MASS. 01151 DATE. 10/6/89

PRODUCT NAME ............ TBMiRRXIMfc JteMKI*
DESCRIPTION ............. Heat treating salt.
DOT CLASSiSODlUM NITRITE MIXTURE (SODIUM NITRATE, SODIUM NITRITE AND
POTASSIUM NITRATE) OXIDIZER NA 1487 RQ

SECTION II - HAZARDOUS INOREDXBNT5

HAZARDOUS COMPONENT CAS NUMBER PEL(MG/M3) TLV(MO/M3) %

POTASSIUM NITRATE 7757-79-1 N.tS, N.B. 40-50
SODIUM NITRATE 7631-99-4 N.B. N.B. 1-10
SODIUM NITRITE 7632-00-0 N.B. N.B. 40-50

N.E.-NOT ESTABLISHED N.A.-NOT APPLICABLE

SECTION III - PHYSICAL DATA

BOILING Point(F) decomposes SPECIFIC GRAVITY (H20-1).,.. 2.19
VAPOR PRESSURE (mm Kg) N.A. MBLTING POINT 280 F
VAPOR DENSITY {Air-1) N.A. EVAPORATION RATE N.A.
SOLUBILITY IN H20 complete. PH N.A.
APPEARANCE/ODOR odorless, pink powder.

SECTION IV - FIRB AND EXPLOSION HAZARD DATA _ » r

FLASH POINT None. FLAMMABLE LIMITS '.None.
LOWER .FLAMS LIMIT N.A. HIGHER FLAME LIMIT N.A.
IN CA£& OF FIREi Use flooding amounts of water.
SPECIAL FIRBFIOHTINO PROCEDURES. If salt is molten, use dry sand. Wear
protective clothing with self-contained breathing apparatus.
UNUSUAL FIRB HAZARDSi Decomposes rapidly when heated over 1100 F.
Oxidizer-increases the flammabllity of organica, combustibles and easily
oxidlzable materials. Contact of hot salt with combustibles may cause fire.
Hazardous fumes may be released under thermal decomposition. ~-

SECTION V - REACTIVITY DATA - . » ; - -

CHEMICAL STABILITY! STABLE . CONDITIONS TO AVOID. temperatures H1W F
INCOMPATIBLE MATERIALSi ammonium salts, cyanides, reducing agents, strong
aoldo. combustibles. - - i_ i - .
DECOMPOSITION PRODUCTSt oxides of nitrogen under thermal decomposition.
HAZARDOUS POLYMERlZATIONi WILL NOT OCCUR , c ?% « - .

SECTION VI - HEALTH HAZARD DATA . j, -i

ROUTES OF ENTRYi inhalation, ingestion.

0908-3952 ^^-02570
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MATERIAL SAFETY DATA SHEET
TEMPERING A PINK W/PETRO AC
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HEALTH HAZARDS (ACUTE,CHRONlC)i Contains OXIDI2BR. Contact with other
material may cause fire. May cause eye, skin and respiratory tract irritation.
May be harmful or fatal if swallowed. Avoid contact with eyes, skin or
clothing. Avoid breathing dust.

CARCINOGENICITYi None. NTPTi No. IARC?t No. 08HA REGULATED?. No.

SYMPTOMS OF EXPOSURE* eye, skin and respiratory tract irritation. If ingested,
may cause nausea, vomiting, cyanosis, headache and loss of consciousness. May
react with secondary amines to form nitrosamines a potential carcinogen.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE. not known.

FIRST AIDi INHALATIONi Move victim to fresh air. II not breathing, give
artificial respiration. If breathing is difficult,give oxygen. Get medical
attention. EYESi Hold eyelids apart and flush with running water for at
least 15 minutes. Get medical attention. SKlNt Wash affected area with
soap and water. Remove contaminated clothing. If Irritation persists, see a
physician. INGESTIONi If conscious, give plenty of water. Induce
vomiting. Get medical attention.

SECTION VII - PRECAUTIONS/PROCEDURES

IN CASE OF SPILLt Sweep up material into a chemical waste container. Flush
spill area with water,
WASTE DISPOSAL METHODi Dispose in accordance with federal, state and local
regulations.
PRECAUTIONS iUse with adequate ventilation, store in a cool, diy place away
from combustibles. Wear proper protective clothing when using this product.
Wash thoroughly after handling.

OTHER PRECAUTIONS! Emptied containers of this product may contain hazardous
vapors and residue. Clean thoroughly before reusing or discarding. Do not use a
welding torch to cut container. Do not use for water or food storage.

SECTION Vin - 8PBCIAL PROTECTION

RESPIRATORY PROTECTION! Use NIOSH/MSHA approved respirator If dust, fumes or
vapors arer excessive. VENTILATIONi provide good air dilution.
MECHANICAL BXHAUST X. PROTECTIVE GLOVESi heat-resistant type.
LOCAL EXHAUST X. EYE PROTECTIONi face shield.
OTHER PROTECTIVE EQUIPMENT apron,boots, full cover work clothes.
WORK/HYGIENIC PRACTICES wash thoroughly after handling,launder clothes.

SECT IX -SARA TITLE III INFORMATION

HAZARDOUS
COMPONENT

POTASSIUM NITRATE
SODIUM NITRATE
SODIUM NITRITE

CERCLA
RQ LB3.

N.A.
N.A.
100

SECT 302
TPQ LBS.

N.A.
N.A.
N.A.

SECT 313
TOXIC

NO
NO
NO

3ECT.311/312
HAZARDS

A,C
A,C

AfC

A-IMMEDIATB (ACUTE) HEALTH HAZARD B-DELAYED (CHRONIC) HEALTH HAZARD
C-FXRE HAZARD D-SUDDBN RELEASE OF PRESSURE HAZARD E-REACTIVE HAZAR

0908-3953 TRW-02571
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COMPANY USA
DIVISION Of EXXON CORPORATION DATE ISSUED 4/10/86

MATERIAL SAFETY DATA SHEET
EXXON COMPANY. U.S.A. P.O. BOX 2180 HOUSTON. TX 77252-2180

A. IDENTIFICATION AND EMERGENCY INFORMATION

PRODUCT NAME
TERESSTIC 1OO

PRODUCT CODE
376O45 - O1180

CHEMICAL NAME
Petroleum Lubricating O11

CAS NUMBER
Complex Mixture
CAS Number not appl1cable

PRODUCT APPEARANCE AND ODOR
Clear liquid, light orange color
Faint petroleum hydrocarbon odor

EMERGENCY TELEPHONE NUMBER
(713) 656-3424

B. COMPONENTS AND HAZARD INFORMATION

COMPONENTS

Lubricating 011 Base Stock

Proprietary additives

CAS NO. OF
COMPONENTS

64742-54-7
or

64742-65-O

Mixture

APPROXIMATE
CONCENTRATION

Greater than 99%

Less than 1%

See Section E for Health and Hazard Information

HAZARDOUS MATERIALS IDENTIFICATION SYSTEM (HMIS)
Health Flammabt lity Reactivity BASIS

1 ' 1 0 Recommended by Exxon

EXPOSURE LIMIT FOR TOTAL PRODUCT
5 mg/m3 for oil mist 1n air

BASIS
OSHA Regulation 29 CFR 191O. 1OOO

C. EMERGENCY AND FIRST AID PROCEDURES

EYE CONTACT
If splashed Into the eyes, flush with clear water for 15 minutes or until Irritation
subsides. If irritation persists, call a physician.

SKIN CONTACT
In case of skin contact, remove any contaminated clothing and wash skin thoroughly with soap
and water.

INHALATION
Vapor pressure Is very low. Vapor Inhalation under ambient conditions Is normally not a
problem. If overcome by vapor from hot product. Immediately remove from exposure and call
a physician. If breathing 1s Irregular or has stopped, start resuscitation; administer
oxygen, if available. If overexposed to oil mist, remove from further exposure until
excessive oil mist condition subsides.

INGESTION
If ingested, DO NOT Induce vomiting; call a physician Immediately.

9<S 0277IMWH3D1I

TRW-02572
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T E R E S S T I C 1OO

D. FIRE AND EXPLOSION HAZARD INFORMATION

FLASH POINT (MINIMUM) AUTOIGNITION TEMPERATURE
244'C (471'F) Greater than 260'C (SOO'F)
ASTM 0 92. Cleveland Open Cup

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA) - HAZARD IDENTIFICATION
Health FUmmaoUlty Reactivity BASIS

1 1 0 Recommended by Exxon

HANDLING PRECAUTIONS
Use product with caution around heat, sparks, pilot lights, static electricity, and
open flame

FLAMMABLE OR EXPLOSIVE LIMITS (APPROXIMATE PERCENT BY VOLUME IN AIR)
Estimated values: Lower Flammable L i m i t O.9X Upper Flammable Limit 7%

EXTINGUISHING MEDIA AND FIRE FIGHTING PROCEDURES
Foam, water spray (fog), dry chemical, carbon dioxide and vaporizing liquid type extinguishing
agents may all be suitable for extinguishing fires involving this type of product, depending on
size or potential size of fire and circumstances related to the situation. Plan fire protection
and response strategy through consultation with local fire protection authorities or appropriate
specialists.

The following procedures for this type of product are based on the recommendations 1n the
National Fire Protection Association's "Fire Protection Guide on Hazardous Materials", Eighth
Edition (1984):

Use water spray, dry chemical, foam or carbon dioxide. Use water to keep fire-exposed
containers cool. If a leak or s p i l l has not Ignited, use water spray to disperse the
vapors and to provide protection for men attempting to stop a leak. Water spray may
be used to flush s p i l l s away from exposures. M i n i m i z e breathing gases, vapor, fumes or
decomposition products. Use supplled-alr breathing equipment for enclosed or confined spaces
or as otherwise needed.

DECOMPOSITION PRODUCTS UNDER FIRE CONDITIONS
Fumes, smoke, carbon monoxide, sulfur oxides, aldehydes and other decomposition products,
in the case of incomplete combustion.

•EMPTY" CONTAINER WARNING
"Empty" containers retain residue (liquid and/or vapor) and can be dangerous. DO NOT
PRESSURIZE. CUT. WELD. BRAZE. SOLDER. DRILL. GRIND OR EXPOSE SUCH CONTAINERS TO HEAT.
FLAME, SPARKS OR OTHER SOURCES OF IGNITION; THEY MAY EXPLODE AND CAUSE INJURY OR DEATH.
Do not attempt to clean since residue 1s difficult to remove. "Empty" drums should be
completely drained, properly bunged and promptly returned to a drum recondltloner. A l l
other containers should be disposed of In an environmentally safe manner and 1n
accordance with governmental regulations. For work on tanks refer to Occupational
Safety and Health Administration regulations, ANSI Z49.1, and other governmental and
industrial references pertaining to cleaning, repairing, welding, or other contemplated
operatIons.

E. HEALTH AND HAZARD INFORMATION

VARIABILITY AMONG INDIVIDUALS
Health studies have shown that many petroleum hydrocarbons and synthetic lubricants pose
potential human health risks which may vary from person to person. As a precaution, exposure
to liquids, vapors, mists or fumes should be minimized.

EFFECTS OF OVEREXPOSURE (Signs and symptoms of exposure)
Prolonged or repeated skin contact may cause skin Irritation.

NATURE OF HAZARD AND TOXICITY INFORMATION
Prolonged or repeated skin contact with this product tends to remove skin oils possibly
leading to Irritation and dermatitis; however, based on human experience and available
toxlcologlcal data, this product is judged to be neither a "corrosive" nor an "Irritant"

9«5-0277IMWH002l
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TERESSTIC 1OO

by OSHA criteria

Product contacting the eyes may cause eye Irritation

Product has a low order of acute oral and dermal toxldty, out minute amounts aspirated into
the lungs during Ingest Ion may cause m i l a to severe pulmonary injury and possibly death.

This product 1s judged to have an acute oral LD50 (rat) greater than 5 g/kg of body weight,
and an acute dermal LD50 (rabbit) greater than 3.16 g/kg of body weight.

F. PHYSICAL DATA

The following data are approximate or typical values and should not be used for precise
design purposes.

BOILING RANGE VAPOR PRESSURE
IBP Approximately 377'C (710'F) Less than 0.01 mm Hg 9 20'C
by ASTM D 2887

SPECIFIC GRAVITY (15.6 C/15.B C) VAPOR DENSITY (AIR * 1)
O.B8 Greater than 5

MOLECULAR WEIGHT PERCENT VOLATILE BY VOLUME
Not determined Negligible from open container

1n 4 hours » 38'C (1OO'F)

EVAPORATION RATE • 1 ATM. AND 25 C (77 F)
pH (n-BUTYL ACETATE - 1)
Essentially neutral Less than O.O1

POUR, CONGEALING OR MELTING POINT SOLUBILITY IN WATER * 1 ATM. AND 25 C (77 F)
-18'C (O'F) Negligible; less than 0.1%
Pour Point by ASTM D 97

VISCOSITY
1O5 cSt » 40'C

G. REACTIVITY

This product 1s stable and w i l l not react violently with water. Hazardous polymerization
wi l l not occur. Avoid contact with strong oxldants such as liquid chlorine, concentrated
oxygen, sodium hypocnlorite or calcium hypochlor1te.

K SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Recover free product. Add sand, earth or other suitable absorbent to spill area.
Minimize breathing vapors. Minimize skin contact. Open all windows and doors.
Keep product out of sewers and watercourses by diking or Impounding. Advise
authorities 1f product has entered or may enter sewers, watercourses, or extensive land
areas.
Assure conformity with applicable governmental regulations

I. PROTECTION AND PRECAUTIONS

VENTILATION
Use local exhaust to capture vapor, mists or fumes, 1f necessary. Provide ventilation
sufficient to prevent exceeding recommended exposure limit or buildup of explosive
concentrations of vapor In air. Use explosion-proof equipment. No smoking or open lights.

RESPIRATORY PROTECTION
Use supplled-air respiratory protection 1n confined or enclosed spaces, if needed.

945-0277IMWM002I
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TERESSTIC 1OO

PROTECTIVE GLOVES
Use chemical-resistant gloves, 1f needed, to avoid prolonged or repeated skin contact.

EYE PROTECTION
Use splash goggles or face shield when eye contact nay occur.

OTHER PROTECTIVE EQUIPMENT
Use chemical-resistant apron or other Impervious clothing. If needed, to avoid contaminating
regular clothing which could result 1n prolonged or repeated skin contact.

WORK PRACTICES / ENGINEERING CONTROLS
Keep containers and storage containers closed when not in use.
flame or strong oxldants.

Do not store near heat, sparks,

PERSONAL HYGIENE
Minimize breathing vapor, mist or fumes. Avoid prolonged or repeated contact with skin.
Remove contaminated clothing; launder or dry-clean before reuse. Remove contaminated shoes
and thoroughly clean before reuse: discard If oil-soaked. Cleanse skin thoroughly after
contact, before breaks and meals, and at end of work period. Product 1s readily removed from
skin by waterless hand cleaners followed by washing thoroughly with soap and water.

J. TRANSPORTATION INFORMATION

TRANSPORTATION INCIDENT INFORMATION
For further Information relative to spills resulting from transportation Incidents, refer
to latest Department of Transportation Emergency Response Guidebook for Hazardous Materials
Incidents. DOT P 58OO.3.

DOT IDENTIFICATION NUMBER
Not applicable

The information and recommendations contained herein are, to the best of Exxon's knowledge and
belief, accurate and reliable as of the date Issued. Exxon does not warrant or guarantee their
accuracy or reliability, and Exxon shall not be liable for any loss or damage arising out of
the use thereof.

The Information and recommendations are offered for the user's consideration and examination,
and It is the user's responsibility to satisfy itself that they are suitable and complete for
Its particular use.

The Hazardous Materials Identification System (HMIS) and National Fire Protection Association
(NFPA) ratings have been included by Exxon Company, U.S.A. in order to provide additional
health and hazard classification Information. The ratings recommended are based upon the
criteria supplied by the developers of these rating systems, together with Exxon's
interpretation of the available data.

FOR ADDITIONAL INFORMATION ON HEALTH
EFFECTS CONTACT:
DIRECTOR OF INDUSTRIAL HYGIENE
EXXON COMPANY, U.S.A.
P. 0. BOX 218O ROOM 2737
HOUSTON, TX 77252-2180
(713) 656-2443

FOR OTHER PRODUCT INFORMATION CONTACT:

MANAGER. MARKETING TECHNICAL SERVICES
EXXON COMPANY. U.S.A.
P. 0. BOX 2180 ROOM 2455
HOUSTON. TX 77252-2180
(713) 656-5949

945-OJ77IMWH002)
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MATERIAL SAFETY DATA SHEET
Date of Prep.

5/15/90 For Coatings, Resins and Related Materials

This MSDS Complies with 29 CFR 1910.1200 (The Hazard Communication Standard)

SECTION I

Manufacturer's Name BEE CHEMICAL COMPANY SAFETY/ENVIRONMENTAL DEPARTMENT

Street Address 2700 E. 170th STREET City, State and Zip LANSING, ILLINOIS 60438

Emergency Telephone No. (708) 868-7402 Customer Code #:

Product Class THINNER Manufacturer's Code Id. T 390
FG01150

Appearance: THINNER VOC - 7.18 Ibs/gal

SECTION II - INGREDIENTS

Va po r

Hazardous Percent TLV PEL Pressure
Ingredients By Wt PPM PPM LEL MM HG
TOLUENE *
CAS# 108-88-3 100+/-4 100.00 100.00 1.00 24.00

* This chemical subject to the reporting requirements of Section 313, SARA Title III

0908-3958 TRW-02576



SECTION III - PHYSICAL DATA

Boiling Range 231 - 231 F Vapor Density (X)Heavier ( )Lighter. Than Mr

Evaporation Rate ( )Faster Percent Volatile Weight Per
(X)Slower. Than Ether by Volume 100+/-4 Gallon ".2

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

DOT Category FLAMMABLE LIQUID Flash Point 45 F TCC LEL* See Section II
DOT Shipping Name: PAINT RELATED MATERIAL

EXTINGUISHING MEDIA Use carbon dioxide or dry chemical extinguishers for -small
fires. Use foam for large fires.

SPECIAL FIRE FIGHTING PROCEDURE Cool closed containers with water spray.

UNUSUAL FIRE AND EXPLOSION HAZARDS Closed containers may build explosive pressure
from heat. Vapors are heavier than air and may
travel considerable distances to a source of
ignition such as a spark, pilot light.
cigarette or unprotected electrical device.
Not sensitive to explosion upon mechanical impact

HAZARDOUS DECOMPOSITION PRODUCTS Carbon dioxide, carbon monoxide, possibly
hydrogen chloride.

TRW-02577
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SECTION V - HEALTH HAZARDS DATA

PERMISSIBLE LIMITS See Section II - Hazardous Ingredients

POTENTIAL EFFECTS OF OVEREXPOSURE

EYE CONTACT
CAN CAUSE EYE IRRITATION FROM VAPORS AND/OR LIQUID CONTACT, OBTAIN MEDICAL ATTENTION
IMMEDIATELY

INHALATION
EXCESSIVE INHALATION OF VAPORS CAN CAUSE NASAL & RESPIRATORY IRRITATION, DIZZINESS,
WEAKNESS, FATIGUE, NAUSEA, HEADACHE, POSSIBLE UNCONSCIOUSNESS, & ASPHYXIATION

SKIN CONTACT
REPEATED OR PROLONGED CONTACT CAUSES IRRITATION
REPEATED OR PROLONGED CONTACT MAY CAUSE DEFATTING AND DERMATITIS

INGESTION
CAN CAUSE GASTROINTESTINAL IRRITATION, NAUSEA, VOMITTING, AND DIARRHEA
ASPIRATION OF MATERIAL INTO LUNGS MAY CAUSE CHEMICAL PNEUMONITIS WHICH CAN BE FATAL

OTHER
ROUTES OF ENTRY: Skin contact, eye contact, inhalation, ingestion.

Toxicity testing on the product has not been conducted. See SECTION XI for further
toxicity information on the components of the product.

TRW-02578
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Manufacturer's Code ID. T 390 FG01150

SECTION VI - EMERGENCY AND FIRST AID PROCEDDRES

EYES: Flush immediately with large amounts of water for at least 15 minutes.
Obtain immediate medical attention.

SKIN: Wash thoroughly with soap and water. Remove contaminated clothing.
CONSULT PHYSICIAN IF IRRITATION PERSISTS

INGESTION: Thoroughly wash mouth with water.
Give two glasses of water if conscious.

DO NOT INDUCE VOMITING

INHALATION: Remove to fresh air. If breathing has stopped, give artificial
respiration. Obtain immediate medical attention.

SECTION VII - REACTIVITY DATA

STABILITY
STABLE

INCOMPATIBILITY (Materials to Avoid)
OXIDIZERS

HAZARDOUS POLYMERIZATION
WILL NOT OCCUR

EXPLOSION HAZARD
VAPORS MAY TRAVEL ALONG GROUND OR BE MOVED BY VENTILATION S IGNITED BY HEAT, PILOT
LIGHTS, FLAMES S IGNITION SOURCES AT LOCATIONS DISTANT FROM MATERIAL HANDLING POINT
AVOID STATIC CHARGE, GROUND AND BOND EQUIPMENT AGAINST STATIC BUILDUP WHEN POURING,
DISPENSING AND MIXING.

CONDITIONS TO AVOID
HIGH TEMPERATURE
IGNITION SOURCES

TRW-02579
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SECTION VIII - SPILL OR LEAK PROCEDURES

RESPONSE TO SMALL SPILLS: Stop discharge and contain spill. Recover with explosion
proof pumping equipment, commercial sorbents, vermiculite or other inert absorbent
materials. Place in appropriate container(s) for further handling.
RESPONSE TO LARGE SPILLS: Stop discharge and contain spill or contaminated material
using dike, barrier, or other means. Recover with vacuum truck, sorbents or other
inert absorbent materials. Place in appropriate container(s) for further handling.
HAZARDS TO BE AVOIDED: Flammable liquid -- avoid sources of ignition. Do not flush
to stream, other bodies of water or sewer. Avoid contact with skin 01 cluLliliig.
Other hazards see Section Nos. IV and V. Eliminate all ignition sources (FLARES.
FLAMES including PILOT LIGHTS, ELECTRICAL SPARKS, and STATIC CHARGE BUILDUP).
Evacuate area. Persons not wearing protective equipment should be excluded from area
of spill until clean-up has been completed. Wear appropriate protective
equipment. Stop spill at source. Dike area to prevent spreading. Liquid may
be taken up on absorbent material and shoveled into containers for disposal.
Avoid breathing vapors.
DISPOSAL METHODS: (1) Recycle, if feasible.

(2) Incinerate at authorized facility.
(3) Treatment at Industrial or Liquid waste treatment facility.
(4) Landfill after solidification in a facility authorized to

receive waste in accordance with Federal. State, and Local
regulations.

NOTE: THIS MATERIAL IF BEING DISCARDED WOULD BE CLASSIFIED A HAZARDOUS IGNITABLE
WASTE AND SHOULD BE DISPOSED IN ACCORDANCE WITH LOCAL, STATE. S FEDERAL REGULATIONS.

SECTION IX - SPECIAL PROTECTION INFORMATON

VENTILATION
Air pollution controls may be required. Check local and state regulations.
PROVIDE SUFFICIENT MECHANICAL (GENERAL AND/OR LOCAL EXHAUST) VENTILATION TO MAINTAIN
EXPOSURE BELOW PEL TLV(S)

RESPIRATORY PROTECTION
NONE NEEDED IF ADEQUATE VENTILATION IS PROVIDED OTHERWISE A NIOSH APPROVED RESPIRATOR
WITH ORGANIC VAPOR CARTRIGES IS RECOMMENDED WITHIN RESPIRATOR TYPE LIMITATIONS.

EYE PROTECTION
USE CHEMICAL GOGGLES

GLOVES
USE CHEMICAL RESISTANT GLOVES

CLOTHES
TO PREVENT REPEATED OR PROLONGED SKIN CONTACT WEAR PROTECTIVE WORK CLOTHES

ADDITIONAL INFORMATION
HAVE EYE WASHES AND SAFETY SHOWERS READILY ACCESSIBLE
WASH CONTAMINATED CLOTHING BEFORE REUSE

TRW-02580
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Manufacturer's Code ID. T 390 FG01150

SECTION X - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING Keep away from heat, sparks and
flame. Use with adquate ventilation. Keep containers closed. Ground and bond
equipment against static buildup when pouring, dispensing, and mixing.
OTHER PRECAUTIONS Avoid contact with skin or eyes. Avoid prolonged or repeated
breathing of vapors. Do NOT take internally.

Overexposure to components has apparently been found to cause the following
effects in laboratory animals:
LIVER ABNORMALITIES
KIDNEY DAMAGE
LUNG DAMAGE
SPLEEN DAMAGE

Overexposure to components has been suggested as a cause of the following
effects in humans:
LIVER ABNORMALITIES

Persons with pre-existing skin disorders may be more susceptible to the
effects of the product.

The information contained herein is to the best of our knowledge and belief accurate.
However, since the conditions of handling and use are beyond our control, we make no
guarantee of result*, and assume no liability for damage* incurred by use of this
material. All chemicals may present unknown health hazards and should be used with
caution. Although certain hazards are described herein, we cannot guarantee that these
are the only hazards which exist. Final determination of suitability of the chemical
is the sole responsibility of the user. Users of any chemical should satisfy themselve
that the conditions and methods of use assure that the chemical is used safely.
NO REPRESENTATIONS OR WARRANTIES, EITHER EXPRESSED OR IMPLIED, OF MERCHANTABILITY.
FITNESS FOR A PARTICULAR PURPOSE OR ANY OTHER NATURE ARE MADE HEREUNDER WITH RESPECT
TO THE INFORMATION CONTAINED HEREIN OR THE CHEMICAL TO WHICH THE INFORMATION REFERS
It is the responsibility of the user to comply with all applicable federal, state, and
local laws and regulations.

Nothing contained herein is to be construed as a recommendation for use in violation
of any patents or of applicable laws or regulations.

TRW-02581
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MATERIAL SAFETY
DATA SHEET

PRODUCT CODE 3 8

DATEGFpnEP. January 12,

Section

MANUFACTURER. RAFF) A SWANSON. INC.
100 EAMES STREET
WILMINGTON. MA 01887

TELEPHONE NO,; $17-913^200

MANUFACTURERS' COOG IDENTIFICATION:

Thinner 38

TRADENAMS. None

PRODUCT CLASS. Thinner

THIS PRODUCT IS A MIXTUn£ CONTAINING ONE OR MOflE HAZAflDOUS !M6REOiEMT$.

KFOflMATlON ON THE COMPOSITION Of flAFFl t SWANSON. INC. PRODUCTS IS CONFIDENTIAL PROPRIETARY INFORMATION ANO IS PROVIDED 30tRi.T TO AID IN SAFE HANDLING OF
THESE MATERIALS USE OH OlSClOSUflE tQR ANY OTHER PyRPOSe IS EXPH6SSLY fCRBiQOCN.

Section 11 — HAZARDOUS INGREDIENTS

INGBEOIENTS

Toluol t

Xylol t

n-Butyl Acetate

IsobutyT Alcohol

t Subject to the reporting requirements o
Mixture does not contain any known or sus

CAS NUMoen

108-88-3

1330-20-7

123-86-4

78-83-1

f EPA Reg. 4

>ect carcino

APPHOX
P6ACENT

BYWElCMT

30

30

25

15

3 CFR 372

gen accor

UV

PPM m«'M>

100

100

150

SO

(SARA Ti

ding to f
«

tie III.

CG1H, OSr^

l£L
%6tvCX.

1.2

1.0

1.7

1.7

Sec. 313
A, NTP o»

VAPOR
PRESSURE
mms'Hg

22

5.9

8

8

•

IARC.-

Section 111 — PHYSICAL DATA
EVAPORATION RAJ6: H FASTER *l SLOWER, THAN ETMf

BOILING RANGE ?1 o« ynnac PERCeNT VOLATILE BY V
Lit, mCJ\l r • y" ^ -»'T»f»"f*yT T

i« VAPOR OENSlTY- ffl HEAVIER Q LIGHTER. THAN All
fit: iQQj WEIGHT PER GAL: 7 j|

Section IV — FIRE AND EXPLOSION HAZARD DATA
FUVMMABILITY CLASSIFICATION:

DOT: Flammable Liquid
OSHA: Flammable Liquid-Class IB

EXTINGUISHING MEOJA; Cartx>n dloxlda. dry chamlcat »r tean

UNUSUAL FIRE ANQ EXPLOSION HA2ARDS: KMp eontaln«/<t 1

Closed containers may explode when •xposed to extreme neat.

SPECIAL FIRE FIGHTING PROCEDURES: Water may b« ineKec

Use self -contained breathing apparatus.

BASH POINT fciosad cupy 40ttF lowest ufi: 1.0%
flashing component

i.

ghtty dosed, isolate from heat, sparks and op«n flame. Do not apply to hot sjrfaces.

ive. Water may be used to cool closed containers Irritating or toxk gases may to pros

TRW-02582
.c nt B»rn & SWANSON. INC .

0908-3964



Health 2"
F'dTimabitity 3

MATERIAL SAFETY PRODUCT CODE 70

DATASHEET DATE OF PREP. January 11, 1939

Section 1

|^x(j7AC^"jRPp hAhFl4SWANSOM,INC '-1- .OF»Crv,B=M3 CGC,E :r e ; -r 'CATION
100 EAMFS STPFET Lacauer Thinner 70
WILMINGTON. MA 01887 Lacquer minner

EMERC^NCY TELEPHONE NO 8U-933-4200 ' ^covCT ci ASS Thinner

TRACE NAME N'oP 6 ^ t . , , , , - r ,, .,- , ,AO ,r ( ^ ]N-, _..,,..,

" "" -v,P~~ "F ~l1 "'' "BA-' i S V * ' 'N < " i^ -D"i*tSlSr'"l> ?lr!FNT'<LP'1'~Pt-'-T.»=lY '.-pR"A'l~N »K~ j h^OV CEu 4CL*'_V TO A ? '. ^c- HS>OI r -j ;,F

Section i! — HAZARDOUS INGREDIENTS _j

" " " ,N:,E=EM9

Toluol t

n-Butyl Acetate

Iscpropyl Alcohol

Ethyl Acetate

t Subject to the reporting requirements o

Mixture does not contain any known or sus

CAS N.JMSER

^ 108-33-3

123-86-4

/ 67-63-0

141-78-6

f EPA Reg. 4

sect cardno

APppnx
PC nee NT

BV WEIGHT

60

15

15

10

0 CFR 37;

gen accor

TLV

PPVI TjV

100

150

400

400

(SARA Ti-

ding to P

tie ill,
CGIH, OSh

.EL

1.2

1.7

2 .0

2.5

Sec. 313

A, NTP or

^-';'"-,P3
E !

22

3

33

74

1ARC.

Section III — PHYSICAL DATA

EVAPORATIONLBATi' D FASTER C SLOWER, THAN ETH6H VAPOH DENSITY: 8 HEAVIER D LIGHTER, TSAN A.R

SPUING RANGE 171°-260°F PERCENT VOLATILE BY VOL: 100% WEIGHT PER GAL: 7. If '

Section !V — FIRE AND EXPLOSION HAZARD DATA

FLAMMAglLITY CLASSIFICATION. PLASH POINT (dosed cup): 24°? lowest LEf 1.2*
DOT: Flarrp'able Liquid flashing component
OSHA: Flanmable Liquid-Class IB

EXTINGUISHING MEDIA, Carbon dioxide, dry che-nlcal or foam.

(/ ''jALFiRE AND EXPLOSION HA2ARDS Keep cortalrers
C j coniai"ers may explode when exposed to extreme heat.

t'ghtly closed Isola'e 'com heat, sparks and open fiarre Do not apply to hot sur'a^es

SP£CiAL.F!RE FIGHTING PROCEDURES Waler rray be lnefecti</g Waler may be used to cool dosed containers Irntat'ng Of toxic gase$ rray be pr?-e-i!

Use sett-contained breathing appa'atus.

0908-3965 TRW-02583
lNFGP»,'»TiCN "'BCStNTEC 'S ACCURATE TO THt 8E^T KNOWLEDGE Of C^^,I:F1 » SW4N60N. !NC . R^FF AND 5WAN?ON INC AS?'JMCS **0
LEGAL RESPOND 9 L'T> FC^ LOSS OR INJURY RESULTING FROV THE UiE OF THC^E 0»TAOft AW M>TEniAL9 065'GNATtO S K



1
70

Section V — HEALTH HAZARD DATA iBaEedon t^a'o' rdivdua! r^W^is

I '.HOLD LIMIT VALug ~i=e ^P tioi I

.TY N ' / • - Ar lopf^du r J t" '" T ;j-ijl3' »e cy>--'s A *• e p-'S^s vsrh.n rcc.,rir ter i-rj gg i-1^ !"es
\-iH~lQfvJ V*f J if i ' ^ J ' C d y ^ S "i 59 3n"' ' ' j' Cql I d ,Sc N- jCi#c'-|3 d ZZl't S '^J S3 ' fcd''-|y^-, 'OSS 0' fX ' S.'-Kll. Slle1- S

P'-,-pj-i j JM--«j'e -a, :^,~'5 p^-r "i*-t -ju-y

S-' N B--JcLr '3J n^e.pr ' •-. 'o ce h;r VJ
? c'O'-y^-d ^ c f pCl.'«c! ''•"i "i/ r* ~. (.j'."0 ""rj'3 of ;he sk'n a'd aii^orp'i-r j'^^ii'Vi ^"^'"ts

fc'C CONTACT Bj'r r.g anJ rr 'a' on
IVGEST1CN DC r 't la^a r.ttrr-i'y May va""e r u^a vvT 'ng d ar hea snc! o'her !c<c ^wecls

Ff.'SRGtNCr ANJ^FJRST/'D PPQCEDL^t^
ik'MiLATiON ? u- c*e fi^-.h«nr Givea.-";'a- eLp ra'ur or ox/ger I'nscessary CALL 4 PH »5iCiAN
CK N A'jshthj" j^ly Anh V ^p ?nd A^'^r Pe^c »e '.yr'amn^ted :loth ng arj shr%i-s *Vnsh ̂ rtH ts t^oroi_gh'y te'cie r* uce
tvp CONTACT F ILS^ «vh .«."'3, 'or at 'eaot 15 Tu-j'es SEE PHYS'CiAN
I'.GESTION DO NOT INDUCF VOMITING

il yon.ti g Oi. jfS bDvn'^reOLs'y kt-^pl-g-jcJ bt'ow h ps to prevent aspra'ijn of hqu d ir,*o lungs CALL A PHYSICIAN

Section VI — REACTIVITY DATA

STABluTY GUNSTXBLE "S STABLE HA2AROOUS POLYMERIZATION L_ MAY OCCUR 3 W\-l NOT CCCL.R

DECOK'POSiTlON PRODUCTS Cent, slion prcduf &s ca-'xr mono^'dv <nc! cartiijn cJ'cxi»e Lin denlif.ed org-ir c (,>/ p-, 'j£> >My ^

AND CO_NDiriONg TO AVOID Strong acic*s strong avails, strong oxi

Section VII — SPILL OR LEAK PROCEDURES

~ °S TO 6E TAKEN IN CASE MATERIAL 1$ RELEASED OR SPILLED Rerrove all sou-ces of ignition Avoid breathing vapo's Ve-tia'ea-ea R<-^,0
rd ncn sparking (

/.AST£ DISPOSAL METHOD Incinerate tn approved fac hty Do not .ncinerate closed oo'Ma'nefs Dispose In accordance with 'ocal s'a'e a-d 'ederai
regulations

Section VIII — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION! Avo'd breatn-ng concentrated vapors or overspray particles K sprayed In confined or poorly ventiia'sd areas use NIOSH
approved mask with chfeincal can'ster or supplied air

VENTILATION Provide general mechanical ventitafon or local exhaust ventilation sufficient to keep corcenua"on of so'vent vapors Se'ew 1flf) PPM

PROTECTIVE GLQVE5 Use chemical resistant, Imper/IOLS gloves for prolonged of repealed contact

EYE PROTECTION Safety goggles or face shield where splashes can occur

OTHER PROTECTIVE EQUIPM&NL

Section IX —SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STOBiNfi S FLAMMABLE D COMBUSTIBLE
Keep in closed containers Avoid sparXs or flame when handling, Can t* stored under ambient conditions Keep clos jres tight and conta ners jp- gb! to

PRECAUTIONS Avoid prolonged and repeated contact with the skin Use good personal hygiene practices Wash hands thoroughly be'ore
eating drirk ng'smokirig 'using toilet facilities.

TRW-02584

iTEO IS ACCUPAGE TO 'HE aEbT KNOWLEDGE Qr OAFFi & SWANoON NC DACC, iMr.«^»werN •>•- ' = <-i,>^-M^
LEGAL RESPCNSialLlTY FOH LOSS OB N lUftY RES'JLTIW FRO*.' THE LSE Of THEbE DATA OR ANY MATSftlAi-S DESIGN

0908-3966
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H^itn 2 , ..-_ MATERIAL SAFETY PROOUCTCOOE Z866
Flammability 3 11 IN-4 1992
Reactivity" Q JUN * DATASHEET DATEOFPREP.

R . 0 S

Section

MANUFACTURER: RAFFI * SWANSON. INC.
100 EAM6S STREET
WILMINGTON. MA 01887

EMERGENCY TELEPHONE NO.: 6t?-9

TRADE NAME: None

MANUFACTURERS COD€ IDENTIFICATION

Synthetic En

PRODUCT CLASS: Thinner

THIS PRODUCT (S A MlXTuftE CONTAINING ONE 0* MOB6 HAZAflOOuS INGREDIENTS

INFORMATION ON THE COMPOSITION or RAFFI * SWANSON, INC PBODUCTS * CONFIDENTIAL pflopRigTAnv INFORMATION AND is PROVIDED SOLSLV TO AID IN SAFE HAN&UNC
TMES6 MATERIALS USE OR DISCLOSURE FOR ANY OThCft PUnPOSC l£ CXPflESSLY FO^BiOOEN.

II — HAZARDOUS INGREDIENTS

INGREDIENTS CAS NUMBER
APPRO X.
PERCENT TLV

%BYVO».

1330-20-; 100 100

t Subject to the reporting requirements

Mixture does not contain any known or si

Of EPA Reg.

spect carcir

40 CFR 31

ogen accc

2 (SARA '

rdlng to

1.0

1tle III
ACG1H, 0

Sec. 31!).

HA, NTP ir IARC

Section ill — PHYSICAL DATA

EVAPORATION RATE: D FASTER? 0 SLOWEa THAN ETHER
BOILING RANGE: »A1 •-9Q\*9 p f̂lCSNT VOtATILE BY VOL: 100%

VAPOR DENSITY: pq HEAVIER O LIGHTER. THAN A

WEIGHT PER GAL: 7.2|

Section IV — Flft6 AND EXPLOSION HA2ARD DATA

^H. POINT (closed cup): 81°F 1.0%PLAMMABILITY CLASSIFICATION:'

DOT: Flammable Liquid
OSHA Flammable Liquid - Class 1C

EXTINGUISHING MEDIA: Cartxm dioxide, dry chemical or foam.

UNUSUAL FiRE AND EXPLOSION HAZARDS: K»ep containers tfcWty ctosad. Isolate from heat, sparks and open name. Do not apply to hot surfaces.

Closed containers may explode when exposed to extreme heat.

SPSClALFlRE FIGHTING PROCEDURES' Water may be ineffective. Water may be used to cod closed containers. Irritating or toxic gases may be pr«

Use self-contained breathing apparatus.
TRW-02585

^\^^^^^^^^E^^^^^E^"'0'
0908-3967
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PRODUCT CODE 38

Section V — HEALTH HAZARD DATA (Basedondata tor individual ingredients)

THRESHOLD LIMIT VALUE • See Section II

EFFECTS OF OvEREXPQSURg
CHRONIC TOXiCITY: Not known to produce chronic or cumulative effects with gxposures wtthm recommended guidelines.
INHALATION: Vapor irritating to eyes, nose, and throat. Can cause headache, dimness, nausea, weakness, loss or consciousness

Prolonged overexposure may cause permanent injury.
SKiN. Brief contact not expected to be harmful.

Prolonged and repeated contact may cause drying of the skin, and absorption of harmful amounts.
EYE CONTACT. Burning and irritation.
INGESTiON. Do not take internally. May cause nausea, vomiting, diarrhea and other toxic effects.

EMERGENCY ANO.E1RST AID PROCEDURES
INHALATION. Provide Iresh air. Give amliclal respiration or oxygen if necossary. CALL A PHYSICIAN.
SKIN: Wash thoroughly with soep and water. Remove contaminated clothing and shoes. Wash clothes thoroughly before re-use.
EYE CONTACT; Flush with water for at least 15 minutes. SEE PHYSICIAN.
INGESTiON DO NOT INDUCE VOMITING.

If vomiting occurs spontaneously, keep head below hips to prevent aspiration of liquid into lungs. CALL A PHYSICIAN.

Section VI — REACTIVITY DATA

STABILITY: D UNSTABLE K) STABLE HAZARDOUS POLYMERgAJiON: O MAY OCCUR 10 WILL NOT OCCUR
HAZARDOUS DECOMPOSITION PRODUCTS: Combustion produces carbon monoxide and carbon dioxide Unidentified organ* compounds may b«
formed.

MATERIALS AND CONDITIONS TQ AVpiD. Strong acids, strong afcaHs. strong oxldizert.

Section VII— SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN tN CASE MATERIAL IS RELEASED QR SPILLED: Remove ad sources of ignition. Avoid breathing vapors. Ventilate area. Remr
with inert absorbent and non-sparking tools.

WASTE DISPOSAL METHOD: Incinerate in approved facility. Do not incinerate closed containers. Dispose In accordance with local, state and federal
regulations.

Section VIII — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION: Avoid breathing concentrated vapor) or overspray particles it sprayed. In confined or poorly ventilated areas, use NIOS
approved mask with chemical canister or supplied air.

VENTILATION: Provide general mechanical ventilation or local exhaust ventilation sufficient to keep concentration of solvent vapors below SO PPM

PRQTECTlVg GLOVES: Us* chemical resistant. Impervious gloves for prolonged or repeated contact.

EYE PROTECTION: Safety &9JS1X face shMd where splashes can occur.

OTHER PROTECTIVE 6.C

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: CM FLAMMABLE d COMBUSTIBLE
Keep in closed containers. Avoid sparks or flama when handling. Can be stored under ambient condition}. Keep closures tight and containers upngnt x
prevent leakage.

PTHER^ PRECAUTIONS: Avoid prolonged and repeated contact with the skin. Use good personal hygiene practices. Wash hands thoroughly before
eanng/dnnWng/smokingAjsipg toilet faculties.

TRW-02586

i< t.fr\ iQ»T« Tft TMP OSST KNOWIEOGE Of HAFIM * SWANSON. WC , RAf Fl AND SWANS

0908-3968
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^ PRODUCT CQOe- .

__ Section V — HEALTH HAZARD DATA (Based on data for individual ingredients)

THRESHOLD LIMIT VALUE • Sec Section II

EJECTS OP QVEREXPOSURE.
CHRONIC TOXiClTY: Not known to produce chronic or cumulative effects with exposures within recommended guidelines.
INHALATION Vapor irritating to eyes, nose, and throat. Can cause headache, dizziness, nausea, weakness, loss of consciousness.

Prolonged overexposure may cause permanent injury.
SKIN, finef contact not expected to be harmful.

Prolonged and repeated contact may cause drying of the skin, and absorption of harmful amounts.
EYE CONTACT- Burning and irritation.
INGESTlON' Do not take internally May cause nausea, vomiting, diarrhea and other toxic effects.

EMERGENCY AND FIRST AID PROCEDURES
INHALATION Provide fresh air. Give artificial respiration or oxygen if necessary. CALL A PHYSICIAN.
SKIN Wash thoroughly with soap and water. Remove contaminated clothing and shoes Wash clothes thoroughly before re-use.
EYE CONTACT. Flush wilh waier lor at least i5 minutes. SEE PHYSICIAN
INGESTlON DO NOT INDUCE VOMITING.

If vomidng occurs spontaneously, keep head below hips to prevent aspiration of liquid Into lungs CALL A PHYSICIAN.

Section VI — REACTIVITY DATA

STABILITY. O UNSTABLE [)j STABLE HAZARDOUS POLYMERIZATION: D MAY OCCUR 5J W|U-NOT OCCUR

HAZARDOUS DECOMPOSITION PRODUCTS' Combustion produces carbon monoxide and carbon dioxide Unidentified organic compounds may be
formed.

MATERIALS AND CONDITIONS TQ AvOlD Strong acids, strong afkalis. slrong oxidizers

Section VII — SPILL Oft LEAK PROCEDURES

I STEPS TO BE TAKEN IN QAS£ MATERIAL IS RELEASED OR SPILLED. Removt all sources of Ignition Avoid breathing vapors.-Ventilale area. Remove
i with inert absorbent and non-sparking tool*.

| WASTE DISPOSAL METHOD Incinerate in approved facility. Do not incinerate closed containers. Dispose in accordance with local, state and federal
; regulations.
I ^

| Section VIII — SPECIAL PROTECTION INFORMATION "~

RESPIRATORY PROTECTION. Avo<d breathing concentrated vapors or overspray particles « sprayed. In confined or poorly ventilated areas, use NlOSH
approved mask with chemical cannier or supplied «lr.

VENTILATION Provide general mechanical ventilation of local exhausl ventilation sufficient to keep concentration of solvent vapors below _155. PPM

PROTECTIVE GLOVES: Ust chemical resistant. lmptrvlou« proves for prolonged or repeated contact

EYE PROTECTION: Safely goggto* or fac* shield wb«f* Spt»*h«S can occur.
i

OTHER PROTECTIVE EQUIPMENT? ,

Section IX — SPECIAL PRECAUTIONS

PREC, AUTIQNS TQ BE TAKEN IN HANDLlNQ ANB STORING: dPLAMMABLE Q COMBUSTIBLE . „ . . , , .
Keep in dosed contain. Avoid sparks or flam* when handling. Can b« stored under ambi«nt conditions. Keep closures tight and containers upright to
prevent leakage.

QTHER PRECAUTIONS: Avoid prolonged and repeated contact with th« skin. Use good personal hygiene practices. Wash hands thoroughly before
eating/dnnking'smoking/using toilet facilities.

TRW-02587

INFORMATION PRES6NTSO * ACCURATE TO THS 8SST KNOWt60C6 OF RAFfl 4 SWANSON. INC , BAFfl AND Swjv . ._....-„».„. ».LW~ cartu Twe 4 it.t f\f THFSE DATA Oft ANY MATERIALS B 0908-3969



NFPA Code
7/9

Health
Flammability
Reactivity

MATERIAL SAFETY PHODUCI cooc 6046
DATA SHEET DATC OK PREP September 15, 1989

Section 1

100 EAMES STREET
WILMINGTON. MA 01 687

TRADE NAME NOHC
THIS PRODUCT IS A MIXTURf

FACTURERS1 CODE IDENTIFICA DON

JCT CLASS Thinner

. CONTAINING ONC CHI MUIIL IIA^AIUXAIi) INollCDILNT^

INFORMATION ON THE COMPOSITION OF HAFFI & SWANSON. INC PRODUCTS IS CONFIDENTIAL PHOPRlCTAtlY INFOHMATlOri AND IS PriOViDLD bCn-LLV TU AID IN iAI C HANDLING Of
THESE MATERIALS USE OR DISCLOSURE FOR ANY Ol HEf t PUAPObE IS EXPRESSLY FOHblDOtN

Section II — HAZARDOUS INGREDIENTS

| INGREDIENTS

Isobutyl Alcohol

Ethyl Alcohol

Methyl Alcohol -Skin t

t Subject to the reporting requirements o
Mixture does not contain any known or sus

CAS NUMBER

78-83-1

64-17-5

67-56-1

' EPA Reg. 41

>ect carcino'

Awnox
PERCENT

UY WLIGI IT

50

47

3

CFR 372

en accorc

ILV A

WM "" - \V4jrM--

50

1000

200

(SARA Tit

ing to A(

le III, S

GIH, OSH/

LtL
",. OY VOL

1.7

4.3

6.0

ec. 313).

, NTP or

VAPOR
PrtbS^UHE

IIHhUl ll(J

8

45

96

I ARC.

Section III — PHYSICAL DATA

| EVAPQRATlONj RATE U FASTER L* SLOWER. THAN ETHER
I BOILING RANGE 147°-225°F PERCENT VOLATILE BY VOL:

VAPOR DENSITY Ixl HEAVlLlT U LIGHTER, THAN AIR
WFIGl-11 PER GAL 6.751

Section IV — FIRE AND EXPLOSION HAZARD DATA

I FUAMMABILITY CLASSIFICATION-

DOT- Flammable Liquid
OSHA Flammable Liquid-Class IB

EXTINGUISHING MEDIA" Carbon dioxide, dry chumical or loam.

Ft-ASHPOINT (closedcup)- 52°F lowest

flashing component

yNUSUAL FIRE AND EXPLOSION HAZARDS. Keep containers lightly closed Isolate Irom heat, sparks and open (lame. Do noi apply to hoi surfaces

C ^d containers may uxplode when exposed to extreme heat

SPECIAL FIRE FIGHTING PROCEDURES Water may be mellective V/aic-r may be ubed lo cool closed containers IrriUiiimj or toxic gases may be present

Use sell-contained breathing apparatus.

TRW-02588

INt-Oii,.iATlON Pld-itHlEOlS AoLui. lOTltCli. I i\Hi.',VU OCf '-i nA i i i _^v r oil II î . h .1 i i iU» -W/
i, . n it IIY roRLOrc' YRf1 ..ruc.MTr > .r (i n r \, tvi.i^tiniMioOi 0908-3970



PRODUCT CODE. 6046

Sectiort V— HEALTH HAZARD DATA (Based on data for individual ingredients)

THRESHOLD LIMIT VALUE - See Section II

EjFECTS_OP OVEREXPQ5URE
CHRONIC TOXICITY: See Seclion IX. *

INHALATION: Vapor irritating to eyes, nose, and Ihroal. Can cause headache, dizziness, nausea, weakness, loss o*consciousness.
Prolonged overexposure may cause permanent injury.

SKIN: Penetrates sk in .
Prolonged and repealed contact may cause drying ol the skin, and absorption of harmful amounts.

EYE CONTACT: Burning and irritation.
INGESTION: Do not take internally. May cause nausea, vomiting, diarrhea and other toxic effects.

EMERGENCY AND FIRSTJVIDPROCEDURES
INHALATION: Provide fresh air. Give artificial respiration or oxygen if necessary. CALL A PHYSICIAN.
SKIN: Wash thoroughly with soap and water. Remove contaminated clothing and shoes. Wash clothes thoroughly before re-use.
EYE CONTACT: Flush with wnlpr for at least 15 minutes. SEE PHYSICIAN.
INGESTION. If conscious, give several glasses of water and induce vomiting.

It vomiting occurs spontaneously, keep head below hips to prevent aspiration of liquid into lungs. CALL A PHYSICIAN.

Section VI — REACTIVITY DATA

STABILITY: D UNSTABLE 1)0 STABLE HAZARDOUS POLYMERIZATION: D MAY OCCUR fcl WILL NOT OCCUR

HAZARDOUS DECOMPOSITION PRODUCTS: Combustion produces carbon monoxide and carbon dioxide. Unidentified organic compounds may be
formed.

MATERIALS AND CONDITIONS TO AVOID: Strong acids, strong nlkalis, strong oxidizers.

Section VII — SPILL OR LEAK PROCEDURES

STEPS TQ BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: Remove all sources of ignition. Avoid breathing vapors. Ventilate area. Remove
with inert absorbent and non-sparking tools.

WASTE DISPOSAL METHOD. Incinerate in approved lacility. Do not incinerate closed containers. Dispose in accordance with local, slate and federal
regulations.

Section VIII — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION: Avoid breathing concentrated vapors or overspray particles if sprayed. In confined or poorly ventilated areas, use NIOSH
approved mask with chemicnl canister or supplied air.

VENTILATION: Provide general mechanical ventilation or local exhaust ventilation sufficient to keep concentration of solvent vapors below 50 PPM

PROTECTIVE GLOVES: Uso chemical resistant, impervious gloves for Contact.

EYE PROTECTION. Safety goggles or face shield where splashes can occur.

OTHER PROTECTIVE EQUIPMENT;

""-, Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: 09 FLAMMABLE D COMBUSTIBLE
Keep in closed containers. Avoid sparks or flame when handling. Can be stored under ambient conditions. Keep closures tight and containers upright to
prevent leakage.

OTHER PRECAUTIONS: Avo i 4 contact with the Skin. Uso good personal hygionn practices. Wash hands thoroughly before
eating/drinking'smoking/using loilot facilities.

Repeated over-exposure to methanol may injure retina and optic nerve and cause blindness.

itirr>nt,iATton i"ir r-niTcn <r. ACCI invri: TO TMC nest KNOWI GOC.F. OF rwi * SWANSON. INC . HAITI AND SWANSON. INC. ASSUMES NO
LF.C.AL HE sroNrvriuTY FOH LOSS on iMJunv nESUiTiNG FROM THE USE OF THESE DATA OR ANY MA TRIALS DESIGNATED.

TRW-02589
0908-3971



TRW, Inc.

•

- Labels Sdlvent ug

Flammable Occupation.

MATERIAL

DEPARTMENT OF LABOR '«m Aporov.d
. _ . . . . . . . . . OMB No. 44-RI3»7

sl Safety and Health Administration

. SAFETY DATA SHEET
Raqulrad undar USD 1 Safaty and Haalth Ragulationt (or Ship Rapairing,

Shipbuilding, and Shipbraaking (29 CFR 1915. 1916. 1917)

SECTION 1
MANUFACTURER'S NAME _ . ,_ EMERQENCV TELEPHONE NO.

ADDRESS (Number. Street. Gty. State, and ZIP Code) nnn,,
Kine Philio Road. East Providence, Rhode Island 02916

CHEMICAL NAME AND SYNONYMS
2-Butanone

CHEMICAL FAMILY
Ketones

TRAO^NAMEAND SYNONYMS

FORMULA
Proprietary

SECTION II • HAZARDOUS INGREDIENTS

PAINTS. PRESERVATIVES. ft. SOLVENTS

PIGMENTS

CATALYST

VEHICLE

SOLVENTS

ADDITIVES

OTHERS

% TLV
(UnlMl ALLOYS AND METALLIC COATINGS

BASE METAL

ALLOYS

METALLIC COATINGS

FILLER METAL
PLUS COATING OR CORE FLUX

OTHERS

HAZARDOUS MIXTURES OP OTHER LIQUIDS. SOLIDS. OR OASES

2-Butanone (Methyl Ethyl Ketone ) CAS# 78-93-3

-

-

-. TLV
* (Unittl

TLV

100 200ppm

SECTION UL - PHYSICAL DATA

BOILING POINT <°F.) ygQ- lm,f,. Hĝ -

VAPOR PRESSURE (mm H»̂ _ @20*C.~ - ' '

VAPOR DENSITY (AIR-1) -_«-,„., , '

SOLUBILITY IN WATER _X*2i V_ - -

7*»6-*6V-

74mm.Hg

^2**--,--

24- -

SPECIFIC GRAVITY (H,O*1)

PERCENT. VOLATILE:
BV VOLUME (»»

.EVAPORATION RATE

-

0.8061: at

100

5.7

APPEARANCE AND ODOR- — Clear Liquid} Nonresiduai Odor - -
-

SECTION IV • FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (MMAMI uMtfl .

24°F.. Taa Closed Cut> ASTM D56l
(FLAMMABLE LIMITS, I L»»
1

,...,
U«l

EXTINGUISHING MEDIA Use carbon dioxid* or dry chemical for small fires. Use
alcohol- tvne foam or water f OB- f or larae- fires.

SPECIAL FIRE FIGHTING PROCEDURES^
NONE . _^

UNUSUAL FIRE AND EXPLOSION HAZARDS
NONE

9

20/ 20° C l

1

PAGE (1) (Conttnuad on ravaraa tidal Form OSHA-20

0908-3972
TRW-02590



SECTION V - HEALTH HAZARD DATA
THRESHOLD LIMIT VALUE

200 ppm. ACGIH (1977) OSHA CFR 29 1000 Table Gl
EFFECTS OF OVEREXPOSURE
Irritation of nose, throat, and eyes. Headache, nausea, vomiting.

EMERGENCY AND FIRST AID PROCEDURES
Remove to fresh air and call a physician. Flush skin and eye contact with water.
If swallowed, induce vomiting and call a p h y s i c i a n . ~

":f inhaled, remove to fresh air. If not breathing, give artlticai respiration.
It breathing is difficult, give oxygen. Call Physician. It contact with eyes,
flush eves with plenty of water for at least 15 minutes. Call fnysicia'nT

SECTION VI • REACTIVITY DATA
STABILITY UNSTABLE

STABLE

INCOMPATIBILITY /Materials IO avoid)
Avoid alkaline materials,

XX

CONDITIONS TO AVOID

None

mineral acids, halogents
HAZARDOUS DECOMPOSITION PRODUCTS . , . , . . . .
Burning can produce carbon monoxide and/or carbon dioxide.

HAZARDOUS
POLYMERIZATION

MAY OCCUR

WILL NOT OCCUR XX

CONDITIONS TO AVOID

None

SECTION VII - SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Eliminate all sources of ienition. Wear suitable protective equipment.
Collect for disposal. See Section VIII.

WASTE DISPOSAL METHOD . . _ . , _
Incinerate in a furnace where permitted under appropriate Federal, State and
Local Regulations. Incineration is the preferred method of disposal. It

should also be feasible to treat very dilute solutions in a water treatment

plant.
SECTION Vlll • SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (Specify type)
Air-supplied respirator In high concentrations.

VENTILATION LOCAL EXHAUST

MCCHANICAL /GflMMftY
XX

PROTECTIVE OLOVU EYE PROTI
Rubber Glov«»~

OTHER PROTECTIVE EQUIPMENT
Safety Shower and Eye Bath.

SPECIAL.

. OTHER

[CTION
Safety Glasses

SECTION IX • SPECIAL PRECAUTIONS
PRECAUTIONS TO M TAKEN IN HANOUNO AND STONING

Harmful if inhalad-flaimnAhla-eaunea eve Irritation-Avoid breathing YflnOT. Avoid
, sparks and open flame.contact with eyes. Keep away from heat* sparks and open flame.

OTHCR PRECAUTIONS Reports have associated repeated & prolonged occupational over-
exposure to solvents with permanent firain & nprvnfm ByRffim dam/fee.Intentional
misuse by deliberately concentrating & inhaling the contents may be harmful or
fatal

PAGE (2)
• FO *».M»

While the information & recommendations set forth herein are
believed to be accurate as of the date hereof, Providence
Chemicals Dlv. makes no warranty with respect thereto and
disclaims all liability from reliance thereon. 3/31/86

QSHA-20
*•*.•»»*a

TRW-02591
0908-3973



MATERIAL SAFETY DATA SHEET
FOR COATINGS, RESINS AND RELATED MATERIALS

DATE OF PREP.
3/27/84

PRODUCT
9352

Section I

MANUFACTURER'S NAME RAFF I AND SWANSON, INC.

STREET ADDRESS ] QQ Eames Street

EMERGENCY TELEPHONE NO. 617-933-4200

PRODUCT CLASS Thinner

TRADE NAME
N/A •

CITY, STATE, AND ZIP CODE Wilmington, Moss. 01887

MANUFACTURER'S CODE IDENTIFICATION

9352 Thinner

Information on the composition of Roffi and Swonson, Inc. products is confidential proprietary information and is provided solely to aid

in' safe handling of these materials. Use or disclosure for any other purpose is expressly forbidden. /.<

Section II — HAZARDOUS INGREDIENTS

INGREDIENT
volun

TLV

e PPM mg/M>
LEL VAPOR

PRESSURE

Butyl Cellosolve
Toluol

Xylol

45

25

30

25
100

100

1.1%
1.2%

0.1%

0.6nun Hg.

37mm Hg.

5.9mm Hg.

Section III — PHYSICAL DATA

BOILING RANGE 232 F. - 340 F. VAPOR DENSITY LIGHTER, THAN AIR

EVAPORATION RATE FASTER VJ SLOWER. THAN ETHER PERCENT VOLATILE
1 - ' ' - *• VMBY VOLUME

100

WEIGHT PER
GALLON _ ,

Section IV — FIRE AND EXPLOSION HAZARD DATA

DOT CATEGORY Flammable Liquid F L A S H P O I N T 40 F. lowest flashing in. 1 .0% \
DSHA jvr.-.-nuuTY CLASS:* C.-.TIM: Flammable Liquid-Class IB component
EXTINGUISHING MEDIA

Carbon Dioxide, Dry Chemical or Foam.

UNUSUAL FIRE AND EXPLOSION HAZARDS

Keep containers tightly closed. Isolate from heat, sparks and open flame. Do not apply to hot surfaces. Closed
containers may explode when exposed to extreme heat.

SPECIAL FIRE FIGHTING PROCEDURES

Water may be ineffective. Water may be used to cool closed containers. TRW-02592

LIABILITY IS EXPRESSLY DISCLAIMED FOR ANY LOSS OR INJURY ARISING OUT OF THE USE OF THIS INFOR-"""
MATERIALS DESIGNATED

0908-3974



PRODUCT

9352
Section V — HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE See Section II

EFFECTS OF OVEREXPOSURE

INHALATION: Vopor irritoting to eyes, nose, ond throat. Can cause headache, dizziness, nausea, weakness,
loss of consciousness.

EYE CONTACT: Burning and irritation.

EMERGENCY AND FIRST AID PROCEDURES

INHALATION: Provide fresh air. Give artificial respiration or oxygen if necessary. Call physician.

EYE CONTACT: Lubricate eye with C. P. Castor Oil or wash with large amounts of water. SEE PHYSICIAN.

Section VI — REACTIVITY DATA
STABILITY I | UNSTABLE | y
INCOMPATABILITY (Mater.olt to ovoidl

HAZARDOUS DECOMPOSITION PRODUCTS

STABLE CONDITIONS TO AVOID

HAZARDOUS POLYMERIZATION | | MAY OCCUR fY] WILL NOT OCCUR

CONDITIONS TO AVOID

Section VII — SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Remove all sources of ignition. Avoid breathing vapors. Ventilate area. Remove with inert absorbent and non-
sparking tools.

WASTE DISPOSAL METHOD Incinerate in approved facility. Solid residue to sanitary land fill. Dispose in accordance with
local, state, and federal regulations. Do not incinerate closed containers.

Section VIII — SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION

Avoid breathing concentrated vapors or overspray particles if sprayed. In confined or poorly ventilated areas,
use Bureau of Mines approved mask with chemical canister or supplied air.

VENTILATION

Provide general mechonical ventilation or local exhaust ventilation sufficient to keep TLV of vapors below
25 PPM.

PROTECTIVE GLOVES Use for prolonged or repeated contact.
EYE PROTECTION Safety goggles or face shield where splashes can occur.
O'HER PROTECTIVE EQUIPMENT

Section IX — SPECIAL PRECAUTIONS
[RECAUTlCNS TO BE TAKEN IN HANDLING AND STORING

FLAMMABLE. Keep in closed containers. Avoid sparks or flame when handling. Con be stored under ambient
conditions.

OTHER PRECAUTIONS

Avoid prolonged contact with the skin.

TRW-02593

LIABILITY IS EXPRESSLY DISCLAIMED FOR ANY LOSS OR INJURY ARISING OUT OF THE USE pF THIS INFORMATION OR ANY
MATERIALS DESIGNATED Ris Fo

0908-3975



NFPA Code
Health T
Flarr,.'nability 3
Reactivity Q

MATERIAL SAFETY PRODUCTCODE: 9693

DATASHEET DATE OF PREP. January 13, 1989

Section
«**HUFACTURER: RAFFI tfl

100 EAMES STREET
WILMINGTON. MA 01887

MANUFACTURERS' CODE IDENTIFICATION:

Thinner

TRADE NAME:

PRODUCT CLASS:

THIS PRODUCT IS A MIXTURE CONTAINING ONE OR MORE HAZARDOUS INGREDIENTS.

THESE MATERIALS. USE OR DISCLOSURE FOR ANY OTHER PURPOSE IS EXPRESSLY FORBIDDEN.

Section II — HAZARDOUS INGREDIENTS

INGREDIENTS

Xylol t

Toluol t

n-Butyl Acetate

Propylene Glycol Methyl Ether
(Dowanol PM)

Isobutyl Acetate

t Subject to the reporting requirements o

Mixture does not contain any known or sus

CAS NUMBER

1330-20-7

108-88-3

123-86-4

107-98-2

110-19-0

f EPA Reg. 4

aect carcino

APPHOX
PERCENT

BY WEIGHT

30

30

15

15

10

) CFR 372

jen accor

TLV

PPM <4ng/M>

100

100

150

100

150

(SARA Ti

Jing to A

tie III,

:GIH, osr

LEL
% BY VOL

1.0

1.2

1.7

Not Avail

1.7

Sec. 313)
A, NTP or

VAPOR
PRESSURE
nvno'Hg

5.9

22

8

. 8

12.5

•

IARC.

Section III — PHYSICAL DATA

'EVAPORATION RATE: D FASTER E SLOWER, THAN ETHER VAPOR DENSITY: S HEAVIER D LIGHTER, THAN AIR
BOILING RANGE: 232°-291°F PERCENT VOLATILE BY VOL: 100% WEIGHT PER GAL: 7.26|

Section IV — FIRE AND EXPLOSION HAZARD DATA

FLAMMABILITY CLASSIFICATION: FLASH POINT (closed cup): 40°F lowest LEL: 1.0%
DOT: Flammable Liquid flashing component
OSHA: Flammable Liquid-Class IB

EXTINGUISHING MEDIA: Carbon dioxide , dry chemical or foam.

UNUSUAL FIRE AND EXPLOSION HAZARDS: Keep containers tightly closed. Isolate from heat, sparks and open flame. Do not apply to hot surfaces.
Closed containers may explode when exposed to extreme heat.

SPECIAL FIRE FIGHTING PROCEDURES: Water may be ineffective. Water may be used to cool closed containers. Irritating or toxic gases may be present.

INFORMATION PRESENTED IS ACCURATE TO THE BEST KNOWLEDGE OF RAFFI & SWANSON INC RAFFI AND SWANSON. INC ASSL

TRW-02594

0908-3976



PRODUCTCODE 9693

Section V — HEALTH HAZARD DATA (Based on data for individual ingredients)

THRESHOLD LIMIT VALUE - See Section II

EFFECTS OF OVEREXPOSURE .
CHRONIC TOXICITY Not known to produce chronic or cumulative effects with exposures within recommended guidelines
INHALATION Vapor irritating to eyes, nose, and throat Can cause headache, dizziness, nausea, weakness, loss of consciousness

Prolonged overexposure may cause permanent injury
SKIN Brief contact not expected to be harmful

Prolonged and repeated contact may cause drying of the skin, and absorption of harmful amounts
EYE CONTACT Burning and irritation
INGESTION Do not take internally May cause nausea, vomiting, diarrhea and other toxic effects

EMERGENCY AND FIRST AID PROCEDURES
INHALATION Provide fresh air Give artificial respiration or oxygen if necessary CALL A PHYSICIAN
SKIN Wash thoroughly with soap and water Remove contaminated clothing and shoes Wash clothes thoroughly before re-use
EYE CONTACT Flush with water for at least 15 minutes SEE PHYSICIAN
INGESTION DO NOT INDUCE VOMITING

If vomiting occurs spontaneously, keep head below hips to prevent aspiration of liquid into lungs CALL A PHYSICIAN

Section VI — REACTIVITY DATA

STABILITY D UNSTABLE M STABLE HAZARDOUS POLYMERIZATION D MAY OCCUR E WILL NOT OCCUR

HAZARDOUS DECOMPOSITION PRODUCTS Combustion produces carbon monoxide and carbon dioxide Unidentified organic compounds may be
formed

MATERIALS AND CONDITIONS TO AVOID Strong acids, strong alkalis, strong oxidizers

Section VII — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED Remove all sources of ignition Avoid breathing vapors Ventilate area Remove
with inert absorbent and non-sparking tools

WASTE DISPOSAL METHOD Incinerate in approved facility Do not incinerate closed containers Dispose in accordance with local, state and federal
regulations

Section VIII — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION Avoid breathing concentrated vapors or overspray particles if sprayed In confined or poorly ventilated areas use NIOSH
approved mask with chemical canister or supplied air

VENTILATION Provide general mechanical ventilation or local exhaust ventilation sufficient to keep concentration of solvent vapors below JJQQ_ PPM

PROTECTIVE GLOVES Use chemical resistant, impervious gloves for prolonged or repeated contact

EYE PROTECTION Safety goggles or face shield where splashes can occur

OTHER PROTECTIVE EQUIPMENT

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING B FLAMMABLE D COMBUSTIBLE
Keep in closed containers Avoid sparks or flame when handling Can be stored under ambient conditions Keep closures tight and containers upright to
prevent leakage

OTHER PRECAUTIONS Avoid prolonged and repeated contact with the skin Use good personal hygiene practices Wash hands thoroughly before
eating/dnnking/smoking/using toilet facilities

TRW-02595
i

INFORMATION PRESENTED IS ACCURATE TO THE BEST KNOWLEDGE OF RAFFI a SWANSON INC RAFFI AND SWANSON INC AS'

0908-3977



Man cm.
CHeiviicaL

Man-GiLL CHeiviicat coivipanY
23000 ST CLAIR AVE. • CLEVELAND, OHIO 44117 • 800-328-9745

EMERGENCY 24 HOUR CHEMTREC NO 800-424-9300

MATERIAL SAFETY DATA SHEET

Identity
. TOLUIDINE RED SHADING BASE;

Section I

Date Prepared
ffPA CODE:
f€ALTH; ::

-" c " Dale Revised -"•'

FLfflfttBILITY: 1 REACTIVITY:

Section II — Hazardous Ingredients

Hazsrdo us Ingr edient s CAS # Health Hazards ACGIH TLV-^WA;

—.— — _ ,
I i Z L_ — ' 3? r '

i r ?0-IO-7 :T.,-" 'T' -cL£ 4?5 MG/
NK'SH - iCC "̂ T'1 'ETEL - lr-? r::'il

100-41-4 ':TEL - 125 r?r-; 100 PPM

Section III — Physical/Chemical Characteristics

Boiling Point
::~5 - 340 DEG F

Specific 6ravity(H2e=l)
0 994

Vapor Pressured* Hg)
MOT DETERMINED

Percent Volatile
By Voli*e (I)

Vapor Density (AIR=Reference)
HEAVIER

Evaporation Rate
(Ether=Reference) SLOWER

Uater Solrtle

Appearance and Odor
RED LIQUID7MILD ODOR

Section IV — Fire and Explosion Hazard Data

Flash Point CHethod (feed)
SO DEG F TCC

Flarable Units
LOWEST v'AU.-E

UEL

Hedia CARBON DIOXIDE I-Ry CHEMICAL

Special Fire Fighting Procedures
S'J^D 'JP IN COfNTATTER

Unusual Fire and Explosion Hazards A SiRAISHi v!AiEr. S i Re Ah wIULD S~Pc.^C'
F^'^EE 'E7A~^c ELECTRIC IT/ COULD CAUSE iGUiTic-r^

TRW-02596
•MMHiiMHHBHHHHHH METAL, PROCESSING SYSTEMS mmmm

, ' , ' v . c ; iv* —,"'^1 f^PN—jiLL ( l~c.nl' ft'_ ( ('
0908-3978



vian-GiLL CHeMicaL coivipariY
23000 ST CLAIR AVE • CLEVELAND, OHIO 44117 • 800-328-9745

EMERGENCY 24 HOUR CHEMTREC NO 800-424-9300

MATERIAL SAFETY DATA SHEET

Section V — Reactivity Data

STABILITY Unstable Conditions to Avoid
Stable * - " ' • • • • : ' . • — CL*" -!

IHCOMPATIBILITY materials to Avoid)

Hazardous Qecosposition Products
' * < L" -. ~ ' *~ ' "-I h' £•' ' -i

HAZARDOUS Hay Occur Condi tons to Avoid
POLYMERIZATION Will Not Occur * '-OPJE

Section VI - Health Hazard Data

Effects of Overexposure I"K'I , A > ING i •"• L-r.'E ' j " 'Et !• • - : - ' " - ! ^1

HA^ CAi'C-E NAUSEA" V':"!T~ING :< ASDOMIr^L FAIN .EiPO'EuFE TO HIGH LEVELS OF
.-AFC* ;-'At' CAU'EE PEVERS"dL E DAMAGE TO f IDNEvE 5' LIVER SKIN P^S
£YE DAMAGE n^y CAUSE KEMOLYSIS !> HE^OGLCBINURIA TARGET ^GA^E AFFE

CN'E E rE 'E , GT T PACT, BuOOD, LIVER, MC1E'*S '• 'Er IN

Eaergency and First Aid Procedures

Eye (Contact): FLUSH EYES WITH COPIOUS AMOUNTS OF WATER C,;R i$ n
AND CONTACT PHrEIC^AN IMMEDIATELY

•Skin (Contact); WASH WITH SOAP AND WATER CONTACT PHYSICIAN 1^
IRRITATION PERSISTS

Ingestion tSwal lowing): DO NOT INDUCE VOMITING DP. I Ml LARGE QUANT r
OF WATER AND/OR MILK CONSULT PHYSICIAN IMMEDIATELY

Inhalation (Breathing): ,- ̂  REMOVE TO FFESH AIR AID IN BREATHING IF
NECESSARY ANO Gf-f^MMEDIATE MEDICAL ATTENTION IF NEEDED

SectioflfVII — Precautions for Safe Handling & Use

Steps to be taken in Case Material is Released or Spilled
WEAR APPROPRIATE PROTECTIVE EQUIPMENT REMOVE IGNITION SOuRCE'E CCNTAI '4

SPILL ABSORB WITH INERT MATERIAL AND DISPOSE

Waste Disposal Method: DISPOSE IN ACCORDANCE uITH ._XA!_, E.TATE Ar.D
FEDERAL -EG' JLA TI - jNS

Handling and Storage DO NOT STORE OP '.'E.E
N^AP MEAT. SPARKS, OP FLAME DO NOT STO'-'E NEAR COMEUSTIBLE MATERIAL DO MOT
STORE IN DIRECT SUNLIGHT WHEN SANDING IFY FILM, U'EE NIOSH APPROVED CUST
'•^AS1 \ EEP CONTAINER TIGHTLY CLOSED WHEN NOT IN U'EE

Other Precautions SHOWERS AND E'E -'AEK FOvN^-lFJ'E ^MO'.-LD BE ~,ADE
AVAILABLE WHE"'E CHEMKAuE APE USED

METAL PROCESSING SYSTEMS
V j - 31 • L " r- K n I r A' C 0

mW-02597



CHeviicaL coivipanv
23000 ST. CLAIR AVE. • CLEVELAND, OHIO 44117 • 800-328-9745

EMERGENCY 24 HOUR CHEMTREC NO 800-424-9300

CHBMICaL MATERIAL SAFETY DATA SHEET

Sect-ion V I I I — Control Measures

Respiratory Protection (Specif/ Type)

VENTILATION Local
lechamcal

Protective Slaves Eye Protection

Other Protective Clothing or Equipment
F n . . ~ E r ~ r , E "_" 'T" i r jG ; • - ~ ^ I ~ IENT !'"• F T - - ' . - - . ! :r ~ r J C ' ! i - , i " ^ . i

'stork/Hygienic Practices

t: jVfk^

APPROVED
JUl 1 0 1987

ENVIRONMENTAL
ENGINEERING

TRW-02598

THE INFORHATION PRESEMTED HEREIN WS BEEN CWILEO FROM SOURCES CONSIDERED TO BE OEPENDftBLE AND IS ftCOJRATE TO THE BEST
OF THE SELLER'S KNOytEDGE, HOWEVER, TK SELLER MAKES NO WARRANTY VHATSOEWR, EXPRESSED, IlfLIED, OR OF MERCHANTABILITY
REGARDING T}£ ACCURACY OF »JCH DATA OR TIC RESULTS TO BE OBTAINED FROM THE USE THEREOF, THE SELLER ASSUMES NO
RESPONSIBILITY FOR INJURY TO THE BUYER OR TO THE THIRD PARTY PERSONS OR FOR ANY D6KASE TO ANY PROPERTY AND BUYER
ASSUHES ALL SUCH RISK.

METAL PROCESSING SYSTEMS •^•HHMMMMIMHMI
"Arj-GlLL C'-'hPlICAL CO.

0908-3980



MATERIAL SAFET'r DATA .MEET
FOR COATINGS, RESINS a FELATED MATERIALS

(APPROVED BY U.S.DEPT. OF LABOR 'ESSENTIALLY SIMILAR' TO FORM OSHA-20)

SECTION 1

MANUFACTURER'S NAME! CADILAC PAINT £ VARNISH COMPANY INC,I;TREET ADDRESS: 409 ELIOT STREET ASHLAND, MASS* 01701
I METRGENCY TELEPHONE NUMBER! (617) 881-2926
HATE OF PREPARATION: io-jUL-84
PRODUCT CLASS: SOLVENT BLENDS
MANUFACTURER'S CODE IDENTIFICATION.' T -013

i RADE NAME: raCuflt*"* TOLUENE)

SECTION 2 - HAZARDOUS INGREDIENTS

! I I I I I
1 INGREDIENT 'PERCENT i LEL i TLV iMG/MP ' VAPOR PR,
i i i i i i

' TOLUOL (TOLUENE) i 100.00 i 1.20 i 100 ' 0 ' 28 @25'C

SECTION 3 - PHYSICAL DATA

BOILING RANGE: 227-232
VAPOR DENSITY: /x/ HEAVIER / / LIGHTER THAN AIR
! VAPORATION RATE: / / FASTER /X/ SLOWER THAN ETHER
F TNT VOLATILE BY VOLUME: 100

PER GALLON: 7.23

SECTION A - FIRE X EXPLOSION HAZARDS

DOT CATEGORY: RED LABEL - FLAMMABLE LIQUID.

PLASH POINT: 40 F. LEL: 1,20

}• XTINGUISHING MEDIA: CARBON DIOXIDE, DRY POWDER, FOAM. USE NFPA CLASS B
DESIGNED TO EXTINGUISH NFPA CLASS II LIQUID FIRES.

UNUSUAL FIRE 2 EXjlgaiOfr HAZARDS I KEEP CONTAINERS TIGHTLY CLOSED. ISOLATE FROM
HEAT, ELECTRIC E$jl»*£NT, SPARKS AND OPEN FLAMES. CLOSED CONTAINERS MAY EXPLODE
WHEN EXPOSED TO-ggWfHf? HEAT, DO NO APPLY TO HOT SURFACES.

SPECIAL FIRE FIGHflNff PROCEDURES? WATER SPRAY MAY BE INEFFECTIVE. WATER MAY BE
USED TO COOL CLOSED CONTAINERS TO PREVENT A PRESSURE BUILD-UP AND POSSIBLE
GPONTANEOUS IGNITION AND EXPLOSION WHEN EXPOSED TO EXTREME HEAT. IF WATER IS
USED, FOG NOZZLES ARE PREFERABLE*

0908-3981

TRW-02599



SECTION 5 - HEALT-I lAZnRD DATA

THRESHOLD LIMIT VALUE: SEE LOWEST VALUE IN SECTION 2
i iTEcis OF QVEREXPOSURE: INHALATION: ANESTHETIC.
!''CITATION OF THE RESPIRATORY TRACT OR A C U T E NERVOUS SYSTEM DEPRESSION
I 'ACTtlRIZED BY HEADACHE, DIZZINESS, STAGGERING GAIT, CONFUSION,
UNCUNCIOUSNESS AND COMA. SMN OR EYE CONTACT: P R I M A R Y IRRITANT.
I MERGt'NCY AND FIRST AID PROCEDURES: F U M E S : FvEMOVE F R O M EXPOSURE.
UTS TORE. H R F A T H I N G . KEEP WARM AND QUIET. NOTIFT A PHYSICIAN.
M i ASH <;LYL:S>: FLUSH IMMEDIATELY FOR AT LEAST is MINUTES WITH COPIOUS
NUANTTlIF.S OF UATtR. I-OK DEFINITIVE TREATMENT CONSULT F'HYSICIAN.
M'LASH tSKJN): WASH AREAS WITH WATER. REMOVE CONTAMINATED CLOTHING.

SECTION 6 - REACTIVITY DATA

^TAKILITY: / / UNSTABLE /x/ STABLE MATERIALS TO AVOID:
DECOMPOSITION F'RODUCTSJ NONE KNOWN
POLYMERIZATION: / / MAY OCCUR /x/ WILL NOT OCCUR

LUNDITIONS TO AVOID.' HEAT, SPARKS, OR OPEN F L A M E ,

SECTION 7 - SPILL OR LEAK PROCEDURES

STEPS (0 BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
KEMOVE ALL SOURCES OF IGNITION. AVOID BREATHING VAPORS. VENTILATE AREA.
KEMOVE WITH INERT ABSORBENT AND NON-SPARKING TOOLS.
WASTE iHSPOSAL METHOD.* DISPOSE OF IN ACCORDANCE WITH LOCAL, STATE AND
I LDERAL REGULATIONS. DO NOT INCINERATE IN CLOSED CONTAINERS.

SECTION 8 - SPECIAL PROTECTION INFORMATION

F- 'iRATURY PROTECTION: EXT. - USE APPROVED MECHANICAL FILTER
UtoPlRATOR TO REMOVE OVERSPRAY WHEN SPRAYING.
LNT. - USE CHEMICAL MECHANICAL FILTERS DESIGNED TO REMOVE OVERSPRAY
AND SOLVENT FUMES. AREAS OF RESTRICTED VENTILATION (CONFINED AREAS)
USE B.O.M. AIR LINE RESPIRATORS.
VENTILATION: PROVIDE GENERAL DILUTION OR EXHAUST VENTILATION IN
VOLUME AND PATTERN TO KEEP TLV OF MOST HAZARDOUS INGREDIENT IN
SECTION 2 BELOW ACCEPTABLE LIMIT, LEL IN SECTION 4 BELOW STATED
L [MIT, AND TO REMOVE DECOMPOSITION PRODUCTS DURING WELDING OR
FLAME CUTTING ON SURFACES COATED WITH THIS PRODUCT.
PROTCTIVE GLOVES: USE WHEN DESIRED* EYE PROTECTION: USE WHEN DESIRED.
UTHER PROTECTIVE EQUIPMENT: REQUIRED FOR PROLONGED OR REPEATED CONTACT.
PREVENT PROLONGED SKIN CONTACT TO CONTAMINATED CLOTHING,

SECTION 9 - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE-fffiKEN IN HANDLING AND STORINGt
KEEP AWAY FROM HEATV SPARKS OR OPEN FLAME.
OTHER F'RECAUTIONSJ DO NOT TAKE INTERNALLY. CONTAINERS SHOULD BE
OROUNDED WHEN POURING. AVOID FREE FALL OF LIQUID IN EXCESS OF A
I EW INCHES, DO NOT FLAME CUT, BRAZE OR WELD WITHOUT U,S. BUREAU
OF MINES APPROVED RESPIRATOR OR APPROPRIATE VENTILATION.

INFORMATION PRESENTED HEREIN HAS BEEN COMPILED FROM SOURCES CONSIDERED TO BE
DEPENDABLE AND IS ACCURATE AND RELIABLE TO THE BEST OF OUR KNOWLEDGE AND BELIEF
HI'T IS NOT GUARANTEED TO BE SO. NOTHING HEREIN IS TO BE CONSTRUED AS RECOMMENDING
A PRACTICE OR ANY PRODUCT IN VIOLATION OF ANY PATENT OR IN VIOLATION OF ANY LAU
OR REGULATION. IT IS THE USER'S RESPONSIBILITY TO DETERMINE FOR HIMSELF THE
SUITABILITY OF ANY MATERIAL FOR A SPECIFIC PURPOSE AND TO ADOPT SUCH SAFETY
PRECAUTIONS AS MAY BE NECESSARY, WE MAKE NO WARRANTY AS TO THE RESULTS TO BE
OBTAINED IN USING ANY MATERIAL AND, SINCE CONDITIONS OF USE ARE NOT UNDER OUR
CONTROL, WE MUST NECESSARILY DISCLAIM ALL LIABILITY WITH RESPECT TO THE USE
OF ANY MATERIAL SUPPLIED BY US.

TRW-02600
0908-3982



.9udgtt Slifeau No. 44-RI387
Approval EiDires April 3O. 1971

2014-2736

U.S. DEPARTMENT OF LABOR
WORKPLACE STANDARDS ADMINISTRATION

Bureau of Labor Standards

MATERIAL SAFETY DATA SHEET
SECTION I

MANUFACTURER'S NAME
FRANKLIN OIL CORP.(OHIO)

EMERGENCY TELEPHONE NO.
216/ 232-3000

ADDRESS (Numker, Street, Cily, Slal*. and ZIP Code I
BOX 46030 - FRANKLIN PARK. CLEVELAND. OHIO 44146

CHEMICAL NAME AND SYNONYMS

NONE

TRADE NAME AND SYNONYMS
TOOL AID

CHEMICAL FAMILY
CHLORINATED HYDROCARBON

FORMULA
CONFIDENTIAL

' SECTION II HAZARDOUS INGREDIENTS f {-£

PAINTS. PRESERVATIVES, & SOLVENTS TLV
(Unit.) ALLOYS AND METALLIC COATINGS

TLV
(Unit.)

PIGMENTS
N/A

BASE METAL
N/A

CATALYST
N/A

ALLOYS
N/A

VEHICLE
N/A METALLIC COATINGS N/A

SOLVENTS
1-1-1. TRICHLOROETHANE 97 350pi

FILLER METAL
COATING OR CORE FLUX N/A

ADDITIVES OTHERS N/A

OTHERS N/A

HAZARDOUS MIXTURES OF OTHER LIQUIDS. SOLIDS. OR CASES
TLV

SECTION III PHYSICAL

BOILING POINT (°F.) 162° F SPECIFIC GRAVITY (H2O=1|

VAPOR PRESSURE (mm Hg.) 101 PERCENT VOLATILE
BY VOLUME IX»

97Z
VAPOR DENSITY IAIR=1| 4.55 EVAPORATION RATE

I CTC =i> 1.0

SOLUBILITY IN WATER NONE

•APPEARANCE AND ODOR CLEAR BLUE LIQUID, MILD CHLOROFORM LIKE ODOR.

SECTION IV FIRE AND EXPLOSION HAZARD D A T A r i*. "T -^pm » _

FLASH POINT (Method used)
NONE

FLAMMABLE LIMITS

IS 7S°C
8.0.

EXTINGUISHING MEDIA
FOAM, WATER FOG

SPECIAL FIRE FIGHTING PROCEDURES

UNUSUAL FIRE AND EXPLOSION HAZARDS COMBUSTION PRODUCTS CONTAIN HC1

TRW-02601
0908-3983
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SECTION V HEALTH HAZARD DATA

- 350 ppm time weighted average.

lFCfTl-tricnYoroethane is one of the least toxic of the chlorinated hydrocarbons.

The vapors have a weak anesthetic action.
EReRmover perlo" rrom°coOntaSminated area; apply artificial respiration if breathing has
"stopped- remove cftnCamlnated clothing and wash Hk.ln with warm1 Soap and Water; If
taken internally, induce vomiting (it person is conscious - do not induce vomiting
in an unconscious person): i t eyes have been contacted, wash with copious quantitii
or watasr - call a physician.

SECTION VI REACTIVITY DATA

STABILITV UNSTABLE

STABLE

CONDITIONS TO AVOID
Unstabi1ize<L soIvent may react with aluminum. (Wit
stabilizer) avoid removal of stabilizers and pro-
longed contact with water. '

INCOMPATABILITY (Material* to avoid)
Rubber, plastic

HAZARDOUS DECOMPOSITION
; unstabilized solvent readily
•ION PRODUCTS Toxic decomposition

corrodes aluminum and
r products are formed at elevated

temperatures. (Hydrogen Chloride. Phosgene Chlorine.)

HAZARDOUS
POLYMERIZATION

MAY OCCUR

WILL NOT OCCUR

CONDITIONS TO AVOID

SECTION VII SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Spilled 1,1.1-trichloroethane may be removed by mopping or absorbing with rags.
Provide adequate ventilation.clothing wet with 1,1,1,-TCE should oe removed
immedicately and the affected area washed with soap and water.

WASTE DISPOSAL METHOD'
Residue may be poured on dry sand, earth, or ashes at a safe distance from

occupied areas and allowed to evaporate into the atmosphere.

SECTION VIII SPECIAL PROTECTION INFORMATION Jr ; "-^r. ̂
RESPIRATORY PROTECTION (Specify lypft T

Self-contained breathing apparatus; canister-type gas mask.
VENTILATION

PROTECTIVE GLOVES

LOCAL EXHAUST
Floor level ventilation

MECHANIC "̂"-" Downdraft
Polyvidyl alcohol or 1 Eve ^"CTION

nonnreni

SPECIAL

OTHER

Chemical safety goggles
OTHER PROTECTIVE EQUIPMENT

SECTION IX SPECIAL PRECAUTIONS ^ 4~ r

PRECAUTIONS TOM TAKEN IN HANDLING AND STORING , , , . . .
Floor level ventilation. Vents in tanks for filling and breathing losses.

from indoor tanks should terminate outdoors.
OTHER PRECAUTIONS

Avoid open flames and sparks.

Vents

5/76

SUBMITTED BY T. A. FAIRMAN, CHEMIST
ADMINISTRATIVE-TECHNICAL SAtES

0908-3984
TRW-02602



MATERIAL SAFETY DATA SHEET

I. PRODUCT IDENTIFICATION

HITCHINER
MANUFACTURING CO., INC.
\1IIFORI) \FVV H XMI'SHIRf (HOS5

rHH'HONL l(>0ii fi?M HX) rWX (710) !M> IBM

n \ \ \ T,(Di-i t \K I I \ n i ) K f s < % I I ITCHIMR

THIS MATERIAL SAFETY DATA SHEET
SUPPLIED FOR: Tool Steel*'

DATE: November, 1985

II. HAZARDOUS INGREDIENTS
i accordance vviui.

MATERIAL OR COMPONENT CAS. NO.

The terms "hazardous" and "hazardous materials" as used within this MSDS should be interpreted as dtiililHU uy, ailU III
the OSHA Hazard Communication Standard (29 CFR Part 1910, 1200) including cited Appendices, Lists, References, etc., all of which
are hereby incorporated by reference.

OSHA
PEL
(Mg/M3)
0.1
1.0

10

COBALT
CHROMIUM
IRON
MANGANESE

MOLYBDENUM
NICKEL
VANADIUM

TITANIUM
CARBON

TUNGSTE.
SILICON
ALUMINUM

7440-48-4
744O47-3
1309-37-1
7439-96-5 (Dust)

(Fume)
7439-98-7
7440-02-0
1314-62-1 (Dust)

(Fume)
13463-67-7

1333-86-4

7440-33-7
7440-21-2 (Dust)
7429-90 (Dust)

(Fume)

5 (Ceiling)

15
1
.5 (Ceiling)
.1 (Ceiling)

15
3.5

ACGIH
TLV ,
(Mg/M3)
0.1
.50

5
5 (Ceiling)
1

10
1
.05
.05

5
3.5
(As Carbon Black)
5
5

10
5

III. PHYSICAL DATA
BOILING POINT: 500CTF MELTING POINT:
SPECIFIC GRAVITY (H2)-1): Approx. 7.8-8.2 <80°F) VAPOR PRESSURE:
VAPOR DENSITY (AIR-I): N/A SOLUBILITY IN H2O:
%VOLATILES BY VOLUME: N/A EVAPORATION (BUTYL ACETATE
APPEARANCE & ODOR: Various Shapes, Solid, Odorless Metal

Approx. 2500*F
N/A
Insoluble

1): N/A

IV. FIRE AND EXPLOSION DATA

FLASH POINT: None FIRE POINT: None

V. HEALTH HAZARD INFORMATION
WE DO NOT CONSIDER THIS PRODUCT IN THE FORM IT IS SOLD TO CONSTITUTE A PHYSICAL HAZARD OR A HEALTH
HAZARD. SUBSEQUENT OPERATIONS SUCH AS ABRADING, MELTING, WELDING, CUTTING OR PROCESSING IN ANY
OTHER FASHION MAY PRODUCE POTENTIALLY HAZARDOUS DUST OR FUME WHICH CAN BE INHALED, SWALLOWED,
OR COME IN CONTACT WITH THE SKIN OR EYES.
PRIMARY ROUTES OF ENTRY: Inhalation

Eye Contact

Skin Contact

Ingestion

EMERGENCY FIRST AID: Remove to fresh air, if condition continues,
consult physician.

Flush well with running water to remove particulate.
Get medical attention.

Brush off excess dust. Wash area well with
soap and water.

Seek medical help if large quantities of material
have been ingested.

EFFECTS OF EXPOSURE: No toxic effects would be expected from exposure to the solid forms of specialty steel. Prolonged, re-
peated exposure to fumes or dusts generated during heating, cutting, brazing or welding may or may not cause adverse health effects
associated with the listed constituents in excess of OSHA permissible exposure limits established in 29 CFR Subpart Z. (See Section II).

-1-

0908-3985
TRW-02603
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V. HEALTH HAZARD INFORMATION (Con.'t)
EXPOSURE LIMITS: Section II lists specific ingredients and permissible exposure limits.
IMPORTANT: Determine actual exposure by industrial hygiene monitoring.
POSSIBLE SIGNS AND SYMPTOMS OF EXPOSURE TO DUST, WELDING FUME AND GASES:

SHORT TERM EXPOSURE: Metallic taste; nausea, tightness of chest; fever; irritation of eyes, nose, throat and skin;
loss of consciousness/death due to welding gases or lack of oxygen.

LONG TERM EXPOSURE: There are no adverse effects from the products in.their solid form. Adverse effects may or may
not result from long-term (chronic) exposure to dust, fume, gases, etc. that occur by way of
subsequent operations on the product. Some studies would associate one (or more) of the
constituents (per Section II) with the potential for neurologic, pulmonary, respiratory, skin or
other disease. Chromium, cobalt and nickel in various chemical compounds have been
identified as suspect human carcinogens by the I.A.R.C., N.T.P. Annual Report. We believe
there are no reliable scientific studies which show that workers exposed to operations upon our
alloys suffer increased incidence of lung cancer or other disease because of their exposure
to the forms of chromium, nickel or other elements in our products.

AGGRAVATION OF PRE-EXISTING RESPIRATORY OR ALLERGIC CONDITIONS MAY OCCUR IN SOME WORKERS.

VI. REACTIVITY DATA

STABILITY: Chemically Stable
INCOMPATIBILITY: Reacts with Strong Acids to Generate Hydrogen Gas
HAZARDOUS
DECOMPOSITION PRODUCTS: Metallic Oxides

VII. SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE OF RELEASE OR SPILL: N/A
WASTE DISPOSAL METHOD: Solids - Sale as Scrap for Reuse

Dust, etc. - Follow Federal, State and Local
Regulations Regarding Disposal

VIII. SPECIAL PROTECTION INFORMATION

VENTILATION REQUIREMENTS: General — Recommended (To keep airborne concentration of dust and fumes below
ACGrH TLV'S)

Local — As Required
PERSONAL PROTECTIVE EQUIPMENT:

Respiratory Protection: — If Fumes, rmsting er -dust condltlon-oeettfs and T.L.V. «• indicated in Section H it exceeded,
provide NIOSH approved respirators.

Eye Protection: Recommend approved safety glasses or goggles when working with dusty material.
Gloves: As Required.
Other Clothing or Equipment: As Required.

IX. SPECIAL PRECAUTIONS

USE GOOD HOUSEKEEPING PRACTICES TO PREVENT ACCUMULATIONS OF DUSTS AND TO KEEP AIRBORNE DUST
CONCENTRATIONS AT A MINIMUM.
THIS MATERIAL IS POTENTIALLY CONTAMINATED WITH COATINGS SUCH AS OILS FOR PRESERVATIVES AND OTHER
CONTAMINANTS. IF THE MATERIAL IS CONTAMINATED, SPECIAL PRECAUTIONS (SUCH AS PROCESS CONTROL AND
PERSONAL PROTECTIVE EQUIPMENT APPROPRIATE TO THE NATURE OF THE SUSPECTED CONTAMINANTS SHOULD BE
TAKEN TO AVOID RESULTING EXPOSURES WHEN HANDLING, CUTTING [THERMAL OR MECHANICAL] AND/OR HEATING
OR MELTING.

While the information set forth on this material safety data sheet is believed to be accurate, as of the effective date, Hitchiner Mf g.
Co. • makes no representations regarding the accuracy or completeness of the information and assumes no liability for any loss,

damage, or injury of any kind which may result from or arise out of the use or reliance on the information by any person.

N/A = NOT APPLICABLE

TRW-02604

0908-3986
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Material Safety Data Sheet
Chemicals I

INDUSTRIES

Approved by U.S. Dept. of Labor as Essentially similar to Form OSHA-20

Date April » 1^82
Chemical Name and Synonyms: ] t1 , 1 -trichloro-
ethane; methylchloroform
CAS No. 71-55-6

Chemical Family Halogenated Hydrocarbons

DOT Shipping Name 1 » 1 » 1 -trichloroethane

Reportable Quantity-

Edition: Sixth
Trade Name and Synonyms

Formula CH^CCl-

DOT Hazard Class

1. D Number

5

ORH-A

UN 2831

SECTION 1 • PHYSICAL DATA
Boiling Point @ 760 mm Hg
165. 4°F

Freezing/Melting Point
_49°F -45°C

Vapor Pressure
^?5°C = 135mmHg

Vapor Density (Air=1 )
4.54

Solubility (Weight % in
Water) Negligible

Evaporation Rate

(ethyl ether - 1): 0.35

Specific Gravity (H2

1.300-1.320 @
0-1)-

Bulk Density
10.80-10.97 Ibs/gal

0 25*C

Heat of Solution
Not Applicab;

SECTION 2 • HAZARDOUS INGREDIENTS

pH of Solutions
6.0 to 7-5

Volume % Volatile
100

Appearance and Odor
e Clear, colorless liquid -

ether-like odor.

1 ,1 , 1 -trichloroethane (Stabilized)

%

1CX

Hazard Data

See Below

SECTION 3-FIRE AND EXPLOSION HAZARD DATA
Flash Point °F (Method Used)
None when tested in accordance
with DOT requirements.

Flammable Limits in Air (% by Volume)
LEL: 756 UEL. 15*

See Below

Extinguishing Media
water, dry chemical or
carbon dioxide

Special Fire Fighting Procedures: Fire fighters should wear a NIOSH/MSHA-approved pressure-demand,
self-contained breathing apparatus for possible exposure to hydrogen chloride and possibly
traces of phosgene.
Unusual Fire and Explosion Hazards: Vapors concentrated in a confined or poorly ventilated area
can be ignited upon contact with a spark, flame, or high intensity source of heat. This
can occur at concentrations ranging between 7-15!̂  by volume. Decomposition or burning
can produce hydrogen chloride or possibly traces of phosgene.

SECTION 4 • HEALTH HAZARD DATA

Toxicity Data Classification (Poison, Irritant, Etc.)

LCM Inhalation rat 8,000 Ppy/7 hours
LDw Dermal rabbit > 15g/kg^2'

Inhalation Toxic
Skin Not significantly toxic

I/Eye Irritation See Section 5 Skin/Eye Liquid mildly irritating to skin;
eye irritant

LDsolngestion rat 10-12g/kg (See Section 5) Ingestion Not significantly toxic

Fish, LC so(Lethal Concentration) Not Determined Aquatic

24-HOUR EMERGENCY ASSISTANCE: (304) 843-1300 TRW-02605

0908-3987



SECTION 5 • EFFECTS OF OVEREXPOSURE
This section covers effects of overexposure for inhalation, eye/skin contact, ingestion and other types of overexposure
information in the order of the most hazardous and the most likely route of overexposure.

Pe/missJble Exposure LimitsJTLV) 350 ppm - 8-hour time-weighted average (TWA) - OSHA 29CFR
1910\TOOO (Hay 28, 1975T- PPG internal permissible exposure limit is 350 ppm 8-hour
TWA with a short-term exposure limit (STEL) of 450 ppm for any 15-minute excursion
period.

Acute

Primarily a central nervous system depressant. Inhalation can cause irritation of the
respiratory system, dizziness, nausea, lightheadedness, headache, loss of coordination
and equilibrium, unconsciousness and even death in confined or poorly ventilated areas.
Depression of the circulatory system has been reported as a result of overexposure to
Tri-Ethane®. The heart may be sensitized by Tri-Ethane®, and ventricular arrhythmia may
be induced by epinephrine administration. .' -

"* -I.*,"*

Liquid splashed in the eyes can result in discomfort, pain and irritation. Prolonged
or repeated contact with liquid on the skin can cause irritation and dermatitis. The
problem may be accentuated by liquid becoming trapped against the skin by contaminated
clothing and shoes. Skin absorption can occur.

Chronic

Prolonged exposure above the OSHA permissible exposure limits may result in liver and
kidney damage. Tri-Ethane® has been extensively studied for cancer both in the U.S.
and Europe by government, industry and academia in multiple species and biological
test specimens. Recent reviews of these data by the Science Advisory Board to EPA's
carcinogen assessment group concluded that there was no evidence to support the
carcinogenicity of Tri-Ethane®. There is no documented evidence that Tri-Ethane® causes
an increased cancer incidence in humans.

- TRW-02606

0908-3988



EMERGENCY AND FIRST AID PROCEDURES: _
Inhalation* Remove to fresh air. If not breathing, give artificial respiration,
preferably" mouth-to-mouth. If breathing is difficult, give oxygen. Call a physician.

EVP or Skin Contact" FIusn eyes and skin with plenty of water (soap and water for skin)
ror at^east \y minu'tes, while removing contaminated clothing and shoes. If irritation
occurs, consult a physician.

InaeStJOrr If conscious, drink large quantities of water. DO NOT induce vomiting. Take

immediately to a hospital or physician. If unconscious, or in convulsions, take immediately

to a hospital. DO NOT give anything by mouth to an unconscious person.

Notes tO Physician (Including Antidote?): NEVER ^^^s^ adrenalin following Tri-Ethane®
overexposure. Increased sensitivity of the heart to adrenalin may be caused by over-
exposure to Tri-Ethane®.

SECTION 6. REACTIVITY DATA
Stability: Stable

Hazardous Polymerization:
Will not occur.

Conditions to Avoid: Avoid open flames,
surfaces or electric arcs.

Conditions to Avoid: None

hot glowing

Incompatibility (Materials to Avoid): Avoid contamination with caustic soda, caustic potash or
oxidizing materials. Shock sensitive explosives may be formed.

Hazardous Decomposition Products: "yarogen cnionae and possibly traces of phosgene.

SECTION 7 • SPILL OR LEAK PROCEDURES
Steps to be Taken if Material is Spilled or Released: Immediately evacuate the area and provide maximum
ventilation. Unprotected personnel should move upwind of spill. Only personnel equipped
with proper respiratory and skin/eye protection should be permitted in area. Dike area
to contain spill. Take precautions as necessary to prevent contamination of ground and
surface waters. Recover or absorb spilled material on sawdust or vermiculite and sweep
into closed containers for disposal. After all visible traces have been removed,
thoroughly wet vacuum the area. DO NOT flush to sewer. If area of spill is porous,
remove as much contaminated earth and gravel, etc., as necessary and place in closed
containers for disposal. (See Below)
Waste Disposal Method: Contaminated sawdust, vermiculite or porous surface must be disposed
or in a permitted" hazardous waste management facility. Recovered liquids may be re-
processed or incinerated or must -be treated in a permitted hazardous waste management
facility. Care must be taken when using or disposing of chemical materials and/or
their containers to prevent environmental contamination. It is your duty to dispose of
the chemical materials and/or their containers in accordance with the Clean Air Act , the
Clean Water Act , the Resource Conservation and Recovery Act as well as any other relevant
federal, state or local laws/regulations regarding disposal.

0908-3989 TCW-02607



SECTION 8 • SPECIAL PROTECTION INFORMATION
Respiratory Protection: For emergencies or working in confined areas, wear self-contained

breathing apparatus or suppplied air respiratory protection. In other circumstances in-
volving potential overexposure, use NIOSH/MSHA-approved organic vapor respirator. (Observe
"•imitations directed by manufacturer). Respiratory protection program must be in

jcordance with 29CFR 1910.134.

Ventilation (Type): Dilution (General) or Local Exhaust - Sufficient to maintain workplace
concentration below permissible exposure limits.
Eye Protection: Splashproof Goggles | Gtoves:poiyethylene, nepprene or polyvinyl alcohol
Other Protective Equipment Safety shower and eye-wash fountain in immediate area. Personnel

protective clothing and use of equipment must be in accordance with 29CFE 1910.133 and
29CFR 1910.132.

SECTION 9 • SPECIAL PRECAUTIONS
Precautions to be Taken During Handling and Storing:

Do not use in poorly ventilated or confined areas.
Tri-Ethane® vapors are heavier than air and will collect in low areas.
Keep container closed when not in use.
Do not store in open, unlabeled or mislabeled containers.
Liquid oxygen or other strong oxidants may form explosive mixtures with Tri-Ethane®.
This material or its vapors when in contact with flames, hot glowing surfaces or electric
arcs can decompose to form hydrogen chloride gas and traces of phosgene.

• AVOID CONTAMINATION OF WATER SUPPLIES: Handling, storage, and use procedures must be
carefully monitored to avoid spills or leaks. Any spill or leak has the potential to
cause underground water contamination which may, if sufficiently severe, render a drink-
ing water source unfit for human consumption. Contamination that does occur cannot be
easily corrected.

• A chlorinated solvent used as a flashpoint suppressant must be added in sufficient quantity
or the resultant mixture may have a flashpoint lower than the flammable component.

t Caution should be taken not to use in pressurized or totally enclosed system of aluminum
construction. Example, paint or adhesive spray system.

Other Precautions:
• AVOID PROLONGED OR REPEATED BREATHING OF VAPORS. High vapor concentrations can cause

dizziness, unconsciousness or death. Long-term overexposure may cause liver/kidney injury.
• USE ONLY WITH ADEQUATE VENTILATION. Ventilation must be sufficient to limit employee

exposure to Tri-Ethane® below OSHA permissible limits (8-hour TWA 350ppm). Observance of
lower limits (outlined in Section 4) is advisable.

t AVOID CONTACT WITH EYES. Will cause irritation and pain.
• AVOID PROLONGED OR REPEATED CONTACT WITH SKIN. May cause irritation or dermatitis.
• DO NOT TAKE INTERNALLY. Swallowing may cause injury or death.
• DO NOT EAT, DRINK, OR SMOKE IN WORK AREAS.

References:
1. NIOSH Registry of Toxic Effects of Chemical Substances, 1978
2. Industrial Hygiene and Toxicology, Volume II, Second Edition, F. A. Patty, 1963
3. Dangerous Properties of Industrial Materials, Fifth Edition, N. I. Sax, 1979
4. Industrial Toxicology, Hamilton and Hardy, 1974
5. Toxicity and Metabolisms of Industrial Solvents, Browning, 1965
6. Toxicology, the Basic Science of Poisons, Casarett and Doull, 1980
7. Federal Register, 45FR Hazardous Waste Management Systems Part III, Identification

and Listing of Hazardous Wastes, Page 33084, May 19, 1980
e. EPA Science Advisory Board, Subcommittee on Airborne Carcinogens, Septemb*

PPG Industries, Inc.

0908-3990

TRW-02608
Mgr., Product Safety



No. 44-W138?
««« Ap»i« 30. U.S. BEPARTCEBT OF If.BOR

WAGE AND l̂ BOR STANDARDS ADMINISTRATE

*onn*o. lSB-OOS-4
M.y

c^ATA^V/6^ Bureau of Lsbor Standards

or-Fcw nrTfl OftccTSAFETY Da! A ShEET
SECTION 1

MANUfACTURlM'S NAME ^^

No. 1 Gatewav Center, Pittsburgh, Pa.
CHEMICAL NAME AND SYNONYMS

Trichlorethylene - Trichlorosthylene
CHEM.CAL .AMILV ̂ ^^^3 Hydrocarbons

I tMERGENCJ^Tt LtPHONE NO.

15222

| TRADE NAME AND SYNONYMS

FORMULA ^^ = ̂ ^

* 1

W&+i:&fri:rT.^&'}\'--^

i PAIMTS. PRESERVATIVES. & SOLVENTS

• PIGMENTS

A CATALYST

.1

{ VEHICLE

2 SOLVENTS

'j ADDITIVES
'1
]| OTHERS
1

»

IOC

TLV
(Unit.)

100

ALLOYS AND METALLIC COATINCS

BASE METAL

ALLOYS

METALLIC COATINCS

f ILLER METAL
PLUS COATING O« CORE *LUX

OTHERS

(.{y\ HAZARDOUS MIXTURES OF OTHER LIQUIDS. SOLIDS. OR CASES

I

a
1
'£

%

%

TLV {;
(Unll.) J1

H

t

i
H
I

TLV {
(Unlti) ] i

ii
I

-̂" ^ -• • > -a '-' •*.*"-£'.' -i'v" -' '• .' • •*•- -L'-!'̂ - V-^"' 'V-:- '.~~ '•'S,'-~-r- '-—'-'- - • ' -^- - ? ' . • - * - - f-~ r ' . - - " - " ,-r.,-"-1 - • • • " ,- •

S COILING POINT (°f.)

j VAPOR PRESSURE |mm Hg.)
1 »

j VAPOR DENSITY <AIH-<)

:?

.1 SOLUBILITY IN WATER

r*

188.4

58

4.54

3egligibl<

SPECIFIC GRAVITY (H20=1)

PERCENT VOLATILE
8Y VOLUME l%l

EVAPpRATION RATE
i etner =u
-

1 «fi >11. 46 ( ]

100 .]
\ »

0.28 h

IS
fl APPEARANCE ANO ODOR _. , , '";
L'. Clear, colorless, ethereal odor |5

f LASM PO'NT (M-lhofl used)

f j IXTINGL'ISH'NG VI

None (Tag, open or closed;
FLAMMABLE LIMITS Lei

OIA

B
SPfCiAL fIRt UGHTING PROCEDURES JS

>-J UNUSUAl *1«f AND EXPLOSION MA2AROS

,̂'1
*

-, . . . , - , , . - . 1
Vapors can be ignited only by high intensity source of j i

icnition. Cor±>ustion forr.s TnCl and possible traces of phosgene.
.V^A-Jv-.'S

0908-3991 TRW-02609



IHRlSHQlD IIMIT VALUE 100
«CTS O> OVf "EXPOSURE Loss of co-ordination and equilibrium to actual unconsciousness,

and even death, in unventilated areas (such as tanks).
tMtncENCvANOfmsTA.omoccDu.ES-.-v,..̂ . -,u.™. -.„-,„«—.* Move to fresh airf use artificial respiration if bre

ing has stopped. Administer oxygen after breathing has been restored. (Never

administer adrenalin.1) Call physician (he should not administer adrenalin)

' * » " * • * t ^- * r "-****'• •> }***'•* X*~*f\** • »»»..•"-* ***•* *%*»*t/V**l»1i£»<'4.c*(\ '.V**, * *\P * "v ̂ If^f* '*^:':*^y^ £ ;' • l ' '£-Vr* *". -.- •••.,-»»-.•:•/- -?;*,-7£-̂ ;v:'?.f ?~ -'7-.^v^.iiO/< vV? ̂ '-^.'•C*»*«tT'«->;5«.** r*^- .r^trvrr.^^^f '**.>v.r.*v'4x3
STABILITY ,

-

JNSTABLE

STABLE X

CONDITIONS TO AVOID

.NCOMPATABIL.TY r«— «/, «» .vo,̂  Ayoid mixing with caustic soda and caustic potash.

{ HAZARDOUS DECOMPOSITION PRODUCTS „_, ,
\ HC1 and

I HAZARDOUS
| POLYMERIZATION

.«-.V-v .^* .n.,.*f.^

V- -X -r'.'--*. • - *•'"'

MAY OCCUR

WILL NOT OCCUR

"

;#s:.?y^s^n6:?Vi

possible traces of phosgene

CONDITIONS TO AVOID

X

fc . i»;*i»rt».W*t£»-*v,\ r*BW»jl.

i
^

•'j

j

bl̂ r̂ îr trr^^-6?fef i
: STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED . . , ,
S Adequate ventilation must be provided.

Workmen should be provided with fresh air masks or sent to fresh air.

1
•* WASTE DISPOSAL METHOD _ - . . , , . . .
j» Forced ventilation or evaporation

i
V

f -î S ̂ _ -• VJ.V7--..T -. -

^<:-.--.-.̂ .r.v'';-' >.

•>.,.̂ -̂ . ̂ i^_— v.,.̂ >r-J

:-'. £i27i6?4:Vj;i^
-^ .vwi.̂ *-.-V*. v»,,~* *»•_ ̂

r^OiALrrtOTHCTiOrillJ

* -a- ~ '^-. M -̂ := ~>~ ~--i_t • - ~-^_e

•ordAfioil'T ."-, -.',",
>i RESPIRATORY PROTECTION (Specify typt)
.*, Fresh air masks when necessary

J VENTILATION

V

7. PROTECTIVE GLOVES
5

LOCAL EXHAUST
Sufficient to maintain TLV

MECHANICAL (Central}

Neoorene or Viton
CYE PROTECTION

SPECIAL

OTHER

Glasses or goggles
it OTHER PROTECTIVE EQUIPMENT Neoprene aprQn

y.

j
-P

^3

!•.

=0?13^ a • ;Sf HCIAL F^H

B PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

• OTHER PRECAUTIONS

0908-3992
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Diamond Shamrock ?* * Y* * A r - . o n * s , , ,-, ™,c«.

November 14, 1977

T R W Carr Division
31 Ames Street
Cambridge, Massachusetts 02142

Attention: Mr. T. Costello, Purchasing Agent

Dear Mr. Costello:

Subject: Carcinogeniclty Potential of Trichlorethylene

In addition to our desire to supply you with chlorinated solvents,
Diamond Shamrock also feels that it is our responsibility to keep you
informed about the latest developments in environmental and/or health
hazards regarding chlorinated solvents.

Diamond Shamrock's Health and Environmental Affairs Department recently
received preliminary results from a long-term study indicating that
breathing high levels of trichlorethylene can produce liver cancer in
one strain of laboratory nice and, therefore, may be capable of pro-
ducing cancer in humans. However, identical tests have not shown
similar effects on rats, and it is difficult to determine if a mouse
test really shows the effect of tricolor on human beings.

Our record to date with trichlor has been good. We are not aware of .
any long-term problems related to it among our employees. Similarly,
we have not heard of any incidence of cancer among any of our customers
or other users or producers of trichlor.

The study in question follows the release by the government in 1375 of
test data showing increased levels of liver cancer in laboratory mica
fed large doses of trichlor. Workers exposure is usually in the air and
not by ingestion. In 1976 the trichlor producers, including D:.3!r.cnd
Shamrock, funded a $600,000 inhalation study on rats and the sai?e strain
of mouse. This study has completed twenty-three of it's twenty-four
months duration, nearly the entire life span of the animals.

Results so far show a twofold increase in liver cancer in the mice ex-
posed to 600 pATts per million (ppm) of trichlor in the air fcr re von
hours a dav, five days a week when compered to similar nice breathing

TRW-02611
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pure air. Mice exposed to lower lev. Is and rats exposed to the sane
and lower levels showed no signifies- t effects at this stage of the study.
A relatively small number of the ani- als have been examined at this tine.
Final results are expected early to • id-1978, and they will be released
as soon as they are available to Diai ond Shamrock.

These tests were conducted by Indust ial Biotest Labs in Decatur,
Illinois under the guidance of the M aufacturing Chemists Association
(MCA). These preliminary results ha 2 been released to government
agencies including NIOSH, FDA, EPA a: i OSHA. The present OSHA standard
for trichlor exposure in the workpla.. 2 is a time weighted average of
100 parts per million (ppm) over an * ight hour day (or, one-sixth the
levels that the preliminary report f nds effect mice). Diamond Shamrock
will do its best to keep you infonne of any future developments con-
cerning trichlor or any of the other chlorinated solvents.

J. H. Wi..lert
District Sales Manager
DIAMOND .SHAMROCK CORPORATION
Electro Chemicals Division
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tfulcnn
CHEMICALS

MATERIAL SAFETY DATA SHEET
24 Hour Emergency Phone (316) 524-5751

Division ol Vulcan Materials Company / P O Box 7689 • Birmingham. AL 35253-0689

I-IDENTIFICATION

CHEMICAL NAME
Trichloroe thylene

CHEMICAL FORMULA MOLECULAR WEIGHT
131.38

TRADE NAME

Trichloroethylene, Metal Degreaslrg Grade
SYNONYMS

Ethylene Trichloride
DOT IDENTIFICATION NO

IN 1710

II - PRODUCT AND COMPONENT DATA

COMPONENT(S) CHEMICAL NAME

Trichloroe thy lene

CAS REGISTRY NO

79-01-6

'. |ASP'G.)

100

ACGIH TLV-TV.A

50 ppn

III -PHYSICAL DATA

APPEARANCE AND ODOR

Colorless clear liquid;
mildly sweet odor

BOILING POINT

188°F (86.78C)

VAPOR PRESSURE

58 ran Tfe @ 20°C

EVAPORATION RATE
(ether -1): 0.3

SPECIFIC GRAVITY

l.A5@25/25°C

VAPOR OENS'TY IN AIR |A.r 1)

4.5

'. VOLATILE 3Y VOLUME

100

SOLUBILITY IN WATER

0.1 gm/100 gm @ 25eC

e

IV-REACTIVITY DATA

STABILITY

Stable

CONDITIONS TO AVOID

Avoid contact with open flame, electric arcs, or other hot surfaces Uiich
can cause thermal decomposition.

ir;CO'.'-ATiBiLiTY iVai»"a-s to avco

Strong alkalies, coddizers, barlun, lithiun, magnesium, and titanium.

HAZARDOUS DECOMPOSITION PRODUCTS

Hydrogen chloride, phosgene, chlorine.

Will not occur.

TRW-02613
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V - FIRE AND EXPLOSION HAZARD DATA «
H.ASH -OiNT (Metnoo usedj

None (TCC)
EXTiNG JlSHiNG AGENTS
Foam, dry chemical, carbon dioxide (002)

FLAMMABLE L I M I T S IN AIR

8.0X - 10.5% In air @ 25°C

'•

UNUSU*.. F I R E AND EXPLOSION HAZARDS

Toxic gases fonaed by thermal decomposition. Concentrated vapors
source. Firefighters should wear self contained positive-pressure

can be Ignited by high intensity energy
breathing apparatus, and avoid skin contact

VI -TOXICITY AND FIRST AID

EXPOSURE LIMITS (When exposure to inis product and other chemicils is concurrent, the TLV must be defined in tn« workplace )

ACGTH: 50 ppm (8 hr) TWA, 200 ppn STEL OSHA: 100 ppn (8 hr) TWA, 200 ppn Ceiling (for
peak concentration refer to 29 CFR 1910.1000)

(Odor threshold approximately 60 ppa, causes olfactory fatigue)

Consonption of alcoholic beverages may increase the potential for development of toxic effects
resulting from exposure to this product.

Effects described m this section are beiieveo not to occur if exposures are mainta.ned at or below appropriate TlVs
Because ol me w de variation in individual susceptibility TLVs may not b« applicable to a'l persons and those with medical conditions listed below

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE

Acute and chronic kidney or liver disease, rhythm disorders of the heart, and neuritis and other
disorders of the nervous system.

ACUTE TOXIClTV Primary route(s) ol exposure 3 Inhalation ^ Skin Absorption Q Ingeslion

Inhalation: hfajor potential route of exposure. Depresses the central nervous system. Symptoms of
exposure above 100 ppm Include headaches, nausea, vomiting, dizziness, vertigo, fatigue,
lightheadedness and coughing. Exposure above 1000 ppm can cause adverse effects on visual percep-
tion and motor skills. Ventricular arrhythmias and very rapid respiration have been observed in
individuals exposed to 15,000 ppm. High concentrations or prolonged overexposure can cause
unconsciousness and death.

Skin: Prolonged or repeated skin contact can cause Irritation, defatting of skin, and dermatitis.
Absorption of Liquid through intact skin is possible, causing systemic poisoning, but this Is an
unlikely route of significant toxic exposure.

Eyes: liquid can cause pain and slight temporary Injury to eyes. Vapors can irritate eyes.

Ingestion: Single dose toxicity is low to moderate. If vomiting occurs, trichloroethylene can
be aspirated into the lungs, which can cause chemical pneuDonia and systemic effects.

FIRST AID
Inhalation: Reraove to fresh air. If breathing has stopped, administer artificial respiration. Call
a physician.

Skin: Remove contaminated clothing and shoes. Wash skin with soap and water. Decontaminate clothing
before reuse.

Eyes: Flush eyes imnediately with vater for at least 15 minutes. If irritation persists, call a
physician.

Ingestlon: Do not induce vcnitirg. Contact physician or emergency medical facility

NOTE TO FWSICIAN: Mrenalin should never be given to persons overexposed to trichloroethylene.

TRW-02614
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TOxiOTr , ,

F
•

*

TJhe finding of chronic toxic effects in laboratory animals may indicate toxlclcy to huaans.
•Overexposure should be avoided, failure to do so could result in injury, illness or even death.

Chronic overexposure to trichloroethylene has caused toxic effects in the liver, lymphatic (one
species), kidney, and cardiovascular system of laboratory animals. Hjnans exposed to trich-
loroethylene can becone intolerant to ethyl alcohol, with small quantities causing inebriation and
skin blotches.

Carcinogeniclty - Trichloroethylene has been evaluated for possible cancer causing effects in
laboratory animals. Ingestion studies in B^C^F^ mice exposed to concentrations up to 2,239 mg/kg
males and 1,739 mg/kg females found statistically significant increase In liver tumors. Ingestion
studies of Oebome-Mendal rats exposed to concentrations up to 1,097 mg/kg found no statistically
significant Increase In cancer. Inhalation studies of Wistar rats, ^^RI mice and Syrian hamsters
exposed to concentrations up to 500 ppm found no statistical increase in cancer except in the fenale
mice where significant Increases in lymphoma's were observed.

The International Agency for Cancer Research considers liver tumors in mice as limited evidence of
animal carcincgenicity.

Five Epidemiolcgical studies using a variety of testing approaches have found no increased incidence
of cancer in groups exposed to trichloroethylene.

Trichloroethylene is not listed on the IARC, OTP or OSHA carcinogen lists.

Reproductive Toxicity: Reproductive toxicity tests have been conducted to evaluate the adverse
potential effects trichloroethylene may have on reproduction and offspring of laboratory animals.
Results indicate trichloroethylene did not cause birth defects in mice, rats or rabbits.
Trichloroethylene did delay the normal development of rats but this delay did not affect later
life.

VII - PERSONAL PROTECTION AND CONTROLS

RESPIRATORY PROTECTION
Where vapor concentration exceeds or is likely to exceed 50 ppn, an approved organic vapor type
respirator is acceptable. Approved self-contained breathing apparatus or air line respirator,
with full face piece, is required for vapor concentrations above 1,000 ppa and for spills and/or
emergencies. Follow all applicable respirator use standards and regulations.

VENTILATION
Do not use in closed or confined space. Open doors and or windows. Use ventilation to maintain
exposure levels below 50 ppm (TWA).

SKIN PROTECTION
Wear solvent-resistant gloves such as Viton, polyvinyl alcohol, or equivalent. Solvent-
resistant boocsj apron, headgear and/or faceshield should be worn where splashing is possible.

EVE PROTECTION

W<»ar safety glasses. Contact Lenses should not be worn. Chemical goggles and/or face shields
should be worn where splashing is possible.

HYGIENE

Avoid contact with skin and avoid breathing vapors. TJo not eat, drink, or smoke in work area. Wash
hands prior to eating, drinking, or using restroom.

OTHER CONTROL MEASURES
To determine the exposure level(s), monitoring should be perfomud regularly. Safety shower
and eyeuash station should be available.
NOTE: Protective equipraent and clothing should be selected, used, and maintained according to
applicable standards and regulations. For further Information, contact the clothing or equipcent
manufacturer or the Vulcan Chemicals Technical Service department.

TRW-02615
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VIII - STORAGE AND HANDLING PRECAUTIONS .

Follow protective controls set forth In Section VII when handling this product.
Store In tightly sealed, labeled containers In a cool, dry, well-ventilated area. Prevent water or
moist air fron entering storage tanks or containers. Do not cut or weld on empty or full drums.
Alunirxm equipment should not be used for storage and/or transfer.
Vapors are heavier than air and will collect In low areas.
Do not remove or deface labels. Eb not reuse drua without recycling or reconditioning in accor-
dance with any applicable federal, state or local laws.
Contact with aluminin parts In a pressurizable fluid systea may cause violent reactions.
Consult equipment supplier for further Information.
Liquid oxygen or other strong coddants may form explosive mixtures with trichloroethylene. Consult
supplier before using In liquid oxygen service.

IX - SPILL LEAK AND DISPOSAL PRACTICES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Evacuate the area, ventilate, and avoid breathing vapors. DUoe area to contain spill. Clean up
area (wear protective equipment - refer to Section VII) by napping or with absorbent material, and
placing in closed container for disposal. Avoid contamination of ground and surface waters. Do not
flush to sewer.

If spill occurs indoors, turn off heatirg and/or air conditioning systems, to prevent vapors frcm
contaminating entire building.

WASTE DISPOSAL METHOD

Recovered liquids may be sent to a licensed reclaimer or incineration facility. Contaminated material
must be disposed of In a permitted waste management facility. Consult federal, state, or local disposal
authorities for approved procedures. c

X-TRANSPORTATION

DO" AKO CLASSIFICATION

OFW-A

EQUIRED

None

LA3EL ScCL/iRED

ORf-A. Label as required by OSHA Hazard Conrxnlcation Stardard, and any applicable state and local
regulations.

Medical Emergencies
Call collect 24 hours a day
lot emergency lexicological
information 415 821-5338

Other Emergency information
Call 316 524-5751 {24 hours)

DATE C? PREPARATION j^ i

For any other information contact:
Vulcan Chemicals
Technical Service Department
P.O. Box7689
Birmingham, AL 35253-0689
205 877-3459
8 AM to 5 PM Central Time
Monday through Friday

NOTICE . ca-C"e—>ca s 3e eves iianie ir'of—a' 01 cc^ia "»2or- irns Va'e-'a Sa'eiv Oa'a S-er <s acc--a'e T"» 5«cccs:ejc-3cec-'«s j'e ra<e
;a'e :' t<- :3' c- T'-e, a'e no1 "ecess..v > a< •"; -s .* >•?• v y acec-aie " »•«'/ ^ 'C-~s 3"ce A so ,-e s-;c-- -~s s-'Ci. c "0 De cc" -s-c .* •• •

EXPRESS OB IMPLIED Of MERCHANTABILITY. FITNESS OR OTHEflVMSE IS MADE
Fotn 3Z39-5/0

TRW-02616
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OCCIDENTAL CHEMICAL
MATERIAL SAFETY DATA SHEET

MSDS NUMBER: M 1 103

MSDS DATE: 11-16-87

PRODUCT NAME:

I. PRODUCT IDENTIFICATION

3* HEALTH HAZARD. 1 FIRE HAZARD. & 0 REACTIVITY
Based on -the National Paint & Coatings Association HMIS rat 1no systen

MANUFACTURER'S
NAME AND
ADDRESS

Occidental Chemical Corporation
Customer Service, Occidental Tower.
P O Box 809050. Dallas. Texas 75380

Telephone
( 1-800-752-5151)

79-01-6CHEMICAL NAME: 1. 1 .2-TrIch1oroethylene CAS NUMBER:

SYNONYMS/COMMON NAMES: Trielene D

CHEMICAL FORMULA: CHC1=CC12

DOT PROPER SHIPPING NAME: Tr1cHloroethylene

DOT HAZARD CLASS: ORM-A

DOT I.D. NUMBER: UN 17 10 HAZARDOUS SUBSTANCE: RQ 1000

II. HEALTH HAZARD INFORMATION

EMERGENCY AND FIRST AID PROCEDURES

EYES:
OBJECT IS TO FLUSH MATERIAL OUT. THEN SEEK MEDICAL ATTENTION.

IMMEDIATELY -flush eyes with large amounts of water for at least
15 minutes, holding 1 ids apart to ensure flushing of the entire
eye surface. SEEK MEDICAL ATTENTION.

SKIN:
Wash contaminated areas with plenty of soap and water. A

soothing ointment may be applied to Irritated skin after thorough
cleansing. Remove contaminated clothing and footwear and wash
clothing before reuse. Discard footwear which cannot be
decontaminated. SEEK MEDICAL ATTENTION.

INHALATION:
Remove to fresh air.

mouth-to-mouth resuscitation,
trained person administer
ATTENTION.

If breathing
If breathing
oxygen. GET

has stopped give
1s difficult, have
IMMEDIATE MEDICAL

INGESTION:
Immediate Treatment: DO NOT INDUCE VOMITING. If more than

trace quantities have been swallowed and the patient 1s
•conscious, wash out mouth with water and give 200-300 ml (half a
pint) of warm water to drink. Obtain Immediate medical attention
on site or transport to hospital. Further Medical Treatment:
Following Ingest1on adsorbents such as activated charcoal may be
of value. Gastric lavage may be effective when performed by a
physician within 4 hours of Ingest1on.

CAS • Chemical Abstract Service Number NO • No relevant Information found or not avelleble
CEL • OSHA Permissible Exposure Limit NA • Not applicable
TLV • ACGIH Threshold Limit Value Current CORP • Corporate Exposure Limit

IMPORTANT The information presented herein while not guaranteed, was prepared by competent technical personnel and Is true and accurate to the bell
Ol our knowledge NO WARRANTY OR GUARANTY EXPRESS OR IMPLIED IS MADE REGARDING PERFORMANCE STABILITY OR OTHERWISE This Information la not
Intended to be all-Inclusive tt to the manner and conditions ol use handling and storage Other factors may Involve other or additional safety or
performance considerations While our technical personnel will be happy to respond to questions regarding safe handling and use procedure --'•
handling and use remains the responsibility o' the customer No suggestions for use are intended as. and nothing herein shell be construi
recommendation to infringe any existing patents or violate any Federal. Slate or local laws

TRW-02617
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OCCIDENTAL CHEMICAL Page 2 of 8
VSDS NUMBER: M l 103 11-16-87
PRODUCT NAME: TRICHLOROETHYLENE VAPOR DECREASING GRADE

II. HEALTH HAZARD INFORMATION (Continued)

NOTES TO PHYSICIAN:
Caution: Ep1nephr1ne or other stimulant may cause ventr 1cu.1 ar

arrhythmia due to potent 1at1on of endogenous ep Inephr 1ne. EthyT
Alcohol markedly augments the health • effects of
trIchloroethylene. ' -

Medical Conditions Generally Aggravated bv Exposure

MEDICAL LIMITATIONS: Any condition or symptom discussed above.

ROUTES OF EXPOSURE

INHALATION:
Excessive Inhalation may produce symptoms of central nervous

system depression. ranging from 1Ight-headedness. nausea and
vomiting, to unconsciousness and death.

SKIN:
M i l d l y Irritating to skin. Sk 1n contact may produce a burning

sensation. Prolonged or repeated contact may cause skin to
become reddened, rough, and dry due to the removal of natural
o i l s and may result 1n dermatitis.

May be absorbed through the skin, although not expected to
produce toxlclty through this route.

EYE CONTACT:
An Irritant of the eyes, causing pain, lacrlmatlon, and general

Inf1ammat1on.

INGESTION:
May cause Irritation of the gastrointestinal tract with

vomiting. If vomiting results 1n aspiration, chemical pneumonia
may follow. Absorption through the gastrointestinal tract may
produce symptoms of central nervous system depression ranging
from 11ght-headedness to unconsciousness.

EFFECTS OF OVEREXPOSURE

ACUTE:
Excessive inhalation or ingest Ion may produce symptoms of central

ner-vous system depression ranging from 1 1ght —headedness, to
unconsciousness and death. Exposure of the eyes and skin may
produce Irritation.

CHROMIC:
Can cause headache, mental confusion, depression, fatigue, loss

of appetite, nausea. vomiting, cough, loss of sense of balance,
and visual disturbances and an Intolerance to alcohol. Prolonged
or repeated skin contact may cause dermatitis.

HEALTH HAZARD DATA:

Acute Oral LD50= 4920 to 7193 mg/kg (rat)
Acute Inhalation LC50= 8000 ppm/4 hrs (rat)

IARC lists this product has having Inadequate evidence In
humans and lim i t e d 1n animals to evaluate careInogen1c1ty. (Group
3) .

NTP - A study has shown that 1n the laboratory mouse using
large doses there was an Increase 1n the rate of spontaneous
malignant l i v e r tumors.

MEDICAL LIMITATIONS: Alcohol consumed before or after exposure
may Increase adverse reactions.

TRW-02618

0908-4000



OCCIDENTAL CHEMICAL Page 3 of 8
MSDS NUMBER: Ml 103 11-16-87
PRODUCT NAME: TRICHLOROETHYLENE VAPOR DECREASING GRADE

III. HAZARDOUS INGREDIENTS

MATERIAL OR COMPONENT HAZARD DATA CAS NUMBER X
TrIchloroethylene PEL= 100 ppm 8hr TWA 79-01-6 99.4

PEL= 200 ppm Celling Value
PEL- 300 ppm for 5 mln

1n any 2 hrs.
TLV= 50 ppm 8 hr TWA
TLV= 200 ppm STEL

1.2 Butylene oxide 40 ppm has been suggested 106-88-7 <0.6

See Sect Ion I I

This material 1s listed 1n the TSCA Inventory.
Not listed as carcinogenic by IARC. NTP. OSHA. ACGIH

IV. FIRE AND EXPLOSION DATA

FLASH POINT: None (TCC> AUTOIGNIT1ON TEMPERATURE: 410°C (770°F)

FLAMMABLE LIMITS IN AIR. % BY VOLUME- UPPER: 10.5%
LOWER: 8%

EXTINGUISHING MEDIA:
Fires Involving this product are unlikely. but should one

occur, it may be controlled by carbon dioxide, dry chemicals or
water spray.

SPECIAL FIRE FIGHTING PROCEDURES:
Pressure-demand, self-contained breathing apparatus should be

provided for fire fighters 1n . building or confined areas where
product 1s stored. Storage containers exposed to f1re should be
kept cool with a water spray. 1n order to prevent pressure
bu1Idup.

UNUSUAL FIRE AND EXPLOSION HAZARD:
This product 1s nonflammable and nonexploslve under normal

conditions of use. At high temperatures, this product decomposes
to give off hydrochloric add gas plus other toxic and Irritating
•vapors such as phosgene. If storage containers are exposed to
excessive heat, over-pressur1zatIon of the containers can result.

0908-4001
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OCClOFNTAt. CHEMITAI Paqe 4 of 8
M'ju:; NUMiurit. MI 10.1 i I lu U7
PRODUCT NAME: 1RICHLOROE1HYLENE VAPOR DEGREASING GRADE

V. SPECIAL PROTECTION

VENTILATION REQUIREMENTS:
Use 1n we! 1-vent 1 la-ted areas. Where engineering controls are

not -feasible, use adequate local exhaust ventilation.

SPECIFIC PERSONAL PROTECTIVE EQUIPMENT

RESPIRATORY:
Respiration protection 1s not required under normal use.

However, use a NIOSH/MSHA approved respirator -following
manufacturer's recommendations where vapor, mist or spray may be
generated.

EYE:
Face shield and goggles or chemical goggles should be worn.

GLOVES:
Impervious gloves should be worn. Gloves contaminated with the

product should be discarded. Polyfluorinated polyethylene has
been suggested.

OTHER CLOTHING AND EQUIPMENT:
Standard work clothing. Standard work shoes; discard 1f shoes

cannot be decontaminated. Store contaminated clothing 1n well
ventilated cabinets or closed containers. Wash contaminated
clothing and dry before reuse. Shower and eyewash facilities
should be accessible.

MONITORING EXPOSURE

BIOLOGICAL:
Analysis of blood for trlchloro acetic acid and trlchloro

ethanol has been correlated with exposure; urinary concentration
of these metabolites may also correlate with routine constant
exposure but not as a quantitative index of exposure.

PERSONAL/AREA:
Use NIOSH Analytical method number 1O03 for halogenated

hydrocarbons.

VI. PHYSICAL DATA

BOILING POINT 9 760 mm Hg: 87.0°C

FREEZING POINT: -86.4°C

VAPOR PRESSURE: 73 mm Hg 9 25°C

SPECIFIC GRAVITY (H2O= 1 ) : 1.45

SOLUBILITY IN H%O % BY WT: 0. 11

VAPOR DENSITY ( A 1 r = l ) : 4.54

APPEARANCE AND ODOR: Clear, colorless liquid with a sweet odor

pH: NA

EVAPORATION RATE (BuAc= 1 ) : 0.30

% VOLATILES BY VOL.: 100

TRW-02620
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OCCIDENTAL CHEMICAL Page 6 of 8
MSDS NUMBER: M l 103 11-16-87
PRODUCT NAME: TRICHLOROETHYLENE VAPOR DECREASING GRADE

X. ADDITIONAL INFORMATION

OSHA Standard 29CFR 1910.1200 requires that Informat Ion be
provided employees regarding the hazards of chemicals by means of
a hazard communication program Including labeling. material
safety data sheets, training and access to written records.

Note: For additional Non-Emergency health, safety, or environmental
Information, telephone (716) 286-3081.

For Emergencies: 24 HOUR EMERGENCY PHONE: (716) 278-7021

TRW-02621
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OCCIDENTAL CHEMICAL Page 7 of 8
MSDS NUMBER: M I 103 11-16-87
PRODUCT NAME: TR1CHLOROETHYLENE VAPOR DECREASING GRADE

WARNING LABEL INFORMATION

SIGNAL WORD: DANGER I

STATEMENT OF HAZARDS:
VOLATILE SOLVENT
PROLONGED BREATHING OF VAPOR CAN CAUSE DIZZINESS. LOSS OF

CONSCIOUSNESS, LIVER AND KIDNEY DAMAGE. AND MAY RESULT IN DEATH.
CAUSES IRRITATION OF THE EYES. SKIN. AND RESPIRATORY TRACT.
MAY BE FATAL IF SWALLOWED.

PRECAUTIONARY STATEMENTS:
Do not get In eyes, on skin, on clothing.
Do not take inter-na 1 1 y .
Use only with adequate ventilation to maintain vapor exposure level

below TLV.
Employ respiratory protection when exposure to vapor Is possible.
When handling, wear chemical splash goggles, protective clothing

and solvent-resistant gloves.
Wash thoroughly after handling
Never enter a pit or tank without observing safety procedures never

alone, always with a life line and always with a positive supply
of fresh air.

Avoid contact with flames, hot glowing surfaces, or a l k a l i metals
to prevent decomposition resulting 1n toxic and Irritating
vapors.

Keep container tightly closed.
Store 1n cool, ventilated place.
See Material Safety Data Sheet for more detailed Information

regarding safe handling.

FIRST AID:

IN CASE OF CONTACT:

FOR EYES:
Immediately flush with plenty of water for at least 15 minutes,

holding eyelids apart to ensure flushing of the entire eye
surface. SEEK MEDICAL ATTENTION IMMEDIATELY.

SKIN:
Wash contaminated areas with plenty of soap and water. A

soothing ointment may be applied to Irritated skin after thorough
cleansing. Remove contaminated clothing and footwear and wash
clothing before reuse. Discard footwear which cannot be
decontaminated. SEEK MEDICAL ATTENTION.

INHALATION:
Remove to fresh air. If breathing has stopped give

mouth-to-mouth resuscitation. If breathing 1s difficult, have
trained person administer oxygen. GET IMMEDIATE MEDICAL
ATTENTION.

IF SWALLOWED:
Immediate Treatment: DO NOT INDUCE VOMITING. If more than

trace quantities have been swallowed and the patient 1s
conscious, wash out mouth with water and give 200-300 ml (half a
pint) of warm water to drink. Obtain Immediate medical attention
on site or transport to hospital.

NOTES TO PHYSICIAN:
Caution: Eplnephrlne or other stimulant may cause ventricular

arrhythmia due to potent1at1on of endogenous eplnephrlne. Ethyl
Alcohol markedly augments the health effects of
tr1chloroethylene.

TRW-02622
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OCCIDENTAL CHEMICAL Page 8 of 8
M3OS NUMBER: M l 103 11-16-87
PRODUCT NAME: TRICHLOROETHYLENE VAPOR DEGREASINQ GRADE

WARNING LABEL INFORMATION (Continued)

IN CASE OF:

SPILL OR LEAK:
Leaks should be stopped. Spills should be contained and

cleaned up Immediately. Large spills should be removed by vacuum
truck. Smaller spills may be soaked up with absorbent material
which should be placed 1n closed containers, labeled, and stored
1n a safe place out of doors to await proper disposal. Spilled
material should be disposed of 1n accordance with federal, state
and local regulations. Persons performing this work should wear
adequate personal protective equipment and clothing.

FIRE:
Use carbon dioxide, dry chemicals, foam or water fog.

Pressure-demand. self-contained breathing apparatus should be
provided for fire fighters.

HANDLING AND STORAGE:
Store containers In a cool. dry. well ventilated area.

Package, store, transport and dispose of all waste material and
any contaminated equipment 1n accordance with a l l applicable
federal, state. and local health and environmental regulations.
Shipments of waste materials are subject to regulations.
Shipments of waste materials are subject to manifesting
requirements per applicable regulations.

HMIS RATING SYSTEM: HEALTH 3* FLAMMABILITY 1 REACTIVITY 0

FOR INDUSTRIAL USE ONLY LABEL 111687M1 103

TRW-02623
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U.S. DEPARTMENT OF LABOR

Occupational Safety and Health Administration

MATERIAL SAFETY DATA SHEET

Approved
No. 44-Rlia7

Required under USDL Safety and Health Regulations for Ship Repairing,
Shipbuilding, and Shipbreaking (29 CFR 1915. 1916, 1917)

SECTION 1
MANUFACTURER'S NAME

GENERAL CHEMICAL CORP

EMERGENCY TELEPHONE NO.

(617)- 872^500^
ADDRESS (Number, Street, City, State, and ZIP Code)
33-138 LELAN6 STREET FRAMINGHAM. MA 01701

CHEMICAL FAMILY FORMUI
TRADE NAME AND SYNONYMS

SECTION II - HAZARDOUS INGREDIENTS

PAINTS, PRESERVATIVES, It SOLVENTS

PIGMENTS

CATALYST

VEHICLE

SOLVENTS TRICHLOROETHYLENE

ADDITIVES ISOPROPYL AMINE

OTHERS PROPYLENE OXIDE "

%

50

25

25

TLV
(Unto)

50

5

10

ALLOYS AND METALLIC COATINGS

BASE METAL

ALLOYS

METALLIC COATINGS

FILLER METAL
PLUS COATING OR CORE FLUX

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS. SOLIDS^OR GASES

K

*

TLV
(Unto)

TLV
(Unto)

SECTION III - PHYSICAL DATA

BOILING POINT (°F.| 135°F SPECIFIC GRAVITY <HjO-l)

VAPOR PRESSURE (mm Hf.) R'vot!uiie<(%rTI1"*

VAPOR DENSITY (AIR-1) EVAPORATION RATE

SOLUBILITY IN WATER SLIGHT

1.290

100%

APPEARANCE AND ODOR STRONG AMMONIA ODOR

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLASH POINT (Method UMdl ,APOn FLAMMABLE LIMITS L«l
1U5 r

u*

EXTINGUISHING MEDIA

SPECIAL FIRE FIGHTING PROCEDURES

UNUSUAL FIRE AND EXPLOSION HAZARDS

•AGE (1) (Continued on revena eide) Fotw OSHA-20
R«». Miy 71

0908-4006
02624



SECTION V - HEALTH HAZARD DATA
THRESHOLD LIMIT VALUE

EFFECTS OF OVEREXPOSURE
Light-headedness, giddiness, shortness of breath, possible narcosis, possible

cardiac arrhythmias at high concentrations.
EMERGENCY AND FIRST AID PROCEDURES
Inhalation: Remove to fresh air. call a physician. Do not

or simialar drums.
eive eoineohrine

Skin or Eye Contact: Flush with water. May cause burns.

SECTION VI - REACTIVITY DATA
STABILITY

INCOMPATABILITY

UNSTABLE

STABLE

(

X

:ONDITIONS TO AVOID
Open flames or high temperatures.

(Material! to avoid)

HAZARDOUS DECOMPOSITION PRODUCTS
Hydrochloric and hydrofluoric acids — possible carbonyl halide.

HAZARDOUS
POLYMERIZATION

MAY OCCUR

WILL NOT OCCUR X

CONDITIONS TO AVOID

SECTION VII - SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Ventilate area — especially low places where heavy vaoors miaht
collect. Remove open flames.

WASTE DISPOSAL METHOD _ , . . . .
Reclaim by distillation

SECTION VIII • SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION (Sfteify tyft) .

Use air mask in high concentrations.
VENTILATION LOCAL EXHAUST

When large amounts ar*» r
MECHANICAL (General)

Especially in low places
PROTECTIVE GLOVES

When handling liquid
OTHER PROTECTIVE EQUIPMENT

pi pfl=;pH
SPECIAL

OTHER

I EYE PROTECTION
When handling liquid

SECTION IX - SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

area. Do not heat above 90°F.

Store rnnta-{n*>r<j -in a rlaan Ary

OTHER PRECAUTIONS

•AGE (2) a>u .9 . a . P . O . i M I - H I • J 7 1 f J i t o Form OSHA-20
MM. M*r 71
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Material Safety Data Sheet
May be used to comply with OSHA's Hazard Communication Standard,
29CFR 1910. 1200. Standard muat be consulted Tor specific requirements.

QUICK IDENTIFIER
Common Name: (used on label and list)

SECTION 1 -

Manufacturer's
Name GoMC0M*3fe*>l*4»JW

Addre. 133-138 Leland

City. State, and ZIP

Fraraingham, MA
Signature of Person
Responsible for Preparation (Optional)

SECTION 2 - HAZARDOUS

IJiafiprP.

Street

01701

INGREDIENTS/IDENTITY
Hazardous Components) (chemical at common namefs)) OSHA

PEL

Trichloroethylene

f§eTO»«r<*»****-*<
Other
Information
Calls

Date
Prepared

ACOIH Other Exposure
TLV Limits

100PPH

300

% CAS
(optional) NO.

50 79-0

Monoisopropylamina 5PPM 25 75-31-0

Propylene Oxide IOOPPM 25 75-56-9

SECTION 3 - PHYSICAL & CHEMICAL CHARACTERISTICS
Boiling
Point 110°F

Specific
Gravity (H.O-1) 1.2 Pressure (mm Hg) 120mmHg

Vapor
Density (Air - 1> 3.5

Solubility
in Water

Reactivity in
Water

Appearance
and odor Water White, Clear

Melting
Point

SECTION 4 - FIRE & EXPLOSION DATA
Flash Method Flammable Limits LEL
Point 50° F' C Ul>ed Tag Closed cup in Air *by Volum* lower

UEL
Upper

Auto-Ignition
Temperature

Extinguisher
Media Alcohol Foam

Special Fire
Fighting Procedures

Unusual Fire and
Explosion Hazards none

_ TRW-02626

0908-4008



SECTION 5- PHYSICAL HAZARDS (REACTIVITY DATA)
Stability Unstable 13 Conditions

stable B to Avoid Heat, open fire or flames
Incompatability
(Materials to Avoid) Strong Acids

Hazardous
Decomposition Products Hydrogen , Chlorine and other toxic vapors
Hazardous May Occur D Conditions
Polymerization Will Not Occur UJ to Avoid

SECTION 6 - HEALTH HAZARDS
I. Acute 2. Chronk

Signs and
Symptoms of Exposure Vapors will be irritating and roay also cause nausea and vomiting. Contact

of liquid with eyes causes severe injury. Wet clothing may cause burns.
Medical Conditions Generally
Aggravated by Exposure

Chemical Listed as Carcinogen National Toxicology Yes Q I.A.R.C. Yes Q OSHA Yes Q
or Potential Carcinogen Program No tf Monographs No D* No B

Emergency and
First Aid Procedures if inhaled , remove to fresh air. Give oxygen if breathing is difficult. Call
a physician immediately. Flush eye contact with plenty of water for at least 15 minutes
anri then get- medical care, flush skin with watery. Remove contaminatpri rl nt-hi ng. .

- [/Inhalation •
\ _ Remove to fresh air. Give oxygen if breathing is difficult. Call physician._

* " Flush with plenty of water for at least 15 minutes then get medical care.

ENTRY / "' Flush with plenty of water. Remove contaminated clothing.
4. ingeation

SECTION 7 - SPECIAL PRECAUTIONS AND SPILL/LEAK PROCEDURES
Precautions to be Taken
in Handling and storage Store in a Cool, Dry place designed for flammable liquids.

Other
Precautions

Steps to be Taken in Case _,.. . . / - . . . T T , . i . i > jMaterial is iieieased or Spilled Eliminate sources of ignition. Wear protective clothing and

self contained breathing apparatus. Collect in a waste container.
Waste Disposal
Methods (Consult federal, state, and local regulations) SeCUTB Land Fill

SECTION 8 - SPECIAL PROTECTION INFORMATION/CONTROL MEASURES
Respiratory Protection
•specify Typo _ Chemical Vapor Mask or self contained breathing apparatus _
Ventilation Local Mechanical Special Other

Exhaust (General)

Protective " Eye
Gloves Vinyl , Rubber Protection Splash Goggles
Other Protective " " '•

tl - TRW-02627
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J. l .oAK€» INC. 122 =50 SC'-'OOL L A N 6 » r>hILl_I PSaURUt NJ U386:>
' A T - ' I ^ L S A F E T Y ^ ^ " i S < J -- E T

2<*-nOvJR e*e»GENCV TELFpHQNE — (2011 659-2151
r^EC it ( 6 0 0 ) 4-2^-^300 — N'ATI'J' '-L R J S P J ' - S Z CENTER .'> ('100) 42<t-8302

^OJ <03 It It Z-TKIC'HL'JKJ-. t 2 » Z - T r s I F L rj^'JFTM
<_FF tECT IVL : J5/01/89 ISSU'fO: 05/17/99

J.T.JAi\£K IN..» 222 -%:^ oC-" r j JL LV-lff -1 HILL I PS3U I ', » JJ Ct ib j f

SECTION I - P^'JjJCT lJtMIFIC«.TI3'l

PKJJJC7 \A"C : I t l .Z-TMC . _
CCMMJ-* SYNJNY", S: F" c'J J 113; FLUORUCA^J < 112; 1»1» 2-TRi:HLDROT\IFLJLJRDETHANt
LHtMlLAL FH"1ILY: C n L L R I ' U T - 0 H Y j ^ O C A ^ j n \ S
FuKMULA: CL2FCCF2CL
FORMULA '^T.: Id7.3j
CAi JJ. : 76-13-1
»IJb |- l /RTECS ',j.: KJ^j03000

PRO JUG T USl: L4:)JR".TCKr . ^ Z A o L N T
PKOJUCT COJc^: 9 j?3 »"- 343t 9^.^-5 > W S ^ l t } 337

?R:CAJT IO ,4ARY LA r 'EL l f JG

JAKcR 3Af— 7- JATA-:= SYbT-. ' l
H E A L T H - 2 MOD-RATE
rLAM- lA3 IL I T Y - 1 SLIGHT
. ^ c A C T W I T Y - J *!QNE
c c ' i T A C T - 2 /OOERA T E

LABORATORY PR3TECTIVE IsJUIDM£NT

zbi LAb C U A T ; VcNT HOJD; PROPER iLCVES

U.S. PRCCAUTIUMARY LABELING

CAUScS IRRITATIGN. HARMFUL IF INHALED-
AVCIU CONTACT /JITH EYESt SK.IMt CLOTHING. KEEP IN TIGHTLY CLOSED CONTAINER.
4 ASH THOROUGHLY AFTER HANDLING.

INTERNATIONAL LAbELIIG

AVOID CONTACT WITH EYES. AFTER C O N T A C T WITH SKINt rfA SH HMEOI ATELY WITH
PLENTY OF WATER. KEEP CONTAINER TIGHTLY CLOSED.

5AF-T-UATA* STORAGE COLOR CODE: GRANGE ( G E N E R A L S T O R A G E *

CONTINUED ON PAGE: 2

0908-4010

TRW-02628



" A T L '. 1 < '_ S ', F I T Y ? A T A S M E E T

24-HO'Jf-. E ^ ' r / j F N C r T"zLEP' - !2 \E — (201) »;5<?-.U51
C.HEMTKdC ^ (3001 T 2 4 - ' 3 G ; — 'iAT!i-r;,«L ^ r "5P r J s 'SP C ,* MOO 424-8302

.00 <CJ I, 1, 2-TPICHLJRJ-L t2 f2-TRIFL 'J3P JL
E C T 1 V £ : J5 /OL /39

PAGE: 2
ISSUED: 05/17/S9

S£C n 0'' II - ^'1; ' ' IS

CAS 'Ju.
73-13-1 "J-100

GSHA/PEL ACGIH/TLV
1003 °PM LOGO PPM

III - PHYSICAL D A T A

I.10 POINT: t3 C (113 F)
( AT 760 "M H G )

.̂  PU1NT: -35 C (-31 P)
( A T 760 '-H ^ G >

JPLCIFIC G K A v I T Y : N/A

VAP"R P R E S S U R E
( 2C C)

VAP1R OFNSITY (

EVAPORATION

= l|: 6.5

JGLUtilL ITY( H2D ) : NEGLIGIIiL" J < 0 . 1 t > ^ VOLAI ILCS tiY VOLUME: 100
(21 C)

GK THRESHGLJ (P. P .,'!.): N/A PHYSICAL STATEt LIQUID

COEFFICIENT W A T E R / O I L D IS rUJUTIC'j: N/A

A P P E A R A N C E & 3 DOR : CLEARt COLURLESS LIOUIJ, FA I, 'IT ETHER-LIKE QDJR.

SECTION IV - FIRE AMD EXPLOSION HAZARD DATA

FLASH POINT CLOSED CUP): N/A

AUTuItiNITION TEMPERATURE: S/A

f-LAM.'IABLt LIMITS: UPPER - N/A LOWER -

FIKE cEXTINgUISHING MEDIA
USE tXTI\jUISHIMG MEDIA A P P R O P R I A T E FJP SURROUNDING FIP.E.

SPcCIAL FIRE-FIGHTING PR^CcDJRES
FIKEFIGHT-RS SHOULD ' i £ A R PRO°ER PROTECTIVE E«)UIpvENT A V O SELF-CONTAINED
dKtATHIMG APPARATUS WITH FULL FACEPIECfr OPERATED IN PJSITIVE PRESSURE
-IJUE.

CONTINUED ON PAGF: 3

TRW-02629
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u AKik li.C. _ Z2 •*_ J SCi-L-i. L~'lli •• -> ILuI P' 3 -P ' » U 'M -<6
-I A T I -. I \ L 3 A (- -r r Y 0 + T A S H -. I T

E " E 7 jc. ' .CY z ^ ' ^ J ' . E — 2'' > ^ 5 < = - 2 ? " l
i'A (600) :t24-Q33p -- ' J A T I C i * L K r S P ^ I S ' : C £'.!•:•< J ( 8 0 0 )

<03 1, l»2-TH.IChLURJ-L »2 ,2- TP IPL'JG0 J^T^Af iE PAGE: 3
iVL: 03/01/39 1550^01 05/17/89

Si-CTIJn IV - F l^ fc Af,J c X P L J S I ? 1 !

UNUSJAL F!K£ u EXPLJSI3N HAZA^.'Jb
JJ .Jc IOEv.r IFIEiJ.

T O X I C
' j A ; I D S » CAR-;'JM • | 0 v j c x i ^ h » CAR^,;:,-. c ioxi IE. PHOSGI :ME»

JJIUrj O A T A - S E N S I T I V I T Y TO ML-CHA ^ 1C A t I - 'PACT
• J J J E lOENTIFIED.

t-XPL.JSUfJ D A T A - S E N S I T I V I T Y TO STAT IC "TST

S E C T I O N V - HEALTH H A Z A R D O A T A

THRcirlOLU LitIT \/ALUt ( T L V / T W A ) : 760D flrVi3 (1000 PPM)

RT-TtERM EXPOSURE LUIT ( S T E L ) s 9500 Mr,/"3 (1250

PERMISSIBLE EXPOSURE LIMIT (PEL) : 7600 MG/^3 (1000

TOXICITY OF CJMPDNENTS

URAL RAT L350 FOR TRI CMLORO TRIFLUOROETHAflE 43 G/KG
: NTP? NO IARC: NU Z LIST: NO GSHA REG: NO

CARCI.MOGENICITY
NJN£ IDENTIFIED.

nEPRUJUCTIVE EFFECTS
NJNc IDENTIFIED.

A F F E C T S OF OVER EXPOSURE

I^HALATIO>4: HEADACHE, NAUSEA, VOMITING, DIZZINESS, DROWSINESS,
IRRITATION OF UPPER RESPIRATORY TRACT, JNCONSC IDUSNESS ,
MAY CAUSE N A R C O S I S

SKIN CONTACT: DERMATITIS

CONTINUED (JN PAGE: 4

0908-4012
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J . T . _ A K t f - I VC . '-21 -':.-; jC i l ' J^L L , ' -N~» P' l lLLl P^'^f .J 1^365
S A T _ -. I \ L S A F 1 T Y » ^ T 4 Z ^ <? -1 T

Z-t-Hli'JR f-'E^Jc <C Y TR_f? ' -O, 'E — I 2"> L ) °.5?-ZlSl
r f ( C O O )

<C3 It 1, 2-T^ICHLJXa-l t2 ,2-T?I cL JOROdTHANE PAGE: 4
c F F E C r i V c : 05/01/59 ISSUED C5/17/89

V - HEALTH M A Z A ' J J

COI\TA:T:

A3SG ; <PTICM: NT' fir f U^.jTlF I 6

CHRONIC c-FECTS: NC.'I^ !Or )T lF l ^O

FAKbtT QRGANb
.i N» H EA^ T

MEDICAL C u J U i r i O I S o E i ^ R A L L Y A G v » R A V A T - 0 'Y EXPOSURE
JJi'^E IDtNTIFIED

PRIMARY kGUT£S JF E 'JTRY
^i INGESTIONt EYE CONTACr f SKIN C O N T A C T

EMFR&E'ICY AND FIKST AID PRv'jCED'JRES

I'JGESTION: CALL A PHYSICIAN. IF S * A L L O W < E O » 00 NOT INDUCE VOMITING.

INHALATION: IF INHALEO, REMGVE TO FKESH AIR. IF NOT JREATHING* GIVE
ARTIFICIAL RESPIRATICN. IF BKtATHING 13 JIFFICULT* GIVE
OXYG-N.

S,<IN CONTACT: IN CASE JF CONTACTt FLUSH SKI\ rilTH W A T E R .

EYt CONTACT: IN CASE OF EYE CONTACT* IMMEDIATELY PLUS^ VITH PLENTY OF
W A T E R FOR AT LEAST 15 MI \UTES.

SARA/TITLE III HAZARD CATcbORIES AND LISTS

ACUTE: YES CHRONIC* YES FLAMMABILITY: ,NO PRESSURED NO REACTIVITY: NO

EXTREMELY HAZARDOUS SUBSTANCE: NO
CEKCLA HAZAR03US SUBSTANCE: NO
TOXIC CHEMICALS: YES CONTAINS CHLORINATED FLUDROCARBQN tFREON

113)
GENERIC CLASS: CO 2

TSCA INVENTORY: Y£S

CONTINU£D n,-< PAGE: b

TRW-02631
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-AM:- I .C. 122 J-.) 3 C . : J ' _ _ - i \ r t ^ i I L L ! PS . ' ' R , i "IJ : c5r,5
1 ^ T I I ' L $ '* £ -: T v " \ y A r J r r T

Z^r-^G'lk E ' £ J 3 i ' , C Y T c L ' _ D - n ' J £ — ( 2 ~ j l ) ? 5 9 - 2 1 f l

£ i BCC) ^ <:•+-'- 30J — • U T I C . A L R E S P V i S E CEME-X 'J ( » 3 0 0 ) ^Z^r- 8302

xOO <OJ It i» 2-TRICHLJRJ-l t Z f J - T P I F L - ' I C 3 J2THANd P 4 G c ^ 5
:F f - cCr iV£ : ^3/01/89 ISS'J-D: 05/17/89

; VI - <: - .A"T I V I T Y

STAt i l L ITY : j T A a L h h«iA--CLb P J L Y M E H IZATI G 4: WILL N'JT CCCUR

^U,\L-ITIO r.S TJ A V 3 I ^ : - t E A T t

A L K A L I i - l fTALSt C -'c. 'i 1C ALLV \CT IV t f '- l iT^LSt Z INCt
ALJ .^ I 4U«f M A G lc:SIL'M

OECU 1? rJSITIO^ PVTDUCTS: . iALQG' . -J AC lDS t C A K ^ O ^ ^TlOxIDEt C A R ^ O r j DIOXIDE*
PHJSGE' i f , HALJG'f'o

S E C T I O N VII - SPILL L 0 1 S P C S A L PROCEDURES

STEHS Tu bL T A K E N IN TM E E/E'JT JF A SPILL CR DISCHARGE
'.JcAR S;LF-CuvJTAIMEt) - R- AIMING A P P A R A T U S A \ 0 FULL PROTECTIVE CLOTHING. STOP
LcAK IF Y 3 U CAN 00 SP /!TnOUT RISK.. USE ,^ATER S P R A Y TO REOUCE VAPORS.
TANE W ^ L T H SAO- JR OTHER MN-C'-MBU !ST 13LE A B S T R 2 E N T M A T E R I A L ANO PLACE
I J T O CJ.MTAINER FJR L A T r R JlSPOSAL. FLUSH SPILL A R E A rVlTH ^ATER.

DISPOSAL PROCEDURE
JI5POSE i^J ACCC-RDA' iCE -JITH ALL A P P L I C A B L E FElERALt STATEt ANO LOCAL
ENVlROriME ITAL REGULATIONS.

SECTION VIII - INDUSTRIAL PROTECTIVE

VE.'JTILATICU: USE GENERAL OR L^C AL EXHAUST VENTILATION TO MEET TLV
REQUIREMENTS.

KESPIRATORY PROTECTION: RESPIRATORY PROTECTION REJUIREO IF AIRBORNE
CONCENTRATION EXCEEDS TLV. AT CONCENTRATIONS ABOVE
1000 PP^» A ScLF-CCNTAI 'JEO BREATHING A P P A R A T U S IS
ADVISED.

PROTECTION: SAFETY GOGGLES, ijNiFORM f A P R O N ? POLYVINYL ALCOHOL
GLOVES AR6 RECOMMENDED.

CONTINUED ON PAGE: 6
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J . T . b A < E R 1,'iC. :22 C _ - J GC^DL L A . \ E , ^ HI LLI PS J'JhT-, JJ 3
r-' A T •_ - I i L <, ± T- :- * * n i T A S n = z T

2^-HG'JtJ c l £ r (3 ; ,CY TPL tp - iC - 'E — (2CU °59-21Sl
CHcHTREC 0 ( 6 0 0 1 ^2<V- r '30C — NATI'JV-L K f S F 3 ' l S E C £ N T C R # (?00 ) 424-8302

iOO <03 If l,2-TrUCHLuX(j-i » 2 t 2-T°,IFL'JJ^ JETHANc P A G E : 6
F F t C T l V f c : v.3/01/89 ISSUFO: 05/17/39

^ ^ C T I O ; IX - S T J r A u E A " ' J .U'J^LING ?P,CC AUTION S

i T G R A G L C.OL31'. uOU_ : 1RA'J';= (O f ' =KAL S T r 3 R A G F »

JTJKAJE R E T U t , E V E N T S
<ct:P CU;,TiI,iER TIGHTLY CL3SED. S ^ l T A b L c FCri A V Y GENERAL CH-flCAL S T O R A G E
ArvtrA. STJ-lh 3£L'J-< 4-5 C.

SECTION X - T - .A^S 0 J '^TATION D A T A A ^ ^ D ADDITU^AL INFORMATION

JOMESr iC (D.J.T.)

?RuPE^ SHIPPING \AM£:: C M £ ' 1 I C ^ L S » M.U.S. ( f. 'Cr,-FsEGULATEa)

I NTcH NATIONAL (I.M.J.)

PkuPER SHIf-PUG NAME: CH6>I ICALSf N.O.S. ( NCM-
no

AiH ( I .C.A.G.)

PROPEK SHIPPING NAME: CH EM 1C ALS * N.O.S. ( NCN-RtfGUL A T E O )

U.S. CUSTOMS HARMONIZATION NUMBER: 2903405C2C1

t P A / T S C A cXPOr^T NOT IF 1C AT UN
YiEb

N/A = NOT APPLICABLE CK NOT AVAILABLE
N/c = NOT ESTABLISHED

THE INFORMATION IN THIS MATERIAL SAFETY DATA SHEET MEETS THE
KEUUIrlEMENTS DF THE UNITED STATES OCCUPATIONAL SAFETY AND HEALTH ACT AND
REGULATIONS PROMULGATED THEREUNDER (29 CFR 1910.1200 ET. SE3. ) ANO THE
C A N A D I A N WORKPLACE HAZARDOUS MATERIALS IMFURMATION SYSTEM. THIS DOCUMENT
IS INTENDED ONLY AS A GUIDE TO THE A P P R O P R I A T E PRECAUTIONARY HANDLING CF
THt MATERIAL bY A PERSON TRAINED IN, OR SUPERVISED 3Y A PERSON TRAINED
IN, CHEMICAL HANDLING. THE USER IS RbSPONSI3LE FOR DETERMINING THE
PRECAUTIONS A^ID DANGERS JF THIS CHEMICAL FOR HIS OR HER PARTICULAR
APPLICATION. DEPENDING ON UiAGE, P R O T E C T I V E CLOTHING INCLUDING EYE AND
FACE GUARDS AMD R E S P I R A T O R S MUST BE USED TO AVOI1 CONTACT '-/ITH MATERIAL
0' KEATHING :HEMICAL VAPORS/FUMES.

CONTINUED ON PAGE: 7
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J . r . _ A < £ a I*,C. 221 •>:" SL.P^L L.'.N-? .- i lLLIPif'.'k"., '.J ^-^^^

• A r _ -, I * L J A ^ f T Y . ' i l l S ' J 'i i T
Z'r-HCJK c lcr .Jcf .Cr T t . l E r > ^ J f E — ( 2 ^ 1 ) £ 59- <. 1 ̂  1

C.icMT?,EC rf (SCO ^24- r30: — (ATIQ'^L R ^ S P j ' l S E r E' lTER -s ( ^ 0 0 » 424-8802

. -.CJ <OJ L» L» 2- TisICHLiJOQ-l ,2t 2-TRIFL J'JR JFTHANE PAG?: 7
C T I V E : J5/01/2«5 I S S U r O ^ 05/17/39

EXPJSOKE TO Tr l lS PRUjUCT ,1A Y HAV t 5^ r i 'Db"; A U V E ' S L M c A L T H cFF-CTS. THIS
CHtMICAL MAY i; jT:-r iACT * IT H UT !;.-% StJ.IST A, 1C - S . STJCE THE P J T E ^ T I A L USES
Arvc. id VARIE^t aAKLr<. CA, / ;OT ;AR,>j OF ML 'F Th-5 P D T t J T l A L D^lGEPS OF USE
UK I^T'-RACTIL,^ v^ITri CTMc.i Sri lMICALS 3-^ . 'UTTRIALS. aAK'IR ^ A R - A \ T S T H A T
FHt C^cMICAL I tcTS T I E SPECIFICATIONS S-1T FQOTH _H THE LAjcL.
JAS.C.', J lSCLAI - iS 'VNY UTHtP i A ^ K A J T I E 3 » E X ' k S S S c O 1R I^'PLIEJ ^ ITH R E G A R D
Tu TJ-: PROOULF 5 ' J P P L I c ^ -IE-1 cU'.OEHt iTj -<- -<C H/^TA • ILITY OR ITS C IT^;ESS
FCrk A H ARTICULAR PUAr-GSt .
TH1 Ub^R SHJULO KfcCJoNIZJ T H A T THIS ?J'J'JMC T CAN C AUSF SEVERE INJURY AND
EVbN U c A T H t c ^ F E C l A L L Y IF IVP\ '2PERLY M A i P L c r C C°. THE KNO.iN DAV'J IXS TF USE
A R E iJT HEiU-J. R"nJ ALL 3 K rC AUTIONA < Y I 'JFCP NATION. A S J = ̂  0?CU^

L,E\E^AL SAFETY I\ F'JkM AT IJN JLC3ME5 AVULA.1LE, ^ A K E R WILL P E ^ T 3 0 I C A L L Y
riEVISt THli: - ' A T c R I A L S A F E T Y C A T A SHEET. lc YOU M A V c A^Y jUESTICf !S f

PLEASE CALL :JSTOfEK SEKVICE ( 1-3CO-Jf 3AK E P ) FC,< A S S I S T A N C E .

CCFYKIL/r iT l^ j^ J.T.J^KEK I'C.
* TKAJt MARKS JF J .T ..; AK. Er. INC.

A P P R J V E D UY TJALITY ^SSU^A' .CE DEP ART^E'-'T.

— L^ST P A G E —

0908-4016



APPENDIX D
Forrn Approved
Budpel But..u No. 44-RIJS7
Approval Eip.r«l April 30. 197' U.S. DEPARTMENT OF LABOR

WORKPLACE STANDARDS ADMINISTRATION
Bureau of Labor Standards

MATERIAL SAFETY DATA SHEET
SECTION I

MANUFACTURER'S NAME c.
ADDRESS '*«ff*". Si»c»i. C<ir. Sioif. eitj ZIP Coit)
NO. 1 Gateway Canter. Pittsburgh, Pa. 15222

- 'CHEMICAL NAME AND SVNONWS

1,1,1 Trichloroefhanp, mpf-hyl rhl n-
CMEM'ICAU FAMILY _, . . , ~ ' , ]

Chlorinated, Hydrocarbon^
FOBMUL*

Form No. LS&-OOS-*
M»y 1969

SECTION m PHYSICAL DATA

r*IMTS. PRESERVATIVES, i SOLVENTS | % (J^^)

PIGMENTS

CATALVST

VEMictE

SOLVENTS

ADDITIVES

OTMJRS

OOi 350

ALLOYS AND METALLIC COATINGS

• ASE METAL

ALLOTS

METALLIC COATINGS

*

FILLER METAL
'LUS COATING OR CORE FLUX i

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS. OR CASES %

SECTION H

BOtL'NG **O'NT f°F.)

VAPOR PfitSSURE l«im HO. I

VAPO* OfNSITV lAlfi- 1)

SOLUBl ' . 'TV (N W A T E R N6g'

165.4

120

HAZARDOUS

SPECIFIC GRAVITY IHjO^II

PERCENT VOLATILE
BV VOLUME m

A C A EVAPORATION RATE
H • JH ! i = i )

igible

TLV
(U-ii»)

TLV
(Unit.)

1.31
100

0.35

APPEARANCE AND ODO« Colorless appearance, ethereal odor

T SECTION IV FIRE AND EXPLOSION HAZARD DATA
F.ASH PO.NT ^8nV"f!Tag, open or closed) FLAMMABLE LIMITS 1 L«l U«l

[

EXTINGUISHING MEDIA

SPECIAL FIR[ FIGHTING PROCEDURES

UNUSUAL HRE AND EXPLOSION HAZARDS Vapors can be ignited only by high intensity sou

j of ignition. Combustion forms HC1 and possible traces of phosgene. |

ce

D-l

0908-4017



SECTION V HEALTH HAZARD DATA
THRESHOLD LIMIT VALUE 350 ppm
EJECTS OF OVERE.POSURE Lo8g of co-ordination and equilibrium to acutal
unconsciousness, and even death, in unventilated areas (such as tanks).

EMERGENCY AND FIRST AID PROCEDURES

Move to fresh air, use artificial respiration if b-rpat-Mr»£ hac ct-nppPH
Administer oxygen after breathing has been restored. '(Never administer.

adrenalin:) Call physician (he iiould not administer adrenalin.)

SECTION VI REACTIVITY DATA
STABILITY

STABLE

CONDITIONS TO AVOID

pOtash.

HAZARDOUS DECOMPOSITION PRODUCTS

HAZARDOUS
POLYMERIZATION

,,--, , ... , ,
HC1 and possible traces of phosgene.

MAY OCCUR

WILL NOT OCCUR

CONDITIONS TO AVOID

SECTION VII SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN"N CASE MATERIAL is RELEASED OR SPILLED . , t . . , . .

Adequate ventilation must be provide

Workmen should be provided with fresh air mask or sent to fresh air.

WASTE DISPOSAL METHOD Forced ventilation or evaporation.

SECTION_Vin SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION fSpeeify type} air

VENTILATION
LOCAL EXHAUST

Sufficient to maintain T.
MECHANICAL (Central)

PROTECTIVE CLOVES Neoprene or Viton EYE PROTECTH
Glasses or goggles

OTHER PROTECTIVE EQUIPMENT
Neoprene apron

SECTION DC SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

OTHER PRECAUTIONS

D-2

TRW-02636

0908-4018



MPR 16 '92 03= 08PM PPG CHM CUST SVC 412-434-4578
R E C E I V E D

MAR 17 1992
P. 2/9

PPG INDUSTRIES, INC. ONE PPG PLACE PITTSBURGH, PA 15272

* * * TRl-ETHANE(R) 377

MSDS NUMBER: 0278
DATE: 08/09/89
EDITION: 004
TRADE NAME: TRI-ETHANE(R) 377
CHEMICAL NAME/SYNONYMS: 1,1,1-TRICHLOROETHANE, METHLYCHLOROFORM
CHEMICAL FAMILY: HALOGENATED HYDROCARBONS
FORMULA: CH3CCL3
U.S. DOT SHIPPING NAME: 1,1,1-TRICHLOROETHANE

ORM-A
N/A
UN2831
1000 LBS/454 KG

ONLY REGULATED WHEN SHIPPED IS BULK OR BY AIR.
* STABILIZED FOR VAPOR DECREASING AND GENERAL SOLVENT USE.

CAS NUMBER: 000071 55 6

U.S. DOT HAZARD CLASS:
SUBSIDIARY RISK:
I.D. NUMBER;
REPORTABLE QUANTITY:

SECTION 1 * PHYSICAL DATA

. LING POINT (§ 760 MM HG:
VAPOR DENSITY fAIR"1^*
SPECIFIC GRAVITY (H20=l):
PH OF SOLUTIONS:
FREEZING/MELTING POINT:
SOLUBILITY (WEIGHT % IN WATER):
BULK DENSITY:
VOLUME % VOLATILE:
VAPOR PRESSURE:
EVAPORATION RATE:
HEAT OF SOLUTION:
APPEARANCE AND ODOR:

72 - 88 C
4.54
1.300-1.320 e 25/25 C
6.0 TO 7.5
-45 C
NEGLIGIBLE
10.8-X0.97 0/GAL 9 25 C
100
135 MM HG § 25 C
(ETHYL ETHER»1): 0.35
N/A

CLEAR, COLORLESS LIQUID WITH ETHER-LIKE ODOR.

SECTION 2 * INGREDIENTS

MATERIAL
1,1,1-TRICHLOROETHANE (STABILIZED)
GLYCOL METHYLENE ETHER (CAS #646-06-0), SEC
BUTANOL <2% (CAS #78-92-2), OTHER STABILIZERS

PERCENT
> 95
BALANCE

* * * 24-HOUR EMERGENCY ASSISTANCE: (304) 843-1300 * * •*

FOAM 4372 H«v 3-W Material Safety Data Sheet
0908-4019

TRW-02637



MAR 16 '92 03=09PM PPG CHM OUST SVC 412-434-4578 P. 3/9

PPG INDUSTRIES. INC. ONE PPG PLACE PITTSBURGH. PA 15272

* * TR)-ETHANE(R) 377 08/09/89 PAGE

SECTION 3 * FIRE/EXPLOSION HAZARD DATA

FLASH POINT (METHOD USED):
NONE

FLAMMABLE LIMITS IN AIR « BY VOLUME)
LEL: 7X
UEL: 15X

EXTINGUISHING MEDIA:
WATER, DRY CHEMICALS OR CARBON DIOXIDE

SPECIAL FIRE FIGHTING PROCEDURES:
FIRE FIGHTERS SHOULD WEAR NIOSH/MSHA APPROVED PRESSURE DEMAND, SELF-CONTAINED
BREATHING APPARATUS FOR POSSIBLE EXPOSURE TO HYDROGEN CHLORIDE AND POSSIBLE
TRACES OF PHOSGENE.

UNUSUAL FIRE AND EXPLOSION HAZARDS:
VAPORS CONCENTRATED IN A CONFINED OR POORLY VENTILATED AREA CAN BE IGNITED
UPON CONTACT WITH A HIGH ENERGY SPARK, FLAME OR HIGH INTENSITY SOURCE OF
HEAT. THIS CAN OCCUR AT CONCEN. RANGING BETWEEN 7-15% BY VOLUME. DECOMPOSI-
TION OR BURNING WILL PRODUCE HYDROGEN CHLORIDE & POSSIBLE TRACES OF PHOSGENE.

SECTION A * HEALTH HAZARD DATA

TOXICITY DATA:
LC50 INHALATION: (RAT) 14,230 PPM/7 HOURS
LD50 DERMAL: (RABBIT) > 15 G/KG
SKIN/EYE IRRITATION: SEE SECTION 5
LD50 INGESTION: (RAT) 10-12 G/KG
FISH,LC50 (LETHAL CONCENTRATION): UNKNOWN

CLASSIFICATION: (POISON, IRRITANT, ETC.)
INHALATION: SLIGHTLY TOXIC
SKIN: NOT SIGNIFICANTLY TOXIC
SKIN/EYE: IRRITATING
INGESTION: NOT SIGNIFICANTLY TOXIC
AQUATIC: UNKNOWN

* * * 24-HOUR EMERGENCY ASSISTANCE: (304) 843-1300 * * *

Material Safety Data SheetFORM 8372 fl»v 3-89

TICW-02638
0908-4020



MAR 16 '92 03:09PM PPG CHM CUST SVC 412-434-4578 P.4/9

PPG INDUSTRIES, INC. ONE PPG PLACE PITTSBURGH. PA 15272

* * TRI-ETHANE(R) 377 ~" 08/09/89 PAGE T

SECTION 5 * EFFECTS OF OVEREXPOSURE

THIS SECTION COVERS EFFECTS OF OVEREXPOSURE FOR INHALATION, EYE/SKIN CONTACT,
INGESTION AND OTHER TYPES OF OVEREXPOSURE INFORMATION IN THE ORDER OF THE
MOST HAZARDOUS AND THE MOST LIKELY ROUTE OF OVEREXPOSURE.

IS CHEMICAL LISTED AS A CARCINOGEN OR POTENTIAL CARCINOGEN?
NTP - NO IARC - NO OSHA - NO

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE:
NONE KNOWN.

PERMISSIBLE EXPOSURE LIMITS:
OSHA: 350 PPM, 8-HOUR TWA (TIME-WEIGHTED AVERAGE);

450 PPM, 15-MINUTE STEL (SHORT-TERM EXPOSURE LIMIT);
29 CFR 1910-1000, (REV. 3/1/89).

ACUTE:

INHALATION: TRr-ETHANE(R) IS PRIMARILY A CENTRAL NERVOUS SYSTEM
DEPRESSANT. INHALATION CAN CAUSE IRRITATION OF THE RESPIRATORY SYSTEM,
DIZZINESS, NAUSEA, LIGHTHEADEDNESS, HEADACHE, LOSS OF COORDINATION AND
EQUILIBRIUM, UNCONSCIOUSNESS, POSSIBLE CENTRAL NERVOUS SYSTEM DAMAGE
AND EVEN DEATH IN CONFINED OR POORLY VENTILATED AREAS. FATALITIES
FOLLOWING SEVERE ACUTE EXPOSURE TO VARIOUS CHLORINATED SOLVENTS HAVE
BEEN ATTRIBUTED TO VENTRICULAR FIBRILLATION.

AEROSOL - PRELIMINARY RESULTS FROM STUDIES IN RATS INDICATE THAT THE
ACUTE INHALATION TOXICITY OF "AEROSOLIZED" 1,1,1-TRICHLOROETHANE IS
HIGHER THAN EXPECTED BASED ON THE REPORTED ACUTE INHALATION TOXICITY OF
1,1,1-TRICHLOROETHANE VAPOR. THE SIGNIFICANCE OF THESE FINDINGS TO
HUMAN HEALTH IN PRODUCT USE SITUATIONS IS NOT CLEARLY UNDERSTOOD.

EYE/SKIN: LIQUID SPLASHED IN THE EYE CAN RESULT IN DISCOMFORT, PAIN AND
IRRITATION. PROLONGED OR REPEATED CONTACT WITH LIQUID ON THE SKIN CAN
CAUSE IRRITATION AND DERMATITIS. THE PROBLEM MAY BE ACCENTUATED BY
LIQUID BECOMING TRAPPED AGAINST THE SKIN BY CONTAMINATED CLOTHING AND
SHOES, AND SKIN ABSORPTION CAN OCCUR.

INGESTION: SWALLOWING OF THIS MATERIAL MAY RESULT IN IRRITATION OF THE
MOUTH AND GI TRACT WITH OTHER EFFECTS AS LISTED ABOVE FOR INHALATION.

* * * 24-HOUR EMERGENCY ASSISTANCE: (304) 843-1300 * * *
TRW-02639

FORM (372 «««. 3-SS Material Safety Data Sheet
0908-



MflR 16 '92 03:10PM PPG CHM CUST SVC 412-434-4578 P.5/9

£53
PPG INDUSTRIES. INC. ONE PPQ PLACE PITTSBURGH. PA 15272

* * TRI-ETHANE(R) 377 ~~ 08/09/89 PAGE 4~

VOMITING AND SUBSEQUENT ASPIRATION INTO LUNGS MAY LEAD TO CHEMICAL
PNEUMONIA AND PULMONARY EDEMA WHICH IS A POTENTIALLY FATAL CONDITION.
LD50 INGESTION: (RABBIT, GUINEA PIG) 5.6 - 9.5 G/KG.

CHRONIC:
TRI-ETHANE(R) HAS BEEN EXTENSIVELY STUDIED FOR CANCER POTENTIAL.
THERE IS NO DOCUMENTED EVIDENCE TO SUGGEST THAT TRI-ETHANE(R) CAUSES AN
INCREASED CANCER INCIDENCE IN HUMANS OR ANIMALS. THE EPA'S SCIENCE
ADVISORY BOARD CONCLUDED THAT THERE IS NO EVIDENCE TO SUGGEST
CARCINOGENIC ACTIVITY FOR TRI-ETHANE(R).

REPRODUCTIVE:
IN DEVELOPMENTAL TOXICITY STUDIES, THERE WAS NO EVIDENCE FOR BIRTH
DEFECTS IN RATS OR RABBITS AFTER INHALATION EXPOSURE TO PREGNANT
ANIMALS. NO ADVERSE FINDING RELATIVE TO REPRODUCTION OR DEVELOPMENTAL
TOXICITY WERE OBSERVED FOLLOWING DAILY SIX-HOUR EXPOSURES AT OR BELOW
3000 PPM IN RATS OR RABBITS.

* EMERGENCY AND FIRST AID PROCEDURES

INHALATION:
REMOVE TO FRESH AIR. IF NOT BREATHING, GIVE ARTIFICIAL RESPIRATION,
PREFERABLY MOUTH-TO-MOUTH. IF BREATHING IS DIFFICULT, GIVE OXYGEN. CALL A
PHYSICIAN.

EYE OR SKIN CONTACT:
FLUSH EYES AND SKIN WITH PLENTY OF WATER (SOAP AND WATER FOR SKIN) FOR AT
LEAST 15 MINUTKS, WHILE REMOVING CONTAMINATED CLOTHING AND SHOES. IF
IRRITATION OCCURS, CONSULT A PHYSICIAN. THOROUGHLY CLEAN CONTAMINATED
CLOTHING AND SHOES BEFORE REUSE OR DISCARD.

INGESTION:
IF CONSCIOUS, DRINK LARGE QUANTITIES OF WATER. DO NOT INDUCE VOMITING. TAKE
IMMEDIATELY TO A HOSPITAL OR PHYSICIAN. IF UNCONSCIOUS, OR IN CONVULSIONS,
TAKE IMMEDIATELY TO A HOSPITAL. DO NOT ATTEMPT TO INDUCE VOMITING OR GIVE
ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON.

NOTES TO PHYSICIAN (INCLUDING ANTIDOTES);
NEVER ADMINISTER ADRENALINE FOLLOWING TRI-ETHANE(R) OVEREXPOSURE. INCREASED
SENSITIVITY OF THE HEART TO ADRENALINE MAY BE CAUSED BY OVEREXPOSURE TO
TRI-ETHANE(R).

* * * 24-HOUR EMERGENCY ASSISTANCE: (304) 843-1300 * * * 0908-4022

,.„«,,,.. Material Safety Data Sheet
TRW-02640



MPR 15 '92 03=10PM PPG CHM CUST SVC 412-434-4578 P.6/9

PPG INDUSTRIES, INC. ONE PPG PLACE PITTSBURGH, PA 15272

** TRI-ETHANE(R) 377 08/09/89 PAGE T

SECTION 6 * REACTIVITY DATA

STABILITY: STABLE
CONDITIONS TO AVOID: OPEN FLAMES, HOT GLOWING SURFACES OR ELECTRIC ARCS.

HAZARDOUS POLYMERIZATION: W I L L NOT OCCUR.
CONDITIONS TO AVOID: NONE

INCOMPATIBILITY (MATERIALS TO AVOID):
AVOID MIXING WITH CAUSTIC SODA, CAUSTIC POTASH, OR OXIDIZING
MATERIALS. SHOCK SENSITIVE COMPOUNDS MAY BE FORMED.

HAZARDOUS DECOMPOSITION PRODUCTS:
HYDROGEN CHLORIDE AND POSSIBLE TRACES OF PHOSGENE.

SECTION 7 * SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IF MATERIAL IS SPILLED OR RELEASED:
IMMEDIATELY EVACUATE THE AREA AND PROVIDE MAXIMUM VENTILATION. UNPROTECTED
PERSONNEL SHOULD MOVE UPWIND OF SPILL. ONLY PERSONNEL EQUIPPED WITH PROPER
RESPIRATORY AND SKIN/EYE PROTECTION (SEE SECTION 8) SHOULD BE PERMITTED IN
AREA. DIKE AREA TO CONTAIN SPILL. TAKE PRECAUTIONS AS NECESSARY TO PREVENT
CONTAMINATION OF GROUND AND SURFACE WATERS. RECOVER SPILLED MATERIAL ON
ADSORBENTS, SUCH AS SAWDUST OR VERMICULITE, AND SWEEP INTO CLOSED CONTAINERS
FOR DISPOSAL. AFTER ALL VISIBLE TRACES, INCLUDING IGNITABLE VAPORS, HAVE
BEEN REMOVED, THOROUGHLY WET VACUUM THE AREA. DO NOT FLUSH TO SEWER. IF
AREA OF SPILL IS POROUS, REMOVE AS MUCH CONTAMINATED EARTH AND GRAVEL, ETC.
AS NECESSARY AND PLACE IN CLOSED CONTAINERS FOR DISPOSAL.

WASTE DISPOSAL METHOD:
CONTAMINATED SAWDUST, VERMICULITE, OR POROUS SURFACES MUST BE DISPOSED OF IN
A PERMITTED HAZARDOUS WASTED MANAGEMENT FACILITY. RECOVERED LIQUIDS MAY BE
REPROCESSED OR INCINERATED OR MUST BE TREATED IN A PERMITTED HAZARDOUS WASTE
MANAGEMENT FACILITY. CARE MUST BE TAKEN WHEN USING OR DISPOSING OF CHEMICAL
MATERIALS AND/OR THEIR CONTAINERS TO PREVENT ENVIRONMENTAL CONTAMINATION. IT
IS YOUR DUTY TO DISPOSE OF THE CHEMICAL MATERIALS AND/OR THEIR CONTAINERS IN
ACCORDANCE WITH THE CLEAN AIR ACT, THE CLEAN WATER ACT, THE RESOURCE
CONSERVATION AND RECOVERY ACT, AS WELL AS ANY OTHER RELEVANT FEDERAL, STATE,
OR LOCAL LAWS/REGULATIONS REGARDING DISPOSAL.

* * * 24-HOUR EMERGENCY ASSISTANCE: (304) 843-1300 * * *

'OHM Material Safety Data Sheet
TRW-02641

0908-4023



MflR 16 '92 03: 11PM PPG CHM CUST SVC 412-434-4578 P.7/9

PPG INDUSTRIES, INC. ONE PPG PLACE PITTSBURGH, PA 15272

* * TRI-ETHANE(R) 377 " ~~ 08/09/89 PAGE g~

SECTION 8 * SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION:
USE A HALF OR FULL FACEPIECE ORGANIC VAPOR CHEMICAL CARTRIDGE OR CANISTER
RESPIRATOR WHEN CONCENTRATIONS EXCEED PERMISSIBLE LIMITS. USE SELF-CONTAINED
BREATHING APPARATUS (SCBA) OR FULL FACEPIZCE AIRLINE RESPIRATOR WITH AUXILIA-
RY SCBA OPERATED IN THE PRESSURE-DEMAND MODE FOR EMERGENCIES AND FOR ALL WORK
PERFORMED IN STORAGE VESSELS, POORLY VENTILATED ROOMS, AND OTHER CONFINED
AREAS. RESPIRATORS MUST BE APPROVED BY NIOSH OR MSHA. THE RESPIRATOR USE
LIMITATIONS MADE BY NIOSH/MSHA AND BY THE MANUFACTURER MUST BE OBSERVED.
RESPIRATORY PROTECTION PROGRAMS MUST BE IN ACCORDANCE WITH 29 CFR 1910.134.

VENTILATION(TYPE):
USE LOCAL EXHAUST OR DILUTION VENTILATION AS APPROPRIATE TO CONTROL
EXPOSURES TO BELOW PERMISSIBLE LIMITS.

EYE PROTECTION:
SPLASHPROOF GOGGLES

GLOVES:
VITON(R), SILVER SHIELD(R). FOR LIMITED SERVICES
ONLY: POLYVINYL ALCOHOL (DEGRADES IN WATER).

OTHER PROTECTIVE EQUIPMENT:
BOOTS, APRONS, OR CHEMICAL SUITS SHOULD BE USED WHEN NECESSARY TO
PREVENT SKIN CONTACT. PERSONAL PROTECTIVE CLOTHING AND USE OF EQUIPMENT
MUST BE IN ACCORDANCE WITH 29 CFR 1910.132 AND 29 CFR 1910.133.

SECTION 9 * SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN DURING HANDLING AND STORING:
* DO NOT USE IN POORLY VENTILATED OR CONFINED SPACES WITHOUT PROPER

RESPIRATORY PROTECTION (SEE SECTION 8).
* TRI-ETHANE(R) VAPORS ARE HEAVIER THAN AIR AND WILL COLLECT IN LOW AREAS.
* KEEP CONTAINER CLOSED WHEN NOT IN USE.
* STORE ONLY IN CLOSED, PROPERLY LABELED CONTAINERS.
* LIQUID OXYGEN OR OTHER STRONG OXIDANTS MAY FORM EXPLOSIVE MIXTURES WITH
TRI-ETHANE(K).

* THIS MATERIAL OR ITS VAPORS WHEN IN CONTACT WITH FLAMES, HOT GLOWING
SURFACES, OR ELECTRIC ARCS CAN DECOMPOSE TO FORM HYDROGEN CHLORIDE AND
POSSIBLE TRACES OF PHOSGENE.

* AVOID CONTAMINATION OF WATER SUPPLIES. HANDLING, STORAGE, AND USE
PROCEDURES MUST BE CAREFULLY MONITORED TO AVOID SPILLS OR LEAKS. ANY

* * 24-HOUR EMERGENCY ASSISTANCE: (304) 843-1300 * * * TRW-02642

J-8S Material Safety Data Sheet
0908-4024



MflR 16 '92 03=12PM PPG CHM CUST SVC 412-434-4578 P.9/9

PPG INDUSTRIES, INC, ONE PPG PLACE PITTSBURGH, PA 15272

* * TRI-ETHANE(R) 377 "~ 08/09/89 PAGE T

SPILL OR LEAK HAS THE POTENTIAL TO CAUSE UNDERGROUND WATER CONTAMINATION
WHICH MAY, IF SUFFICIENTLY SEVERE, RENDER A DRINKING WATER SOURCE UNFIT
FOR HUMAN CONSUMPTION. CONTAMINATION THAT DOES OCCUR CANNOT BE EASILY
CORRECTED.

* DO NOT STORE OR STACK ALUMINUM IN CONTACT WITH TRI-ETHANE(R) TO PREVENT
POSSIBLE SOLVENT DECOMPOSITION (STACKING CORROSION).

* CAUTION SHOULD BE TAKEN NOT TO USE IN PRESSURIZED OR TOTALLY ENCLOSED
SYSTEM OF ALUMINUM CONSTRUCTION. EXAMPLE: PAINT OR ADHESIVE SPRAY SYSTEM.

* A CHLORINATED SOLVENT USED AS A FLASHPOINT SUPPRESSANT MUST BE ADDED IN
SUFFICIENT QUANTITY OR THE RESULTANT MIXTURE MAY HAVE A FLASHPOINT LOWES
THAN THE FLAMMABLE COMPONENT.

* DO NOT USE CUTTING OR WELDING TORCHES ON EMPTY DRUMS THAT CONTAINED
TRI-ETHANE(R) UNLESS PROPERLY PURGED AND CLEANED.

OTHER PRECAUTIONS:
* DO NOT BREATHE VAPORS. HIGH VAPOR CONCENTRATIONS CAN CAUSE DIZZINESS,
UNCONSCIOUSNESS OR DEATH. LONG-TERM OVEREXPOSURE MAY CAUSE POSSIBLE
CENTRAL NERVOUS SYSTEM DAMAGE.

* USE ONLY WITH ADEQUATE VENTILATION. VENTILATION MUST BE SUFFICIENT TO
LIMIT EMPLOYEE EXPOSURE TO TRI-ETHANE(R) BELOW PERMISSIBLE EXPOSURE LIMITS.
OBSERVANCE OF LOWER LIMITS (OUTLINED IN SECTION S) IS'ADVISABLE. EYE
IRRITATION, DIZZINESS AND/OR DRUNKENNESS ARE SIGNS OF OVEREXPOSURE.

* AVOID CONTACT WITH EYES. WILL CAUSE IRRITATION AND PAIN.
* AVOID PROLONGED OR REPEATED CONTACT WITH SKIN. MAY CAUSE IRRITATION OR
DERMATITIS.

* DO NOT SWALLOW. SWALLOWING MAY CAUSE INJURY OR DEATH.
* DO NOT EAT, DRINK, OR SMOKE IN WORK AREAS.

COMMENTS:
TSCA - 1,1,1-TRICHLOROETHANE IS ON THE TSCA INVENTORY UNDER CAS #71-55-6.
TRI-ETHANE FORMULATIONS CONTAIN STABILIZERS THAT ARE LISTED ON THE TSCA
INVENTORY.
SARA TITLE III - A) 311/312 CATEGORIES - ACUTE, B) LISTED IN SECTION 313
AS 1,1,1-TRICHLOROETHANE (METHYLCHLOROFORM), ALSO CONTAINS SEC BUTANOL
WHICH IS LISTED IN SECTION 313, C) NOT LISTED AS AN "EXTREMELY HAZARDOUS
SUBSTANCE" IN SECTION 302.

CERCLA - LISTED IN TABLE 302.4 OF 40 CFR PART 302 AS A HAZARDOUS SUBSTANCE
WITH A REPORTABLE QUANTITY OF 1000 POUNDS, RELEASES TO AIR, LAND, OR
WATER WHICH EXCEED THE RQ MUST BE REPORTED TO THE NATIONAL RESPONSE
CENTER, 800-424-8802.

RCRA - WASTE 1,1,1-TRICHLOROETHANE AND CONTAMINATED SOILS/MATERIALS FROM
SPILL CLEANUP ARE U226 HAZARDOUS WASTE AS PER 40 CFR 261.33 AND MUST BE
DISPOSED OF ACCORDINGLY UNDER SCRA. SEE 40 CFR 26l.33(C) AND 261.7(B)(3)

* * 24-HOUR EMERGENCY ASSISTANCE: (304) 643-1300 * * * TRW-02643

FORM 9372 R«v. 3-I Material Safety Data Sheet
0908-4025



MflR 16 '92 03= 12PM PPG CHM CUST SVC 412-434-4578 P.9/9

PPQ INDUSTRIES, INC. ONE PPG PLACE PITTSBURGH. PA 15272

* * TRI-ETHANE(R) 377 " 08/09/89 PAGE 8"

FOR CLEANING REQUIREMENTS FOR EMPTY CONTAINERS.

CALIFORNIA PROP. 65 - THIS PRODUCT CONTAINS ETHYLENE DICHLORIDE, A
PROCESS IMPURITY AT LESS THAN 0.1%. PROP. 65 LISTS THIS COMPOUND AS
KNOWN TO THE STATE OF CALIFORNIA TO CAUSE CANCER.

CANADA WHMIS - SENSITIZATION TO PRODUCT: NONE KNOWN; REPRODUCTIVE
TOXICITY: NONE KNOWN; ODOR THRESHOLD: NOT KNOWN; PRODUCT USE:
DECREASING SOLVENT; REQUIRES POISON SYMBOL (CLASS D.I).

R. KENNETH LEE
MANAGER, PRODUCT SAFETY

* * * 24-HOUR EMERGENCY ASSISTANCE: (304) 843-1300 * * *
TRW-02644

FORM 6372 PUv 5-M Material Safety Data Sheet
0908-4026
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1ZJO T«rmmil Towir Cl»v»i»nd Ohio «4113. 514/121 »426

MATERIAL SAFETY
DATA SHEET

Product Nam«:

Plant Addre**:

Prepared By:

TRU-PLATE COPPER COAT 00327

2910 HARVARD AVENUE CLEVELAND, OH 44105

TSCA COORDINATOR law-Data. ̂ ^

Enwoancy Phone No :
216/441-4900

Chemtrec Phone No.
800/424-9300

R«viMd Date:
5/91

INGREDIENTS AND HAZARDOUS COMPONENTS

Material

COPPER SULFATE [SARA 313 CHEMICAL]

*AS COPPER

%

3F-
45

TLV

1*

m%3

CAS. #

7758-
99-8

CutMd
C«n>n*((fl

NO

PHYSICAL DATA
Boiling Point:

Vapor Preisurt at 20* C:
NA

Fr««lr>g Point:
NA

Vapor 0«nalty (Air -1):
NA

Evaporation Rat* (Butyl Ac*t«t« - 1 )
NA

Specific Gravity:
UK

% Volaulaa by Volumt.
NA

PH:
NA

Odor.
NONE

Solubility In Waltr.
APPRECIABLE

ApptaranctandForm: V ^^ BLUE.WHn£ CRYSTALS

FIRi AND EXPLOSION HAZARD DATA
Flaah Point:

Teat Method:

Sxtlnguiahlng Media:

Special Fire Plghflng Procedure*:

Unuaual Fire and Explosion Hazarda:

DOTCtaailMtfor): CLASS g

NA

NA

Flammable Limita in Air:

Upper:
% 8y Volume NA

Lower;

NA

NA

NONE

UN-3077 Note: UK - Unknown NA - Not Applicable

TRW-02645
0908-4027
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TKU- I ' LAFL WPI'tR COAl
HEALTH HAZARD DATA

Effacta ol Ovarexposurt and Primary Entnvi lo Body:

PRIMARY ENTRY THROUGH CONTACT.
MAY IRRITATE SKIN, EYES, UPPER RESPIRATORY TRACT.
CHRONIC: COVLD CAUSE BLOOD DAMAGE

Emargancy and First Ala Procedures:

FLUSH SKIN WITH WATER.
FLUSH EYES WITH WATER FOR 15 MINUTES.
IF ANY IRRITATION PERSISTS, SEE A PHYSICIAN.

REACTIVITY DATA

33 Stable Q Unstable Conditions to Avoid:

inccmpatabiiity — Materials to Avoid:
NA

Hazardous Decomposition Proouct,: Qp

Hazardous Polymerization:
C May Occur $ Will No? Occur

SPILL OR LEAK PROCEDURES
Spills:

SCOOP, v; UUM UP

Wa*t» Disposal Methods:

LANDFILL

FOLLOW ALL LOCAL, STATE AND FEDERAL REGULATIONS.

SPECIAL PROTECTION INFORMATION
Haspiralor: IF TLV IS EXCEEDED, MUST BE NIOSH OR MSHA APPROVED.

SUFFICIENT TO KEEP BELOW TLV LIMIT

Glovn:

RUBBER
Ey« and Pacai

SAFETY GLASSES
Othar:

SUFFICIENT TO PREVENT SKIN CONTACT
Handling and Storage:

STORE IN A COOL, DRY AREA

THIS PRODUCT 8AFETY DATA SHEET IS OFFERED SOLELY FOR YOUR INFORMATION, CONSIDERATION AND
INVESTIGATION,

McQEAN-ROHCO, INC. PROVIDES NO WARRANTIES, EITHER EXPRESS OR IMPLIED. AND ASSUMES NO
RESPONSIBILITY FOR ACCURACY OR COMPLETENESS OF THE DATA CONTAINED HEREIN.

• COPYRIGHT Mca-ar̂ anco. inc.

0908-4028 TRW02646



RUN: 05/31/94 11:42:31 AM McGEAN-ROHCO» INC.
MATERIAL SAFETY DATA SHEET

PAGE 1

PRODUCT NAME: TRU-PLATE-GALVIT EXT. 2951-E MSDS No.: 10695
REVISION: 2

PREPARED BY: TSCA COORDINATOR ISSUE DATE:05/01/91 REVISION DATE: 03/13/94

SECTION A. MATERIAL IDENTIFICATION.

MANUFACTURER: MCGEAN-ROHCO, INC.

33521 SCHOOLCRAFT AVE.
LIVONIA MI 48150
TELEPHONES 313-872-180O-

CHEMTREC:
TELEPHONE #:800-424-9300

SECTION B. INGREDIENTS AND HAZARDS.

INGREDIENT: SODIUM BISULFATE

CAS NUMBER: 7681-3S-1 20.0 - 30. OY.
EXPOSURE LIMIT: TWA:NONE ESTABLISHED
SUSPECT CARCINOGEN: NO

INGREDIENT: TIN, INORGANIC COMPOUND

CAS NUMBER: 7440-31-5 40.0 - 50.07.
EXPOSURE LIMIT: TWA:2mS/CUBIC METER AS TIN
SUSPECT CARCINOGEN: NO

SECTION C. PHYSICAL DATA.

APPEARANCE: WHITE TO OFF WHITE SOLID
ODOR: NONE

SPECIFIC GRAVITY: NA
pH: NA

EVAPORATION RATE: NA

BOILING POINT: NA
FREEZING POINT: NA

VAPOR PRESSURE: NA
VAPOR DENSITY: NA

X VOLATILE BY VOLUME: NA
SOLUBILITY IN WATER: APPRECIABLE

SECTION D. FIRE AND EXPLOSION HAZARD DATA.

FLASH POINT: NONE
TEST METHOD: NA

LIMITS: LEL: NA
UEL: NA

HAZARD SYMBOL CODES
NFPA HMIS

HEALTH: 2 2
FLAMMABILITY: o o
REACTIVITY: o o
SPECIAL:

0908-4029

TRW-02647



RUN: 05/31/94 11:42:33 AM McGEAN-RQHCO, INC. PAGE -
MATERIAL SAFETY DATA SHEET

PRODUCT NAME: TRU-PLATE GALVIT EXT. 2951-E MSDS No. : 10695
REVISION: 2

PREPARED BY: TSCA COORDINATOR ISSUE DATE:05/01/91 REVISION DATE: 03/13/94

EXTINGUISHING MEDIA: NOT. FLAMMABLE.

SPECIAL FIRE FIGHTING NONE.
PROCEDURES:

UNUSUAL FIRE OR NONE.
EXPLOSION HAZARDS:

SECTION E. REACTIVITY DATA.

MATERIAL IS STABLE.
HAZARDOUS POLYMERIZATION WILL NOT OCCUR.

CONDITIONS TO NA
AVOID:

CHEMICAL KNOWN NONE
INCOMPATIBILITIES:

HAZARDOUS DECOMPOSITION OXIDES OF SULFUR.
PRODUCTS:

SECTION F. HEALTH HAZARD DATA.

SUMMARY OF RISKS: SARA-ACUTE

MEDICAL CONDITIONS NONE KNOWN.
WHICH MAY BE
AGGRAVATED BY CONTACT:

TARGET ORGANS: SKIN,EYES,RESPIRATORY SYSTEM.

PRIMARY ENTRY ROUTES: THROUGH CONTACT AND INHALATION OF DUST.

ACUTE EFFECTS: IRRITATING TO SKIN. CORROSIVE TO EYES.

CHRONIC EFFECTS: NONE KNOWN.

SIGNS & SYMPTOMS OF OVEREXPOSURE:
EYE CONTACT: BURNING OR STINGING SENSATION.

SKIN CONTACT: NONE TO IRRITATION.

INHALATION: IRRITATION OF RESPIRATORY SYSTEM.

INGESTION: IRRITATION OF MOUTH AND THROAT.

0908-4030

TRW-02648



RUN: 05/31/94 11:42:33 AM McGEAN-RQHCO, INC. PAf,E 4
MATERIAL SAFETY DATA SHEET

PRODUCT NAME: TRU-PLATE GALVIT EXT. 2951-E MSDS NO..- 10695
REVISION: 2

PREPARED BY: TSCA COORDINATOR ISSUE DATE:05/01/91 REVISION DATE: 03/18/94

WORKPLACE CONSIDERATIONS:.
VENTILATION: NORMAL.
SAFETY STATIONS: EYE WASH.
OTHER:

SECTION I. SPECIAL PRECAUTIONS.

SPECIAL HANDLING STORE IN A COOL DRY AREA TO PREVENT CAKING.
S< STORAGE PROCEDURES:

D.O.T. CLASS: NONE UN REGISTER: NONE
IMCO CLASS: NONE UN REGISTER: NONE

EXPLANATION OF SYMBOLS
NA = NOT APPLICABLE UK = UNKNOWN

THIS MATERIAL SAFETY DATA SHEET IS OFFERED SOLELY FOR YOUR INFORMATION,
CONSIDERATION, AND INVESTIGATION. WHILE THE INFORMATION AND RECOMMENDATIONS
SET FORTH HEREIN ARE BELIEVED TO BE ACCURATE AS OF THE DATE HEREOF,
McGEAN-ROHCO, INC. MAKES NO WARRANTY WITH RESPECT THERETO AND DISCLAIMS ALL
LIABILITY FROM RELIANCE THEREON.

THIS MATERIAL SAFETY DATA SHEET HAS BEEN PREPARED TO COMPLY WITH
TITLE 29 CODE OF FEDERAL REGULATIONS, PART 1910.1200, OSHA HAZARD
COMMUNICATION STANDARD, AND TO FULFILL THE ANNUAL CHEMICAL NOTIFICATION
REQUIREMENTS OF SARA TITLE III, SECTION 313.

0908-4031

TRW-02649



RUN: 05/31/94 11:42:33 AM McGEAN-ROHCO, INC. PAGE '•:
MATERIAL SAFETY DATA SHEET

PRODUCT NAME: TRU-PLATE GALVIT EXT. 295I-E MSDS NO.: 10695
REVISION: 2

PREPARED BY: TSCA COORDINATOR ISSUE DATE: 05/01/91 REVISION DATE: 03/1:3/94

EMERGENCY ?< FIRST AID PROCEDURES:
EYE CONTACT: FLUSH EYES WITH WATER FOR is MINUTES. GET MEDICAL ATTENTION.

SKIN CONTACT: FLUSH WITH WATER THEN WASH WITH SOAP AND WATER.

INHALATION: REMOVE TO FRESH AIR.

INGESTION: IF CONSCIOUS,GIVE SEVERAL GLASSES OF WATER AND INDUCE
VOMITING. GET MEDICAL ATTENTION.

SECTION G. SPILL, LEAK AND DISPOSAL PROCEDURES.

SPILL/LEAK SCOOP OR SWEEP UP. FLUSH RESIDUAL TRACES AWAY WITH WATER.
PROCEDURES: FOLLOW ALL LOCAL,STATE,AND FEDERAL REGULATIONS.

WASTE LANDFILL OR DISSOLVE IN WATER, NEUTRALIZE TO WITHIN POTW
MANAGEMENT pH DISCHARGE LIMITS AND SEWER.
& DISPOSAL
PROCEDURES:

RCRA # (IF DISPOSED AS RECEIVED): NONE

SECTION H. SPECIAL PROTECTION INFORMATION

PERSONAL PROTECTIVE EQUIPMENT:
GOGGLES: SAFETY GLASSES.
GLOVES: RUBBER OR NEOPRENE
RESPIRATOR: DUST MASK RECOMMENDED.

OTHER: SUFFICIENT TO PREVENT SKIN CONTACT.

0908-4032

TRW-02650
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RUN: 11/23/92 11 i 29 t 10 AM McOEAN-ROHCO, INC.
MATERIAL SAFETY DATA SHEET

PAGE 1

PRODUCT NAME: TRU-PLATE SURF PREP CHEM 0170* MSDS No. t 10618
REVISION t 2

PREPARED BY; TSCA COORDINATOR ISSUB DATS « 04/01/88 REVISION DATE I 07/07/92

SECTION A. MATERIAL IDENTIFICATION.

MANUFACTURER: McOEAN-ROHCO, INC. CHEKTRECt
TELEPHONE *:800-424-9300

2910 HARVARD AVB.
CLEVELAND OH 44105
TELEPHONEI 216-441-4900

SECTION B. INGREDIENTS AND HAZARDS.

INGREDIENT! SULFURIC ACID --- SARA 313 CHEMICAL

CAS NUMBER: 7664-93-9 40.0 - 50.0%
EXPOSURE LIMITt TWAilmg/CU METER
SUSPECT CARCINOGEN I NO

SECTION C. PHYSICAL DATA.

APPEARANCE J LIGHT TAN LIQUID.
ODORi BLAND

SPECIFIC GRAVITY: 1.4
pHl <1

EVAPORATION RATE: <BUTYL ACETATE

BOILING POINT I >100C
FREEZING POINT I UK

VAPOR PRESSURE t UK
VAPOR DENSITY: UK

% VOLATILE BY VOLUME: NA
SOLUBILITY IN WATER: COMPLETE

SECTION D. FIRE AND EXPLOSION HAZARD DATA.

FLASH POINT: RONE
TEST METHOD: NA

LIMITS* LXX.: NA'
UEL: NA

HAZARD SYMBOL COOES
N7PA HMIS

HEALTH: 3 3
FLAMMABILITY: 0 0
REACTIVITY i 1 1
SPECIAL:

EXTINGUISHING MEDIA: NOT FLAMMABLE

' ( '-3 V_

SPECIAL 71RB FIGHTING SBLFCONTAINID BRBATHINO APPARATUS AND FULL
PROCBDURSSl PROTECTIVE GEAR SHOULD BB WORN.

UNUSUAL FIRE OR CONTACT WITH METALS MAY GENERATE FLAMMABLE: AND
EXPLOSION HAZARDS: EXPLOSIVE HYDROGEN GAS.

•r!
TRW-02651

0908-4033
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RUN! 11/23/92 11:29t12 AH MflGEAN-ROHCO, INC. p^OB 2
MATERIAL SAFETY DATA SHBBT

PRODUCT NAMBt TRU-PLATE SURF PREP CHSM 0170 ' MSD6 No. t 10618
REVISION I 2

PREPARED BY! TSCA COORDINATOR ISSUE DATE!04/01/88 RlVISION DATSI 07/07/92

SECTION B. REACTIVITY DATA*

MATERIAL IS STABLE.
HAZARDOUS POLYMERIZATION WILL NOT OCCUR.

CONDITIONS TO NA
AVOIDI

CHEMICAL ALKALIES.
INCOMPATIBILITIESI

HAZARDOUS DECOMPOSITION IT INVOLVED IN FIRS/ OXIDES OF SULFUR COULD BE
PRODUCTS! GIVEN OFF.

SECTION F. HEALTH HAZARD DATA.

SUMMARY OF RISKSt SARA—ACUTE AND CHRONIC

MEDICAL CONDITIONS DERMATITIS.
WHICH MAY BE
AGGRAVATED BY CONTACT!

TARGET ORGANSI SKIN,EYES,LUNGS.

PRIMARY ENTRY ROUTESI THROUGH CONTACT OR INHALATION OF MIST.

ACUTE EFFECTSi IRRITATION OX BURNING.

CHRONIC EFFECTSt AFFECT TARGET ORGANS. MAMMALIAN REPRODUCTIVE
TOXIN.

SIGNS 6 SYMPTOMS OF OVERSJCPOSURBI
EYE CONTACTV CORROSION WITH POSSIBLE CORNEAL ULCtRATION.

' SKIN CONTACT! SKIN BURNS OR ULCERATION.

INHALATION1! IRRITATION OF UFMR RESPIRATORY PASSAGES.

INOSSTIONl SEVERE BURNS TO MUCOUS MEMBRANES- OF THE MOUTH AND ESOPHAGUS.

G-

TRW-02652

0908-4034
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RUNi 11/23/92 Ili29tl2 AM McOEAN-ROHCO, INC. p*oB 3
MATERIAL SAFETY DATA SHEET

PRODUCT NAMEt TRU-PLAT2 SURF PREP CKBM 0170 MS08 No. i 10618
REVISION I 2

PREPARED BY» TSCA COORDINATOR ISSUE DATE»04/01/88 REVISION DATEf 07/07/92

EMERGENCY A FIRST AID PROCEDURES I
EYE CONTACTi FLUSH WITH WATER FOR 15 MINUTES. GST MEDICAL ATTENTION.

SKIN CONTACTi FLUSH WITH WATER FOR IS MINUTES. XF ANY IRRITATION PERSISTS,
GST MEDICAL ATTENTION.

INHALATION) REMOVE TO FRESH AIR.

INOESTIONl DO NOT INDUCE VOMITING. IF CONSCIOUS,GIVE 2 GLASSES OF WATER
AND OET MEDICAL ATTENTION. NOTX TO PHYSCIANI ACTIVATED
CHARCOAL SLURRY KAY BE ADMINISTERED.

/' SECTION 0. SPILL, LEAK AND DISPOSAL PROCEDURES.

SPILL/LEAK SOAK UP WITH SAWDUST,8AND,OIL DRV, OR OTHER ABSORBANT
PROCEDURES i MATERIAL* NEUTRALIZE RESIDUE WITH SODA ASH OR LIME AND

FLUSH TO SZWER.

WASTE NSUTRALIZI WITH LIMB OR SODA ASH TO WITHIN POTW pR
MANAGEMENT DISCHARGE LIMITS AND 8EWXR WITH WATXX.
& DISPOSAL FOLLOW ALL LOCAL,STATS,AND FEDERAL REGULATIONS.
PROCBDURBSl

RCRA * (IT DISPOSED AS RBCEIVSD)! D002

• SECTION H. SPECIAL PROTECTION INFORMATION
it

-i-

4; PERSONAL, PROTECTIVE* EQUIPMENT I
; OOGCLSSi CHXMICAL GOGGLES.
4 GLOVES* RUBBER.

RESPIRATOR} ir TWA. IS EXCEEDED, MUST BE NIO8H OR KSHA APPROVED.

} OTHERS SUFFICIENT TO PREVENT SKIN CONTACT.

i: O •
-t^a

" 0908-4035

TRW-02653
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RUNi 11/23/92 11:29i13 AH McGEAN-ROHCO, INC. PACE 4
MATERIAL SAFETY DATA SHEET

PRODUCT NAME! TRU-PLATE SURF PREP CHEM 0170 MSDS No.: 10618
REVISIONi 2

PREPARED BYI TSCA COORDINATOR ISSUE DATEi04/01/88 REVISION DATBi 07/07/92

WORKPLACE CONSIDERATIONS!
VENTILATIONt SUFFICIENT TO KEEP BELOW TWA LIMIT,
SAFETY STATIONSI BYE WASH.
OTHERI SAFETY SHOWER.

SECTION I. SPECIAL PRECAUTIONS.

SPECIAL HANDLING DO NOT STORE WITH STRONG BASES.
& STORAGE PROCEDURESi

D.O.T. CLASS! 8.0 • UN REGISTER: UN-1760
IMCO CLASSi 8.0 UN REGISTER! UN-1760

EXPLANATION 07 SYMBOLS
NA • NOT APPLICABLE UK = UNKNOWN

THIS MATERIAL SAFETY DATA SHEET IS OFFERED SOLELY FOR YOUR INFORMATION,
CONSIDERATION, AND INVESTIGATION. WHILE THE INFORMATION AND RECOMMENDATIONS
SET FORTH HEREIN ARE BELIEVED TO BE ACCURATE AS OT THE DATE HEREOF,
MCGKAN-ROHCO, INC. MAKES NO WARRANTY WITH RESPECT THERETO AND DISCLAIMS ALL
LIABILITY FROM RELIANCE THEREON.

THIS MATERIAL SAFETY DATA SHEET HAS BEEN PREPARED TO COMPLY WITH
TITLE 29 CODE OF FEDERAL REGULATIONS, PART 1910.1200, OSKA HAZARD
COMMUNICATION STANDARD, AND TO FULFILL THE ANNUAL CHEMICAL NOTIFICATION
REQUIREMENTS OF SARA TITLE III, SECTION 313.

TRW-02654

0908-4036
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1250 Tormlrul Tower, Clovolnnd. Ohio 44)13, 2IG/C2I-6425

MATERIAL SAFE-
DATA SMEET

Product Name: '"Tru-Plate Universal

Plant Address:
131 Jericho Tuvnpike/ Suite

Prepared By: Walter Schwartz

Plating

103,

Accelerator *fjgj'

Jericho, N .Y . 11753
IssuoDale:
10/8/86

f moroency Phone No.: 1
516)334-0777 .

Chomlrec Phono No.

800/424-9300
Revised Dale: '

:. '• ' :.. ' .. j

INGREDIENTS AND HAZARDOUS COMPONENTS

Material

Stannous Oxide /

Formaldehyde /

'.

%

20
1

0.1

TLV

2

««
•>^

CXA.S. #

21651-
19-4

/
50-00

Su$iH?U
Cjitl'VjuM

•0 Ye

i

PHYSICAL DATA

Boiling Point:
•NA

Vapor Pressure at 20° C:
NA

Freezing Point:
NA

Vapor Density (Air =1):
NA

Evaporation Rate (Butyl Acetate = 1 )
NA

Specific Gravity:
UK

% Volatiles by Volume :
NA

PH; 1% slurry ]
5.0 - 6.0 !

Odor: j

slight aromatic ;

Solubility in Water: !

Slight :
Appearance and Form: :

Grayish powdery mixture

FIRE AND EXPLOSION HAZARD DATA

Flash Point:

Test Method:

NA

NA

Flammable Limits in Air:

Upper:
% By Volume

Lower:
NA •

Extinguishing Media:
Water, dry chemical.

special Fire Fighting Procedures: Avoid contact with skin and eyes. Avoid inhalation of fun
If nee«aB»rv. „„- self-contained breathing apparatus and protective^

Unusual Fire and Explosion Hazards:

Irritating fumes may develop when product is heated.
DOTCIassllicatlon: M.-.4. ._„._. i . ,Not regulated except for ORM-E
air shipments Nolo: UK = Unknown NA - NotApplif

0908-4037

TRW-02655



jcb -'"• '̂««'-̂ """y E'«"03 to Uody: May cause skin and eye irritation. inhalation

of fumes or dust may be irritating to the respiratory tract. Formalde-
hyde is listed by NTP as a suspect carcinogen.

'.'morgoncy ond First Aid Procoduros: Flur;h affected area thoroughly with clean water. For
eye contact, flush thoroughly with water and get medical attention.

REACTIVITY DATA

[A Slablo Q Unstable Concisions lo Avoid:

Incompatabiiity — Materials to Avoid. Avoid contact with oxidizers. Keep dry; material
is hydroscopic.

Hazardous Decomposition Products:
Oxides of tin.

Hazardous Polymerization:
D May Occur 0 Will Not Occur

SPILL OR LEAK PROCEDURES

£v:eep up and transfer to waste treating operation.

.3!e Disposal Methods:
Material may be hazardous to aquatic life. Follow all federal, state
and local requirements for treatment and disposal of tin metal contain-
ing and a'cidic wastes.

SPECIAL PROTECTION INFORMATION

n ;opirator:

_Use NIOSH approve.
Ventilation:
Mechanical - Sufficient to maintain below TLV.

;:t respirator.

or rubber
cEyoandcace:

Goggles
other: Protective clothing to prevent

skin contact.
H-ndling and Storage:

Ptore to prevent r'-ysical damage to container. Store in a cool, dry
area. Keep container closed when -not in use.

THIS PRODUCT SAFETY LAI A 2HEbl' IS OFFERED SOLELY FOR YOUR INFORMATION. CONSIDERATION ANC
INVESTIGATION.

McGEAN-ROHCO. INC. PROVIDES f.O WARRANTIES, EITHER EXPRESS OR IMPLIED, AND ASSUMES NO
RESPONSIBILITY FOR ACCURACY OR COMPLETENESS OF THE DATA CONTAINED HERtlN.

0908-4038

TRW-02656

• COPYRIGHT.
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U.S. DEPARTMENT OF LABOR
Occupational Safety and Health Administration

MATERIAL SAFETY DATA SHEET

Form Approved
OMB No. 44-R1387

Required under USDL Safety and Health Regulations for Ship Repairing,

Shipbuilding, and Shipbreaking (29 CFR 1915. 1916, 1917)

SECTION I
MANUFACTURER'S NAME EMERGENCY TELEPHONE NO.

ADDRESS (Kumker. Slrrti. Qrv. Slate, and ZIP Codtl
47-16 Austel Place, Long Island City, New York 11101

CHEMICAL NAME AND SVNONYMS
Sulfuric Acid containing mixture

CHEMICAL-FAMILY

TRADE NAMJE AND SYNONYMS
0170

FORMULA
H- SO. containing mixtureMineral Acid Solution

SECTION II • HAZARDOUS INGREDIENTS

PAINTS. PRESERVATIVES. & SOLVENTS

PIGMENTS

CATALYST

VEHICLE

SOLVENTS

ADDITIVES

OTHERS

X TLV
lUnitt) ALLOYS AND METALLIC COATINGS

BASE METAL

ALLOYS

METALLIC COATINGS

FILLER METAL
PLUS COATING OR CORE FLUX

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS. SOLIDS. OR GASES

%

%

TLV
(Units)

TLV
(Units)

I

SECTION III • PHYSICAL DATA

SOILING POINT rV.i

VAPOR PRESSURE <mm Mg.)

VAPOR DENSITY (AIM»1)

SOLUBILITY IN WATER Complete

SPECIFIC GRAVITY (HjO«l)

PERCENT. VOLATILE
BY VOLUME (%)

EVAPORATION RATE
< „ , -1)

1.38

APPEARANCE AND OOOR LiKht tan liquid with soaov odor

SECTION IV • FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (Mttnod u»«<j) „ .

N.A.
EXTINGUISHING MEDIA

TVry rhomiral
SPECIAL FIRE FIGHTrtMG PROCEDURES

•

FLAMMABLE LIMITS „ , L»l U«l

UNUSUAL FIRE AND EXPLOSION HAZARDS

flammable and explosive hydrogen gas. i

PAGE (1) (Continutd on rwvtne sidf) TRW-02657 Form OSHA-20

0908-4039



SECTION V - HEALTH HAZARD DATA
THRESHOLD LIMIT VALUE "»

1 MG/M
EFFECTS OF OVEREXPOSURE
May cause burns to skin, eyes and body tissue on contact.
vapors may cause respiratory irritation.

EMERGENCY AND FIRST AID PROCEDURES
Flush contacted area with plenty of water for 15 minutes.
clothing. For eye contact 'get medical attention.

Inhalation of

Remove contaminated

STABILITY

SECTION VI

UNSTABLE CON1

STABLE X

- REACTIVITY DATA
DITIONS TO AVOID

INCOMPATABILITY (Mattnatf to avoni)

HAZARDOUS DEiOMPOS~flo"N°PRUbuCTS

Hydrogen, sulfur dioxide, sulfui

HAZARDOUS
POLYMERIZATION

MAY OCCUR

WILL NOT OCCUR

r tripxide
CONDITIONS TO AVOID

X

SECTION VII - SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Wear protective clothing in contaminated area. Remove reactable material
from area. Flush area with large volume of water; neutralize with lime

or soda ash.
WASTE DISPOSAL METHOD

Npntral 1 ?p vi th l ime, rfliist"lr or soda ash and flush with water.

Neutralization mav nroduce heat and/or effervescence.

SECTION VIII - SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION (Specify type}

None for normal use .
VENTILATION LOCAL EXHAUST

Us.£ with adequate
MECHANICAL /Central)

PROTECTIVE GLOVES

Rubber or clastic
OTHER PROTECTIVE EQUIPMENT

shield

SPECIAL

ventilation.
OTHER

EYE PROTECTION

Chemical safety eoeeles.

Rubber boots, aprons.

face

SECTION IX • SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

Protect against physical damage. Wear

protective acid resistant clothing when handling solution. Acidic corrosive
OTHER PRECAUTIONS

mixed with water.

PAGE (2)
ero ts4.no

Form OSHA-20
••*. auy 7<

TRW-02658

0908-4040



U.S. DEPARTMENT OF LABOR
Occupational Safety and Health Administration

MATERIAL SAFETY DATA SHEET

Form ApprovtO
OMB No. 44-R1387

Required under USDL Safety and Health Regulations for Ship Repairing.
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

SECTION I
MANUFACTURER'S NAME

Waldw
EMERGENCY TELEPHONE NO.

ADDRESS (Number, Slrret. City. Slate, and ZIP Code)
47-16 Austel Place. Long Island City, NY 11101

CHEMICAL NAME AND SYNONYMS

CHEMICAlTFAM IL Y
Water Based - Silicone Emulsion

TRADE NAMfc AND SYNONYMS

FORMULA

SECTION II • HAZARDOUS INGREDIENTS

PAINTS. PRESERVATIVES. & SOLVENTS

PIGMENTS

CATALYST

VEHICLE

SOLVENTS

ADDITIVES

OTHERS

%
TLV

(Uniti) ALLOYS AND METALLIC COATINGS

BASE METAL

ALLOYS

METALLIC COATINGS

FILLER METAL
PLUS COATING OR CORE FLUX

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS. SOLIDS. OR GASES

%

%

TLV
(Units)

TLV
(Unto)

;

SECTION III • PHYSICAL DATA

BOILING POINT <eF.) 212°F

VAPOR PRESSURE {mm Hf.) ,Q

VAPOR DENSITY <AIR>1>

SOLUBILITY IN WATER

APPEARANCE AND ODOR Turbid water emulsion:

SPECIFIC GRAVITY (HjO-1)

PERCENT. VOLATILE
BY VOLUME (%)

EVAPORATION RATE

( -1)

1.0

very slight odor.

SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (M«thoo USM) FLAMMABLE LIMITS i-*1 U«l

EXTINGUISHING MEDIA

Carbon Dioxide or Foam
SPECIAL FIRE FIGHTING PROCEDURES

None
UNUSUAL FIRE AND EXPLOSION HAZARDS

None
TRW-02655

1

PAGE (1) (Continued on reverse ride) win OSHA-20
nans /in/ii »• «•» »*



THRESHOLD

EFFECTS OF

SECTION V -
LIMIT VALUE

HEALTH HAZARD DATA

OVEREXPOSURE
May cause eye irritation

EMERGENCY AND FIRST AID PROCEDURES
Flush thoroughly with water.

SECTION VI - REACTIVITY DATA
STABILITY

UNSTABLE

STABLE

CONDITIONS TO AVOID

(Materuli to avoid) _ . , . _. .. _ . ^. .. Incompletely bu
' Silicon Dioxide- Carbon Dioxide carbon resid

rned
ues

HAZARDOUS DECOMPOSITION PRODUCTS

HAZARDOUS
POLYMERIZATION

MAY OCCUR

WILL NOT OCCUR

CONDITIONS TO AVOID

SECTION VII • SPILL OR LEAK PROCEDURES
STEPS TO •£ TAKEN (N CASE MATERIAL IS RELEASED OR SPILLED

Mop up or soak up with absorbent material

WASTE DISPOSAL METHOD
Land fill

SECTION VIII - SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION (Specify type)

VENTILATION
LOCAL EXHAUST

MECHANICAL (Central)

PROTECTIVE GLOVES EYE PROTE

SPECIAL

OTHER

CTION
Safety Goggles

OTHER PROTECTIVE EQUIPMENT

SECTION IX - SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

Kopp frnrn freor'frig,

OTHER PRECAUTIONS

PAGE (2)
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U.S. DEPARTMENT OF LABOR 0££ £0
PB;°^387

Occupational Safety and Health Administration

MATERIAL SAFETY DATA SHEET
Required under USDL Safety and Health Regulations for Ship Repairing,

Shipbuilding, and Shipbreaking (29 CFR 1915, 1916. 1917)

SECTION 1
MANUFACTURER'S

Tjaidra'i KMrtl
NAME

MMMH^WX^Mft•̂ •w^wm»
EMERGENCY TELEPHONE NO.

(211k <, \ft*frfTn*""""

ADDRESS (Numbtr, Slrtet. City: Swff. end ZIP Code]
47-16 Austel Place, Long Tslantf City, N«>u Ynrk 11101

CHEMICAL NAME AND SYNONYMS

Stannous Tin containing mixture
CHEMICALFAMILY

| TRADE NAME AND SYNONYMS

FORMULA '

SECTION II - HAZARDOUS INGREDIENTS

PAINTS, PRESERVATIVES, & SOLVENTS

PIGMENTS

CATALYST

VEHICLE

SOLVENTS

ADDITIVES

OTHERS

\ TLV
(Unit!) ALLOYS AND METALLIC COATINGS

BASE METAL

ALLOYS

METALLIC COATINGS

FILLER METAL
PLUS COATING OR CORE FLUX

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS. OR GASES

X

%

TUV
(Units)

I

TLV
(Units)

SECTION III - PHYSICAL DATA

BOILING POINT (°F.J SPECIFIC GRAVITY (HjO-1)

VAPOR PRESSURE <mm H,., «*CE£/*«£TIUE

VAPOR DENSITY (AIMM) EVAPORATION RATE

SOLUBILITY IN WATER Solubl*

APPEARANCE AND ODOR white to taonlsh powder, little or no odor.

SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (M*tho4 UM«I _
Auto ignition temperature 620 P
EXTINGUISHING MEDIA

Dry chemical - water
SPECIAL FIRE FIGHTING PROCEDURES

Nnnp

*

UNUSUAL CIRC AND CXPUOSION HAZARDS
Mono

FLAMMABLE LIMITS L*l <•*•'

TRW.02661
J

PAGE (1) (Continued on ravtne side) Form OSHA-20
•— Uly 72

0908-4043



SECTION V - HEALTH HAZARD DATA
THRESHOLD LIMIT VALUE

Not established
EFFECTS OF OVEREXPOSURE

May cause irritation of skin, eyes and respiratory system.

EMERGENCY AND FIRST AID PROCEDURES

- Tn raSP nf mnfarf, _ flush affprt-pH ari»a iHth plpnt-y nf waf«»r fr\r IS

for eyes, get medical attention.

SECTION VI - REACTIVITY DATA
STABILITY

UNSTABLE

STABLE

CONDITIONS TO AVOID

INCOMPATABILITY /Maienali lo avoid)

HAZARDOUS DECOMPOSITION PRODUCTS

HAZARDOUS
POLYMERIZATION

MAY OCCUR

WILL NOT OCCUR

CONDITIONS TO AVOID

SECTION VII - SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Sweep up spill, flush area with water.

WASTE DISPOSAL METHOD
Observe local regulations for disposal of rhpmtral wastes

containing tin salts.

SECTION VIII -
RESPIRATORY PROTECTION (Specify type)

VENTILATION
"tbCAL EVH^uST
Use with adequate

SPECIAL PROTECTION INFORMATION

f haaw dun tineA uiuvy UUBL-LIU,-

ventilation.
MECHANICAL (General)

PROTECTIVE GLOVES

(7*1 *iyA« fnhH î* ny plfl?fdc
OTHER PROTECTIVE EQUIPMENT

SPECIAL

OTHER

EYE PROTECTION

lrlOin1f*T 1 ^Tl 1"! *"** nnr+^f ** *•
> O~"OO

SECTION IX - SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

Protect rnnfalnpr against- phyclr-al damage . Uaar; prntPr tlv ''Ipth

Launder contaminated clothing before reuse.
OTHER PRECAUTIONS

Ino vhfln handlinj

PAGE (2)
6fO tl4.|K>

0908-4044

Form OSHA 20
In. M*y 72
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1250 Tsrmlnal Tower, Claveland, Ohio 44113. 216/621-6425
DATA

Product Name: ^u-P1?t« ̂ Universal "Plating Accelerator fmer
51

Plant Address:
131 Jericho Tuvnpike/ Suite 103, Jericho, N.Y. 11753

Chemlrec Phone No

800/424-9300

Prepared By: Walter Schwartz
Issue Date:
10/8/86

Revised Dale:

INGREDIENTS AND HAZARDOUS COMPONENTS

Material

Stannous Oxide /

Formaldehyde /

•

%

20

0.1

TLV

2
fc»4
MJ

b

C.A.S #

21651-
19-4

/
50-00'

SuSpoti ]
Ca.cifk.fjuM

i
i

•0 Ye's

i
i1
1

i

PHYSICAL DATA

Boiling Point: .,_
•NA

Vapor Pressure at 20° C:
NA

Freezing Point:
NA

Vapor Density (Air =1):
NA

Evaporation Rate (Butyl Acetate •= 1)
NA

Specific Gravity
UK

% Volatiles by Volume:
NA

pH: 1% slurry
5.0 - 6.0

Odor: j

•slight aromatic

Solubility in Water:

Slight

Appearance and Form:
Grayish powdery mixture

FIRE AND EXPLOSION HAZARD DATA

Flash Point:

Test Method:

NA

NA

Flammable Limits in Air:

Upper:
% By Volume

Lower:
NA

Extinguishing Media:
Water, dry chemical.

Special Fire Fighting Procedures: Avoid contact with skin and eyes. Avoid inhalation of fuir
If necessary, use self-contained breathing apparatus and protective
clothing.

Unusual Fire and Explosion Hazards:
Irritating fumes may develop when product is heated. TRW-02663

DOTCIassificatlon: V.-.J. __._ , . ,
Not regulated except for ORM-E

air shipments ' Note: UK = Unknown NotApp/i

0908-4045



. xJtodii ol UwuApuouiu uno i j n i i iu /y hiilfloa lo Docly .. , , . . . . i
' 1 May cause skin and eye irritation. Inhalationl
/ of futaes or dust may be irritating to the respiratory tract. Formalde-

' hyde is listed by NTP as a suspect carcinogen.

morgency and First Aid Procedures: Flu^h affected area thoroughly with clean water. For
eye contact, flush thoroughly with water and get medical attention.

REACTIVITY DATA
L& Siabls Q Unstable Conditions to Avoid

Incompatability — Materials to Avoid Avoid contact with oxidizers. Keep dry; material
is hydroscopic.

Hazardous Decomposition Products:
Oxides of tin.

Hazardous Polymerization:
Q May Occur 0Will Not Occur

SPILL OR LEAK PROCEDURES

Spills:
Sv/eep up and transfer to waste treating operation.

3ie Disposal Methods:
naterial may be hazardous to aquatic life. Follow all federal, state
and local requirements for treatment and disposal of tin metal contain-
ing and a'cidic wasltcs.

SPECIAL PROTECTION INFORMATION
R 'spirator:

Use NIOSH ,t- respirator.
Vu/itilation:
Mechanical - Sufficient to maintain below TLV.

sp 1 a S t i #ys and Face:
or rubber Goggles

other: Protective clothing to prevent
skin contact.

1' ndlmg and Storage:

.ctore to prevent r 'ysi^al damage to container. Store in a cool, dry
area. Keep container closed when not in use.

THIS PRODUCT SAFETY DATA SHEET IS OFFERED SOLELY FOR YOUR INFORMATION, CONSIDERATION AND
INVESTIGATION.

McGEAN-ROHCO. INC. PROVIDES NO WARRANTIES, EITHER EXPRESS OR IMPLIED, AND ASSUMES NO
RESPONSIBILITY FOR ACCURACY OR COMPLETENESS OF THE DATA CONTAINED HEREIN

« COPYRIGHT.
Dal*

. McGean-Rorico, Inc

TRW-02664
PD-048 - Rf" ° "r

0908-4046



McGcan-Rohco, Inc.
1250 Ttrmln»l Tower. Cleveland. Ohio 441 13. J16/621-W2S

MATERIAL SAFETY
DATA SHEET

Product Name:
fTru-Plate JTw<&
Plant Address:

2910

Prepared By: TSCA

'•'•".. .-.r - -.-•••-•• Y'f';*-' (ŷ ^̂ ^̂ ^̂ ^̂ ^MBBBB^MMB

Harvard Avenue Cleveland, OH 44109

Coordinator lsslwDale- 10/85

Emergency Phone No. :
216/441-4900
Chemtrec Phone No.
800/424-9300

Revised Date: ...

INGREDIENTS AND HAZARDOUS COMPONENTS
-

Material

Sulfuric Acid \

Copper Chloride ^

APPROVED
JUN 2 9 1987

ENVIRONMENTAL
FKir:iNIFFRINI£

%

50

5

7LV

1

1

7037
MJ

CAS.*
^64-

93-9

7447-
39-4

SutpKI
"•fonoptn

NA

NA

•

PHYSICAL DATA
Boiling Pfliot:

Vapor Pressure at 20* C:
UK

Freezing Point:
UK

Vapor Density (Air =1):
UK

Evaporation Rate (Butyl Acetate •* 1 )
less than 1.0

Specific Gravity:
1.3Z-1.59

% Volatiles by Volume:

pH:
less than 1.0
Odor:
Bland-soapy

Solubility in Water:
complete

Appearance and Form:
Greenish blue clear liquid.

FIRE AND EXPLOSION HAZARD DATA
Flash Point:

NA
Test Method:

NA

Flammable Limits In Air:

Upper:
% By Volume JJA

Lower:

Extinguishing Media:

Water - Dry chemical.

Special Fire Fighting Procedures: Liquid is
protective clothing.' Wear
fumes or mists are present

acidic and corrosive. Wear suitable
self-contained breathing apparatus if
•

Unusual Fire and Explosion Hazards:
Contact of solution with metals may generate flammable and explosive

— hvdrocrpn ?fl.q^_ Solution , wh^" hoat-o^. m=,« i-!K«^=4-« ,,KI~.-,'.,~
DOT Classification:

Corrosive RQ-10# '
UN 3 7 f i n Note: UK - Unknown NA - Not Applicable 090908-4047

TRW-02665



, .../M.I (I f \t\4-l >

k. j o/ Overexposure and Primary Entries lo Body:

&ay cause severe burns to skin, eyes and body tissue on contact.
Jnhalation of vapors may cause respiratory irritation.

Emergency and First Aid Procedures:

Flush contacted area thoroughly with clean water. Remove contaminated
c. othing. For eye contact, get medical attention.

REACTIVITY DATA

lable Q Unstable Conditions lo Avoid:

Incompatability — Materials lo Avoid:
Avoid contact with metals, reducing or oxidizing agents.

Hazardous Decomposition Products: Extremely high temperatures may liberate sulfur
dioxide and chlorine gas.

Hazardous Polymerization:
Q May Occur B Will Not Occur

SPILL OR LEAK PROCEDURES
Spills: Soak up small spills with sand, clay or other suitable absorbant.

Neutralize with lime or soda ash. Flush area with water. Comply with
all federal, state and local regulations and requirements.

Waste Disposal Metres:

Neutralize and cor.-ply with all federal, state and local regulations
for waste disposal.

SPECIAL PROTECTION INFORMATION

Respirator.
As required for general work areax

Ventilation: . ,_-.,
Mechanical - Sufficient to maintain concentration below TLV.

Eye and Face:
Giggles airT face shield

other: Acid resistant clothing to
prevent skin & clothing contact

....r.g and storage: store container to prevent physical damage. Keep container
cv-c^ when not in use. Make sure closure is fastened securely before

ing container. Material generates heat when mixed with water. Do
.not..ad.d .water to.. material in container. •

THIS PRODUCT SAFETY DATA SHEET IS OFFERED SOLELY FOR YOUR INFORMATION. CONSIDERATION AND
INVESTIGATION. . "~ ~ . •
McQBAN-ROHCO, INC. PROVIDES NO WARRANTIES, EITHER EXPRESS OR IMPLIED, AND ASSUMES NO'
RESPONSIBILITY FOR ACCURACY OR COMPLETENESS OF THE DATA CONTAINED HEREIN.

• COPYRIGHT
0*1*

McO««n-Rohco. Inc. PD-048 - Rev. 2-85

0908-4048
TRW-02666



Franklin* II
Franklin Oil Corporation (Ohio)
Box 46030,
Cleveland, Ohio 44146-0030
Telephone 216-232-3000

ATTN: SAFETY DIRECTOR
TRW INC.
FASTENER DIVISION
265 THIRD STREET
CAMBRIDGE
021420000

MA

6/22/89

RE: UPDATED MATERIAL SAFETY DATA SHEET(S)

Enclosed you uill find updated material safety data sheet(s)
for the products(s) listed belou corresponding to your order
reference no. 14631
These material safety data sheet(s) conform to CFR 29 Part
1910. 120O ('Federal Right to Know Law').

Thank you for your interest in Franklin Oil products. We
uill continue to keep you advised of any neu information
concerning the safe handling of our products.

Regards,

FRANKLIN OIL CORP. (OHIO)

Ted McClure
Vice President-Technical

/s
Enclosure(s)

^ Morgan
0908-4049

TRW-02667



Form Appro «d
Burl • Bureau No. «-RI387

2021-2816

MASSACHUSETTS MSDS

U.S. D E P A R T M E N T OF LABOR.
WORKPLACE STANDARDS ADMINISTRATION

Bureau of Labor Standards

MATERIAL SAFETY DATA SHEET
FORMULA / TRADE SECRET • SECTION 1

MANUFACTURER'S NAME
FRANKLIN OIL CORP.(OHIO)

EMERGENCY TELEPHONE NO.
216/232-3000"

ADDRESS W..6.,. s«,«««. CUr. 5u«. ..I Z//> Corf,, ̂  ̂ ^ FRANKL|N pARK> CLEVEL.AND. OH.O 44146

IDENTITY TUF-DRAW 2806-*-10flfc DAI

CHEMICAL FAMILY PETROLEUM HYDROCARBON

•E PREPARED A/ 18/89

SECTION II HAZARDOUS INGREDIENTS

HAZARDOUS COMPONENTS: OSHA PEL ACGIH TLV.

SEVERELY HYDROTREATRD NAPHTHENTC DTSTTT.T.ATFS
TWA 3 TWA

25-45

CAS #64742-52-5
STEL 3

IQmg/M

TRTETHANOLAMTNE • CAS //102-71-6 NOT Ei TABLISHED 1-10

PROPRIETARY INGREDIENTS NOT FOUND ON THE MOST

RECENT MSL

SECTION III PHYSICAL DATA

BOILING POINT (*F.I
>400°F.

SPECIFIC GRAVITY (MjO=U 1.116
VAPOR PRESSURE (««» PERCENT VOLATILE

BT VOLUME 1X1
VAPOR DENSITY (AIR=I| >1 EVAPORATION RATE

I RIITYT. =11

SOLUBILITY IN WATER
PIS ?ERSABLE

ACETATE

APPEARANCE AND OOOR
HARlf AMRF.R LTQTITD WTTH PRTROLKUM ODOR MELTING POINT

SECTION IV FIRE AND EXPLOSION HAZARD DATA

FLASH POINT (Uttttod «s«dl
350 F. (ASTM D-92)

FLAMMABLE LIMITS
WUi L»E1 iK.lTJ.lNE-LI

EXTINGUISHING MEDIA
WATER FOG. DRY CHEMICAL.CÔ . OR FOAM

SPECIAL FIRE FIGHTING PROCEDURES
WEAR SELF CONTAINED BREATHING APPARATUS

KEEP FIRE EXPOSED CONTAINERS COOL WITH WATER
UNUSUAL FIRE AND EXPLOSION HAZARDS

HOT VAPORS FORM EXPLOSIVE MIXTURES WITH AIR.

TRW-02668

0908-4050



STABILITY UNSTABLE'

STABLE X

CONDITIONS TO AVOID

. SPARKS AND' OPEN FLAMES
INCOMPATASlLlflC (Katcriett to cvoU]

STRONG ACIDS AND OXIDANTS
HAZARDOUS DECOMPOStnON PRODUCTS
UPON COMBUSTION: • J CO, .C07, CL2>. .Hcl, PHOSGENE', OXIDES OF SULPHUR

HAZARDOUS
POLVMEfllZATtOM

MAY OCCUR

WILL, MOT OCCUR

CONDITIONS TO'AVOID

NONE

ROUTECs) OF ENTRY: • INHALATION? SKIN? •INCESTION?

HEALTH HAZARDS CACUTE & CHRONIC); CAUSES IRRITATION: MAY BE SKIN DEFATTEg—

JPON PROLONGED OR REPEATED CONTACT. CAUSES EYE OF QIL MIST

MAY CAUSE MILD RESPIRATORY IRRITATION. INGESTION: SMALL AMOUNTS ASPIRATED INTO

LUNGS DURING INGESTION OR VOMITING MAY UAUSt;
CARCINOGENICITY; NTS? IARC MONOGRAPHS?

NOT LISTED " . NOT LISTED

OSHA REGULATED?

. NOT LISTED

CHLORINATED PARAFFINS ARE A CLASS OF COMPOUNDS THAT ARE SIMILARLY MANUFACTURED

BUT WHICH -VARY IN MOLECULAR STRUCTURE BY CARBON CHAIN LENGTH AND DECREE OF CHLORJ -

NATION. THE CHLORINATED PARAFFIN IN THIS PARTICULAR PRODUCT HAS'NOT BEEN SHOWN '1 3

HAVE ADVERSE HEALTH EFFECTS. - HHILE TESTS/HAVE BEEN CONDUCTED BY THE NATIONAL
-_• . . . M *_* " •

TOnCOLOCY PROCRAM ON QTfflSR SPECp-IC CHLORINA.TRD ?4R.*JF-EBS. THE RELEVANCE OF THE£ E

STUDIES TO THIS PARTICULAR MATERIAL. IF ANY, HAS HOT BEEN DETERMINE!*.

SIGNS & SYMPTOMS OF EXPOSURE: OIL MIST INHALATION" HAY CAUSE DIZZINESS.-'NAUSEA.,

AND DIFFICULTY BREATHINC:

MEDICAL CONDITIONS CEtfEgALLY AGGRAVATED BY EXPOSURE;. SENSITIVE DRY SKIN \

EMERGENCY AND FIRST AID 'PROCEDURES; IN CASE OF CONTACT, IMMEDIATELY FLUSH* EYES

WITH PLENTY OF WATER FOR AT LEAST 15 MPKTTES. 'CALL'A PHYSICIAN. HASH SKIN

WITH SOAP AND WATER. IF SWALLOWED, DO NOT" INDUCE 'VOMITING. GET MEDICAL

ATTENTION. REMOVE FLUID SOAKED CLOTHING AND'SHOES. LAUNDER BEFORE REUSE.

[F INHALED, REMOVE TO FRESH AIR AND GIVE ARTIFICAID RESPIRATION IF NECESSARY.

CALL A PHYSICIAN.

0908-4051

TRW-02669



SECTION VII PRECAUTIONS FOR SAFE HANDLING USE

'EPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: IN CASE OF SPILL, DO

NOT USE WATER, SOAK UP WITH SAND, EARTH, OR OTHER Î ERT MATERIAL. PUT IN A SUITABLE

CONTAINER. DISPOSE OF IN ACCORDANCE WITH LOCAL, STATE, AND FEDERAL REGULATIONS.

WASTE DISPOSAL METHOD: - DISPOSE OF IS ACCORDANCE

WITH LOCAL, STATE, AND FEDERAL REGULATIONS. AVOID CONTAMINATION OF SEWERS AND

WATERWAYS.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: AVOID CONTACT WITH EYES, SKIN AND

CLOTHING. REMOVE CONTAMINATED CLOTHTNO. T.AtTNT)F.R RFFDRE REITSE.' IJA<;H THnBOTinHT.Y

AFTER HANDLING. 1

OTHER PRECAUTIONS: SINCE EMPTIED CONTAINERS RETAIN PRODUCT RESIDUE. FOLLOW LABEL

WARNINGS EVEN AFTER CONTAINER IS EMPTIED.

SECTION VIII CONTROL MEASURES

ACsriKATonr raoTcciiON (Spccifr trf*l
HTOSH APPROVED RESPTRATOR TF FYPOSETl TO HOT VAPfffi HB TTST.
VENTILATION

LOCAL EXHAUST
RECOMMENDED

SPECIAL
N/A

MECHANICAL (Ccupnt,
DETERMINED

OTHER -57T
mOUCTIVE CLOVES

NEOPRENE OIL IMPERVIOUS T EVE mOTCCTION
SAFETY GLASSES OR GOGGLES

OTHE« W.OTECTIVE EQUIPMENT USE ̂  REQUIRED TO AVOID SKIN CONTACT

HYCENIC PRACTICES: WASH AFTER HANDLING

WE BELIEVE THE STATEMENTS, TECHNICAL INFORMATION* AN*D RECO.MMEKDATIONS CONTAINED
HEREIN ARE RELIABLE, BUT THEY ARE GIVEN WITHOUT WARRANTY OR GUARANTEE OF ANY KIND,
E ESSED OR IMPLIED, AND WE ASSUME NO RESPONSIBILITY FOR ANY LOSS, DAMAGE, OR
EXrtXSE, DIRECT OR CONSEQUENTIAL, ARISING OUT OF THEIR USE.

0908-4052

TRW-02670



App'OV«0

MASSACHUSETTS MSDS

U.S. DEPARTMENT OF LABOR

?f)21-6161

WORKPLACE STANDARDS ADMINISTRATION
** * •'

Bureau of Labor Standards

MATERIAL SAFETY DATA SHEET
FORMULA / TRADE SECRET SECTION I

MANUFACTURER'S NAME EMERGENCY TELEPHONE NO.

ADDRESS (Numlrtr. ittttt, Cilr, Hut. •** ZIP
BOX 46030 . FRANKLIN PARK, CLEVELAND, OHIO 44146

IDENTITY .
H» J, DATE PREPARED 4/26/3?

CHEMICAL FAMILY

SECTION II HAZARDOUS INGREDIENTS

HAZARDOUS COMPONENTS:

SEVERELY HYDROTREATED NAPTHENIC DISTILLATES

CAS #64742-52-5 AND CAS #64742-53-6

TRIETHANOLAMINE CAS #102-71-6

OSHA PEL
TBZT,
5mg/M-

NOT E!

ACGIH TLV.
TWA J

5mg/M .
5TELT

IQmg/M

TABLISHED

20-40

1-5

PROPRIETARY INGREDIENTS NOT FOUND ON THE MOST

RECENT MSL.

SECTION III PHYSICAL-DATA

•OILING POINT >415°F CRAVtnr |H20=I| 1.068
VAfOK |mm Ha.l (70 F.) P£RCCNT VOLATILE

•t VOLUME 1*1
VAPOR oENSirr iAin=ti >1 EVAPORATION KATE

t BTfTYT. a\\ <1
coiuinirr IN WATER Dfl LSIFIABLE ATE 8.6
APPEARANCE ANO POOR QIL PETROLEUM ODOR MELTING POINT

SECTION IV FIRE AND EXPLOSION HAZARD DATA

f LASH POINT (Method «s*dj n
325°F. (ASTM D-92)

f IAMMABLE LIMITS u*i

CXTtNCUISMING MEDIAIEDIA 1
WATER FOG. DRY CHEMICAL. CO... OR FOAM I AUTOIGNITION TEMP..*

SPECIAL rutE f ICHTINC PROCEDURES
WEAR SELF CONTAINED BREATHING APPARATUS.

KEEP FIRE EXPOSED CONTAINERS COOL WITH WATER.

UNUSUAL FIRE ANOEKPLOSCON HAZARDS HQT VApoRS FORM EXPLOSIVE MIXTURES WITH AIR.

0908-4053
TTlW-02671



SECTION V« REACTIVITY DATA
»l«tr UKCTAIU

CTAKLE

CONDITION* TO AVOID

SPARKS AMD OPEN FLAMES

STRONG ACIDS AMD OXIDANTS
HAZARDOUS DECOMPOSITION PRODUCTS
UPON COMBUSTION;

HAZARDOUS

CO, CO-, HCi, OXIDES OF SULFUR AND NITROGEN

MAT OCCUR

WILL HOT OCCUR

CONDITIONS TO'AVOtD

NONE

SECTION VI HEALTH HAZARD DATA

ROUTE(s) OF ENTRY; ' INHALATION?

JL

• SEEK?

' X

HEALTH HAZARDS (ACUTE & CHRONIC); CAUSES IRRITATION: MAY BE SKIN DEFATTER UPON

PROLONGED OR REPEATED CONTACT. CAUSES EYE IRRITATION. INHALATIOirDF OIL MIST MAY

CAUSE MILD RESPIRATORY IRRITATION. INGESTION: SMALL AMOUNTS ASPIRATED INTO LUNGS

CURING INGESTION OR VOMirMC MAY CAUSE CHEMICAL PNEUHONITI5.
CARCINOCENICITY; KTP? IARC MONOGRAPHS?

NOT LISTED . NOT LISTED

OSHA REGULATED?

NOT LISTED

SICKS * SYMPTOMS OF EXPOSURE! . OIL IIIST INHALATION MAY CAUSE'DIZZINESS, NAUSEA

AND DIFFICULTY BREATHING. , " . '

MEDICAL CONDITIONS CTHBgAMT nr *n>ocm,». SENSITIVE DRY SKIK.

SMERCENCY AND FIRST AID PROCEDURES; IN CASE OF CONTACT, IMMEDIATELY BLUSH EYES

WITH PLENTY OF WATER FOR AT LEAST 15 MINS. CALL A PHYSICIAN. WASH SKIN WITH SOAP

AND WATER. IF SWALLOWED DO HOT INDUCE VOMITING. 'GET MEDICAL ATTENTION. . REMOVE

FLTTID SOAKED CLOTHING AND SHOES. LAUNDER BEFORE Rimgg IF INHALED. REMOVE TO

I. ..H AIR AND GIVE ARTIFICIAL RESPIRATION IF NECESSARY. CALL A PHYSICIAN.

-02672

0908-4054
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SECTION VII PRECAUTIONS FOR SAFE HANDLING USE

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: IN CASE OF SPILL, CONTAI

.AND RECOVER BULK FLUID. DO NOT -USE WATEjÛ SOAK UP RESIDUE WITH SAND, ̂ARTH OR OTHER

INERT MATERIAL. PUT IN A SUITABLE CONTAINER.DISPOSE OF IN ACCORDANCE WITH LOCAL,

STATE AND FEDERAL REGULATIONS.

WASTE DISPOSAL METHOD: DISPOSE OF IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL

REGULATIONS. AVOID CONTAMINATION OF SEWERS AND WATERWAYS.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING:AVOID CONTACT WITH EYES» SKIN AND

CLOTHING. REMOVE CONTAMINATED CLOTHING.LAUNDER BEFORE REUSE. • WASH THORO*9HLY

AFTER HANDLING.

OTHER PRECAUTIONS: SINCE EMPTIED CONTAINERS RETAIN PRODUCT RESIDUE, FOLLOW LABEL

WARNINGS EVEN .AFTER CONTAINER IS EMPTIED. DO NOT MIX THIS PRODUCT WITH NITRITES

DUE TO THE POSSIBILITY OF A REACTION PRODUCING NITROSMAINES. AVOID"BREATHING"MIST

OR HOT VAPORS.

SECTION VIII &NTROL~M£ASUREsV-Jl

«$««ATOH»V^ M..«™̂ ,~I. IF EXPOSED TO HOT VAPOR OR MIST.

VENTILATIONVENTILATION L°CAL WMAU5T

fCtmfmU u/i

CPCCIAl
N/A

OTHIR N/A
ntOTtcnvt IMPERVIOUS | m p"OTiCT>ONSAFETY CLASSES OR GOGGLES

OTMMmoTiCTive fOUIW«NT USE AS REQUIRED TO AVOID SKIN CONTACT.

HYCENIC PRACTICES:WASH AFTER HANDLIN.

WE BELIEVE THE STATEMEKTS» TECHNICAL INFORMATION AND RECOMMENDATIONS CONTAINED
HEREIN ARE RELIABLE, BUT THEY ARE GIVEN WITHOUT WARRANTY OR GUARANTEE OF ANY KIND,
EXPRESSED OR IMPLIED, AND WE ASSUME NO RESPONSIBILITY FOR ANY LOSS, DAMAGE, OR
EXPENSE, DIRECT OR CONSEQUENTIAL, ARISING OUT OF THEIR USE.

0908-4055

TRW-02673
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For further application data or specifications, contact Technical Sales Division / Collect Phone Calls Accented

LUBRICANTS 3/79 1 1

PRODUCT LINE.

TRADE NAME_

TUF-DRAW D&S COMPOUND 21167Z
.PAGE .OF.

Tuf-Draw D&S Compound 21167Z Is a complex chemical combination of highly
refined petroleum hydrocarbons, chlorinated additives, fatty esters, non-ionic
emulsifiers, rust inhibitors and algaecide.

21167Z will make a very stable emulsion with water in all proportions.

Case histories speak louder than words regarding the performance of this
product.

Company "A" reports they are drawing a brake piston from a flat blank of 1070
commarical steel, 4 1/4" in diameter and 1/4" thick. The pigmented paste used
prior to the introduction of 21167Z was causing excessive scoring of the dies
and pigment build-up. They are now using 21167Z cut with two parts water and
are meeting production schedules for the first time.

Company "B" was blanking and piercing 1080 spring steel 0.180" x 4 1/2" x 21".
Previous oil products were used neat. 40,000 parts were made before sharpening
the dies. 21167Z gives 250,000 hits before sharpening and is being cut one part
compound to three parts water.

Company "C" was using a'"honey oil" neat to form an automotive motor mount from.: .
1010 hot rolled, pickled and oiled stock. Scrap rates ran as high as 852. They <•
switched to 21167Z cut at one part compound to one part water. Scrap rate plunged
to less than 5% even when steel was varying from good to very poor quality.

The unique blend of additives in 21167Z afford the best rust protection available
today and will practically eliminate staining.

SPECIFICATIONS:

Saybolt Viscosity @ 210°F 100/120 SUS
Flash Point (C.O.C.) 350° F.
Wt./Gallon 9.00 Ibs.
E.P. Additives & Emulsifiers 65.5%
Mineral Oil (Heavy) 24.5Z

All information, recommendations and suggestions appearing in this literature concerning the use of our products are based upon tests and data believed to be
reliable, however, it is the user's responsibility to determine the suitability tor his own use of the products described herein Si nee the actual us* by others is
beyond our control, no guarantee expressed or implied, is made by Franklin Oil Corp lOhiol as to the effects of such use or the results to be obtained nor
does Franklin Oil Corp (Ohio) assume any liability arising out of use, by othan, of the products referred to herein Nor is the information herein to be con
strued as absolutely complete since additional information may b« necessary or desirable when particular or exceptional conditions or circumstances ex<st or
because of applicable laws or government regulations Nothing herein contained is TO be construed as permission or as a recommendation TO infringe any patent

FRANKLIN OIL COHP (OHIO)

0908-4056

TRW-02674



Form Approved
Cudgel Bureau No. 44-R1387

2021-2880

U.S. DEPARTMENT OF LABOR
WORKPLACE STANDARDS ADMINISTRATION

Bureau of Labor Standards

MATERIAL SAFETY DATA SHEET
, . SECTION 1

MANUFACTURER'S NAME
FRANKLIN

ADDRESS (Number, Slrrtt, City. Slat*, and ZIP

OILCORP.(OHIO)

C°de> BOX 46030 - FRANKLIN PARK
CHEMICAL NAME AND SYNONYMS

CHEMICAL FAMILY

PETROLEUM HYDROCARBON
FORMULA

EMERGENCY TELEPHONE NO.
216/232-3000

CLEVELAND, OHIO 44146

TRADE NAME AND SYNONYMS

TUF-DRAW D&S COMPOUND 21167Z

SECTION II HAZARDOUS INGREDIENTS

PAINTS, PRESERVATIVES, & SOLVENTS

P IGMENTS

CATALYST

VEHICLE

SOLVENTS

ADDITIVES

OTHERS

_ TLV
* (Unlti)

N//

N/^.

N/4

N//

N/^

N//

ALLOYS AND METALLIC COATINGS

BASE METAL

ALLOYS

METALLIC COATINGS

FILLER METAL
PLUS COATING OR CORE FLUX

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS. OR GASES

NONE

%

NA

N A

NA

NA

NA

%

NA

TLV
(Unlfl)

TLV
(Uniti)

« -'^T •*-*• -*— • iljMC* * •̂ •'•Sfc* lAdrf 'J t̂fftMî  r* *"' -VTfc •*> • •V'S*X*fi a . t . ^ *&£+>& ~* ^%dfe-\rf •""-'> -î ijtoiS- ^ - * , * "•» \ "

vz§^ ?^C:--̂ ^̂ |̂̂  SECTION!!!,: .PHYSICAL P/VJ/^f- 144̂  --•' ^-M>'̂  ̂  • '

BOILING POINT fM

VAPOR PRESSURE (n»n HO.)

VAPOR DENSITY (AIR=O

SOLUBILITY IN WATER

N/A

N/A

N/A

NONE

SPECIFIC GRAVITY (H2O=t|

PERCENT VOLATILE
BY VOLUME 1%)
EVAPORATION RATE
1 =1)

APPEARANCE AND OOOH . T>Rnu

1.14

NONE

N/A

N OIL. MILD ODOR

• 3 v • v V|%tJ>? SECTION IV £VlRE AND EXPLOSION HAZARD DATA . ..'* , - ."• 7 'f-':
FLASH POINT (Method u»«dl ,QTM -ri^o^ QCne17 FLAMMABLE LIMITS „,. kft| , 4

N/A N/A >VViN/A

EXTINGUISHING MEDIA WATER FOG, FOAM, CARBON DIOXIDE, DRY CHEMICAL.

SPECIAL FIRE FIGHTING PROCEDURES
WATER MAY CAUSE FOAMING IF USED ON MATERIAL IN BULK. VAPORS FROM HOT MATERIALS

FORM EXPLOSIVE MIXTURES WITH AIR.

SLIGHTLY HAZARDOUS TO IIEALTH * SELF— CONTAINED BREATHING APPARATUS RECOMMENDED IN

FIRE-FIGHTING. USE WATER TO KEEP FIRE-EXPOSED CONTAINERS COOL.

TRW-02675
0908-4057
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SECTION V HEALTH HAZARD DATA
THRESHOLD LIMIT VALUE UNKNOWN
EFFECTS OF OVEREXPOSURE NO NOXIOUS VAPORS UNLESS HEATED OR BURNING. SKIN CONTACT MAY

BE IRRITANT TO PERSON WITH SENSITIVE SKIN.

"MEASURES OF PERSONAL HYGIENE SHOULD BE ADEQUATE. EXCESSIVEEMERGENCY AND FIRST AID f\
SKIN CONTACT

INHALATION OF HOT VAPORS - TREAT FOR SUFFOCATION! SECURE MEDICAL ATTENTION. EYE
CONTACT - FLUSH IvJL'i'H WATER. SbCURh MJbUiCAL AUCTION.
VOMITING. CALL A PHYSICIAN.

IF SWALLOWED - DO NOT INDUCE

SECTION VI REACTIVITY DATA

STABILITY UNSTABLE

STABLE

CONDITIONS TO AVOID

INCOMPATABILITY (Materials to avoid) STRONG OXIDIZING AGENTS

HAZARDOUS DECOMPOSITION PRODUCTS CHLORINE, HYDROGEN CHLORIDE

HAZARDOUS
POLYMERIZATION

MAY OCCUR

WILL NOT OCCUR

CONDITIONS TO AVOID

SECTION VII SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

RECOVER BULK MATERIAL IF POSSIBLE. SOAK UP WITH SAND AND REMOVE TO DISPOSAL AREA.

WASTE DISPOSAL METHOD

BURY IN AUTHORIZED LAND FILL AREA.

•;-"!. ' SECTION VIII ^SPECIAL PROTECTION INFORMATION . - ' . ' .

mrmmmm&tt&m* APPARATUS IF MATERIAL is HOT.
VENTILATION

PROTECTIVE GLOVES

LOCAL EXHAUST

MECHANICAL/CeneraO
USE IN VENTILATED AREA

RECOMMENDED
EYE PROTECTION

SPECIAL

OTHER

SAFETY GOGGLES

OTHER PROTECTIVE EQUIPMENT WEAR PROTECTIVE CLOTHING WHERE HOT MATERIAL MAY CONTACT 5KJLN.

JX ^SPEc'lAL PRECAUTIONS. TRW-02676
PRECAUTIONS TO BE TAKEN IN WANGLING AND STORING
GENERAL PERSONAL HYGIENE ADVISABLE. STORE AWAY FROM EXCESSIVE HEAT

PRECAUTIONS IN HANDLING ORDINARY COMBUSTIBLE LIQUIDS.
0908-4058

THAN AIR AND MAY TRAVEL A CONSIDERABLE DISTANCE TO A SOURCE OF IGNITION AND FLASH l[\CK.

OTHER PRECAUTIONS
SECURE SOURCES OF IGNITION WHILE HANDLING. FUMES FROM HOT MATERIAL AKa HE.AVI.C.K
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Technical Data Bulletin

•P.O. •BOX20Q3-DANVERS. M/V£H323

T U F F Y S T O N E C A R P E T T I N G

CHEMICAL RESISTANT (CR)

PRODUCT
DESCRIPTION:

Tuffy CP is a two component 100% Solid Epoxy flooring
system for use in erwiroments where the ultimate chemiral
resistance is required.

SPECIFICATION: All surface preparation and application shall conform t,o
Arnel Co. Inc. specification titled Tuffv Stone Caroett-ing
Type I with the single exception of substituting 19-9844
CR Curing agent in place of the Standard Tuffy Cure 19-0224.

CHEMICAL RESISTANCE:

The following list of substances were found to have no effect
on the Tuffy CR flooring system under normal conditions. This
list is not all inclusive. The concentrations found on this
list represent those which are commonly found and does not
necessarily mean that the system will fail if subjected to a
higher concentration.

Sulfuric Acid, 10%
Hydrochloric Acid, 10%
Phosphoric Acid, 10%
Citric Acid, 10%
Linseed Oil fatty Acid
Sodium Hydroxide, 20%
Sodium Hydroxide, 50%
Ammonium Hydroxide, 29%
Sea Water
Tap Water
Distilled Water
Sodium Sulfite, 1%
Butyl Acetate
Ethyl Acetate
Isopropyl Acetate
Isopropyl Alcohol
Ethyl Alcohol

Zinc Hydrosulfite, 1%
Calcium Hypochlorite, 5%
Sodium Hypochlorite, 5%
Butyl Alcohol
Ethylene Glycol
Lard
Cottonseed Oil
Mineral Oil
Sour Crude Oil
Hydrogen Peroxide, 20%
Formaldehyde, 37%
Methyl Ethyl Ketone
Acetone
Methyl IsoButyl Ketone
Toluene
Xylene
Lacquer Thinner

L-122

The informotion presented in tho Technical Data buUetin a intended to convey the best available aato on tins compound to facilitate its sale nanaung
and to stimulate interest in its use. The uses referred to are listed tor purposes ol illustration only, and it is recommenced that sufficient investigation to £>9
carried on to establish the suitability of their application in any particular use No guaranty or warranty is implied or mtenaed as to the suitability of ar.v
chemical compound for any particular use. Nothing harem is to be constructed as advising or autnorizmg practice of anv invention covered by e»is:m-j
patents without license from the owners thereof.

0908-4059 TRW-02677


